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1.0 GENERAL INFORMATION 



The IDT TDF 4050 Tape Formatter is 
an electronic unit designed to be 
mounted inside the TD -1050 y digital 
tape transport.* The formatter enables 
the generation and reading of ANSI, IBM 
and ECMA compatible tapes. The for- 
matter works with both PE and NRZI mode 
tape transports, and with both 7-track 
and 9-track versions: 



Tape Velocity: 



9-track: 



1600 cpi PE and 
800 cpi NRZI, 



7-track: 800/200, 800/556 

or 556/200 cpi NRZI. 



Standard: 75, 45, 
37.5, 25, 18.75, 
12.5 and 7.5 ips. 

Low (half speed) : 
37.5, 22.5, 18.75 
and 12.5 ips. 

Other speeds avail- 
able by strapping or 
by change of master 
oscillator crystal. 

Dual speed is stan- 
dard. 



In all cases the formatter performs the 
basic functions of formatting data 
written on tape and decoding data read 
from tape . Error checking is performed 
on data read back from tape. 

The TDF 4050 Tape Formatter can control 
from one to four tape transports with- 
in a single mag tape system. The system 
can have a mix of single and dual stack 
heads, 9 or 7 track and PE and NRZI. 

The formatter can handle tape transports 
operating either at full or half system 
speed. The standard speed range is from 
7.5 ips to 75 ips. 

The interfacing and operation of TDF 
4050 Tape Formatter is compatible with 
industry standard. However, the for- 
matter, being controlled internally by 
a programmable processor, can be re- 
programmed to suit a customer's parti- 
cular requirement. 

All timing during start and stop and 
during read and write operation are 
controlled by one master crystal oscil- 
lator. There are no monostables and 
no R-C timing networks. 

* Mounts in 1050/1750 Series and 
2640-1 stand-alone chassis. 



Head Configuration: 9-track or 7-track, 

single or dual stack 
head. 

Tape transports with 
different head con- 
figurations can be 
controlled by one 
formatter (daisy- 
chain) . 



Data Density: 


9-track 




PE: 1600 cpi 




NRZI: 800 cpi 




7-track NRZI 




One of three combi 




nations may be 




selected: 




800/556 cpi 




800/200 cpi 




556/200 cpi 


Interblock gaps: 


9-track: 0.6" nom. 


(IBG) 


7-track: 0.75" nom. 


Compatibel 




Tape Transport: 


IDT 1050/1750 



1.1 TDF 4050 SPECIFICATIONS 



Recording Mode: 



Dual mode, PE (phase 
encoded) and NRZI 
(non-return to zero 
inverted) . 



Electronics : 



Power : 



All solid state with 
crystal clock con- 
trolled synchronous 
microprocessor system. 

+5V +5%, 6.0 Amps 
max. 
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Operating 
temperature : 



Non-operating 
temperature : 



Operating 
altitude: 



Relative humidity: 



Mounting : 



Dimensions : 



Weight: 



+ 2°C to + 50°C 
(35°F to 122°F) 



- 45°C to+71°C 
(- 50°F to 160°F) 



- 6096 m 
(0 - 20000 feet) 

15% to 95% noncon- 
densing. 

Internally in the 
TDI 1050. 

493 mm x 251 mm 
(19.40" x9.87") 

1.0 kg (2.2 pounds) 



1.2 PHYSICAL DESCRIPTION 

The TDF 4050 Tape Formatter is contained 
on one PC board which is 493 mm x 251 mm 
(19.40" x 9.87"), see Fig. 1.2. 

The board is furnished with letters and 
numbers along the edges which are used 
as coordinates for locating a particular 
component. For example, the large IC 
U55 at the intersection of coordinates 
15 and A is designated U55-15A on the 
circuit schematic. 

The switch (strap) positions used to 
implement the available options are 
indicated by solid rectangles on Fig. 
1.2. Details on setting the switches 
(placing the jumper plugs) are provided 
by Fig. 1.1. 
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HI J SCREW, PAN HD PHB. 
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(^M) BAR, STIFFENER 
(Sm) BLOCK, SUPPORT (4 PL) 
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VIEW A-A 



TABLE 2 



6. REF. DES. FOR SOCKET IS "X". WSTALL 24 PIN SOCKET M LOCATION : 29A. 

5- REF. DCS. FOR SOCKET IS "X". INSTALL 20 PIN SOCKET IN LOCATION : 2 5 A, 26A, 27A, 27B, 7F. 

4. REF. DES. FOR SOCKET IS "X". "(STALL 16 PIN SOCKET IN LOCATION : 17B, 2E, 3E, 4E, 8E, IF, 29E. 

a. REF. DES. FOR SOCKET IS "X*. MSTALL 14 PIN SOCKET M LOCATION: 14F, 22F.25F. 



A 



li FOR STANDARD JUMPER PLACEMENT MSTALL JUMPER BLOCKS AS SHOWN M TABLE AS REQUIRED. 



A 



1\ ATTACH DOUBLE-SIDED TAPE (MPS) TO CRYSTAL (Y1)r 
BEND LEADS OF CRYSTAL 90* AND INSTALL IN BOARD 
ASSURING TAPE HOLDS CRYSTAL FIRM AGAINST THE BOARD. 

NOTES: UNLESS OTHERWISE SPECIFIED. 
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STANDARD OPTION FOR 
11-00345 (9 TRACK) 
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FORMATTER 
ADDRESS 



SCREW, PAN HD PHIL 
♦13x10 (4 PL) 

^P^ BAR, STIFFENER 
(5p2) BLOCK, SUPPORT (4 PL) 
■Pl'JpCB 



VIEW A-A 



TABLE 2 



8.* ON IC DESIGNATES A 74S109 IC. 

T.t) ON IC DESIGNATES A 74S374 IC. 

S. REF. DES. FOR SOCKET IS *X*. INSTALL 24 PIN SOCKET IN LOCATION : 29A. 

S. REF. DES. FOR SOCKET IS 'IT. MSTALL 20 PIN SOCKET IN LOCATION : 25A, 28A, 27A. 27B 7F 

4. REF. DES. FOR SOCKET IS "X*. INSTALL 18 PIN SOCKET IN LOCATION : 17B, 2E. 3E. 4E. 8E. 1F 29E 

». REF. DES. FOR SOCKET » TT. WSTALL 14 PIN SOCKET IN LOCATION: 14F, 22F.2SF. ' 

FOR STANDARD JUMPER PLACEMENT INSTALL JUMPER BLOCKS AS SHOWN M TABLE AS REQUIRED. 
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BEND LEADS OF CRYSTAL 90* AND INSTALL M BOARD 
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NOTES: UNLESS OTHERWISE SPECIFIED. 
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2.0 TAPE FORMATS 



2.1 CHANNEL NOTATION 



The TDF 4050/TDI 1050 system is IBM, 
ANSI and ECMA compatible. However, the 
channel identifications used by IBM and 
ANSI/ECMA are different. This document 
uses the IBM notation. The relationship 
between IBM and ANSI/ECMA notation is 
given below. 



Binary 



2 7 2 6 2 5 2 4 2 3 2 2 2 1 2° P 



IBM 

channel no.01234567P 

ECMA/ANSI 

channel no.Z765432 1P 

The IBM channel (ECMA/ANSI channel Z) 
contains the most significant bit in the 
data byte. 



1234 5 0700M111I13 



1100101101001 

~~ f L_f 1 



0101 10100001 

J L_J 1 J 



1 1 10 1 1 1 

-T~i f l_J 

1 1 1 

f 1 



1 1 10 1 1 1 

~~ f i—TH, 



0000000000000 




2.2 NRZI, BASIC PRINCIPLE 



Fig. 2.1 NRZI, basic principle (9-track, odd parity) 



The basic principle of the NRZI (Non- 
Return to Zero Inverted) recording 
method is given in Figure 2.1. As 
this method gives a flux transition 
only when a "1" is written, a byte 
consisting of all zeros cannot be 
distinguished from no signal at all. 
Therefore, at least one bit in each 
byte (1 byte = 6 or 8 bits of data 
and 1 parity bit) must be "1", that 
is, either the parity bit is "1" for 
an all zeros character (odd parity) or 
an all zeros character must not occur . 
9-track NRZI always employs odd parity 
securing at least one "1" bit in each 
byte. 7-track NRZI can have either odd 
or even parity. When a binary tape is 
written, the parity is odd, and when 
a BCD tape is written, the parity is 
even. In the latter case a character 
with all zeros cannot be used, as this 
will not be detected by the read 
electronics . 



Figures 2 . 2 and 2 . 3 give the tape for- 
mats for 7-track NRZI and 9-track NRZI. 
In 7-track NRZI, channels 2 through 7 
contain data bits (channel 2 contains 
the most significant bit) . 

Channels and 1 are not used in 7- 
track NRZI. In 9-track NRZI channels 
through 7 contain data bits (channel 
contains the most significant bit) . 

In 9-track NRZI, the data density is 
always 800 cpi (characters per inch) , 
(31.5 characters per millimeter). 

In 7-track NRZI the data density can 
be either 200, 556 or 800 cpi (7.87, 
21.89 or 31.5 characters per milli- 
meter) . 
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Fig. 2.2 NRZI 7-track tape format. 200/556/800 cpi. 
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Fig. 2.3 NRZI 9-track tape format. 800 cpi. 
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2.3 NRZI CHECK CHARACTER 

In 7-track NRZI an LRCC (Longitudinal 
Redundancy Check Character) is written 
four character periods after the block 
containing the data bytes is terminated. 
Each bit of the LRC character is sele- 
cted such that the total number of ones 
in a track, including the LRCC bit, is 
even. It is possible (in 7-track format 
only) for this character to be an all 
zeros character. A read data strobe 
is still generated, transferring the all 
zeros character. 



In 9-track NRZI two check characters 
are generated. Four character periods 
after the data block, a CRCC (Cyclic 
Redundancy Check Character) is written. 
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The CRC character is used for error de- 
tection and correction. The CRC 
character may be an all zeros charac- 
ter. A read strobe is still generated. 
An LRC character is written four charac- 
ter periods after the CRC character (or 
eight character periods after last data 
character if the CRC character is all 
zeros) . Each bit in the LRC character 
is selected such that the total number 
of "1" bits in a track (including the 
CRC and LRC character) is even. In the 
9-track NRZI format, the LRC character 
will never be ail zeros. 



2.4 NRZI, FILE MARK 



The file mark or tape mark is a control 
block which consists of a single charac- 
ter with an LRC control character. 

In 9-track NRZI the file mark contains 
"1" bits in channels 3, 6 and 7 (IBM) 
for both the data character and the LRC 
character. The CRCC is zero. 

In 7-track NRZI the file mark contains 
"1" bits in channels 4, 5, 6 and 7 for 
both the data character and the LRC* 
character. The file mark will be sepa- 
rated by 3.56 inch (90.5 mm) from the 
previous record and by a normal inter- 
block gap, respectively (0.75 inch 
(19.05 mm) in 7 track, and 0.6 inch 
(15.24 mm) in 9-track) from the following 
record . 

In 7-track NRZI the parity of the file 
mark is always even. The TDF 4050 will 
indicate error when a file mark is de- 
tected while reading a binary tape with 
odd parity. (See note 2 on page 2-4.) 



The ISO and DIN standards allow two 
different versions of the 7-track file 
mark, either the standard IBM/ANSI 
version or a version with "1" bits in 
channels 3, 4, 5, 6 and 7. The TDF 4050 
will not recognize this last mentioned 
version as a file mark. 



2.5 NRZI, BLOCK SIZE 

There is no hardware limitation in the 
TDF 4050 regarding the maximum size of 
a block written onto tape or read from 
tape. However, the minimum block size 
(except file marks) which can be handled 
by the TDF 4050 is 3 data characters, 
(see note 1, page 2-4). 



2.6 NRZI ERROR DETECTION 

In the NRZI format, all read data de- 
skewing is performed in the TDI. 1050 
read electronics. The formatter receives 
a 7- or 9-bit word from the tape trans- 
port and transfers this word to the 
customer interface. The Hard Error line 
is set true whenever one or more of the 
following errors are detected: 



9-track 

A) A data character is read from tape 
containing even parity. See note 
2 on page 2-4 . 

B) A CRC character is read from tape 
containing odd parity and there is 
an odd number of data characters in 
the block. 

C) A CRC character is read from tape 
containing even parity and there is 
an even number of data characters 
in the block. 

D) An entire track of data read from 
tape contains odd parity (including 
the CRC and LRC bit for this track) . 

E) A track dropout occurs in such a 
way as to cause too long a gap 
between the data block and the CRC 
and LRC characters to be detected 
when the formatter interprets the 
dropout as an end-of-block condi- 
tion. 

F) A track dropout occurs in such a 
way as to cause more than two check 
characters (CRC & LRC) to be detected 
when the formatter interprets the 
dropout as an end-of-block condition. 

G) A missing LRC character. 

The formatter is able to detect errors 
A, B, C and D during both read forward 
and read reverse operation. Errors E, 
F and G will not be detected in read 
reverse mode. 



7-track 

A) A data character is read from tape 
containing even parity during an 
odd parity operation or odd parity 
during an even parity operation. 
Note that in 7-track NRZI the parity 
of the file mark pattern is always 
even. Hard error (parity error) will 
be indicated if the formatter operates 
in an odd parity read or read-after- 
write mode. See note 2 page 2-4. 

B) An entire track of data read from 
tape contains odd parity (including 
the LRC bit for this track) . 

C) A track dropout occurs in such a way 
as to cause more than one check 
character (LRC) to be detected when 
the formatter interprets the drop- 
out as an end-of-block condition. 
This error will not be detected in 
read reverse mode. 
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2.7 NRZI IBG DETECTION 

9-track Operation 

The formatter assumes that the IBG is 
detected when there has been an absence 
of signals for at least 26 character 
periods . 



7-track Operation 

The formatter assumes that the IBG is 
detected when there has been an absence 
of signals for at least 14 (200 cpi) or 
26 (556, 800 cpi) character periods. 

For both 9 and 7-track operation, the 
detection test period becomes part of 
the total post-record delay generated 
by the formatter. 



2.8 PE BASIC PRINCIPLE 

The basic principle of the PE (Phase 
Encoded) recording method is given in 
Figure 2.4. As can be seen from this 
drawing, a "0" bit will always give a 
flux transition in one direction while 
a "1" bit gives a transition in the 
opposite direction. Where a bit is 
followed by a bit of the same value, 
the formatter will insert a phase 
transition between the two data bits. 
When reading a PE tape, the formatter 
decoding logic will ignore these phase 
transitions . 



In the 4050 formatter, an oscillator 
controlled by a phase-locked loop to 
time the phase transitions has been 
avoided. 



NOTE1 



A block size down to one data byte will 
be accepted and written by the formatter. 
However, if a complete block conforming 
to the file mark pattern is written, the 
read electronics will not accept this 
as a file mark during the read-after- 
write operation. (But during a normal 
read operation the block will be accepted 
as a file mark) . 



NOTE 2 

Parity error is indicated by a pulse on 
the Hard Error line each time a byte 
with parity error is transferred. The 
pulse occurs at the same time and has 
the same width as the Read Data strobe. 

True parity errors (not NRZI file marks) 
will also normally result in the Hard 
Error line being set true at the end of 
the block and staying true until the 
beginning of the next operation or a 
formatter clear. 



In such a system, the oscillator is 
locked on the data rate of one channel, 
and the oscillator output is then used 
to decode the other 8 channels. This 
gives a decoder logic of medium complex- 
ity. However, due to the use of a common 
oscillator, the channels are not fully 
independent. This in turn gives a lower 
tolerance for irregularities between 
the channels. 



1 2 34 6 87 0tW 11 12 13 



ii oo ioi io root 




0000000000000 

iijr\j^j^JijnLr\j-Lnjij-Ln_n_r 



01011001 11011 




Fig. 2.4 PE, basic principle 
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The TDF 4050 employs a decoding system 
in which each channel is fully indepen- 
dent. Each channel has a digital counter 
and a set of look-up tables and buffer 
storage memory. This gives a very 
simple and flexible logic system. 

In the read-after-write mode, look-up 
tables with tight tolerances are employed 
to ensure that the tape conforms to IBM/ 
AN£l/ECMA-specifications. During read- 
only operations, other look-up tables 
with wide tolerances are employed, to 
enable reading even of tapes which do 
not conform strictly to the IBM/ANSI/ 
ECMA-specif ications . 

Details of the PE tape format are given 
in Figure 2.5. Channels through 7 con- 
tain data bits, with the bit in channel 
as the most significant bit. Channel 
P contains the parity bit, and odd 
parity is employed. No CRC or LRC 
characters are used. Each PE data block, 
however, is preceded by a preamble con- 
sisting of 40 bytes of all zeros followed 
by one byte of all ones. This is used 
(when reading forward) to establish 
synchronization. The all one byte iden- 
tifies the end of the preamble and the 
start of the data bytes in the block. 

Following each PE data block is a post- 
amble which is the mirror image of the 
preamble, i.e. one byte of all ones and 
40 bytes of all zeros. When reading in 
reverse, the postamble then precedes 
each block and is used to establish 
synchronization in the same manner as 
the preamble is used when reading for- 
ward. 



The PE format is identified by a burst 
of alternate ones and zeros in the 
parity track. This identification burst 
(ID-burst) is recorded at the beginning 
of the tape and embraces the BOT tab. 
Details of minimum distance are given 
in Figure 2.5. 



2.9 PE FILE MARK 

The PE file mark as defined by IBM is 
ANSI/ECMA compatible, but is more limi- 
ted. The ANSI/F.CMA specifications de- 
fine's a file mark as a special control 
block consisting of 64 to 256 flux 
reversals (at 3200 flux reversals per 
inch) in channels 2, 6 and 7. Channels 

1, 3 and 4 are dc erased, but channels 
0, P and 5 in any combination, may be 
dc erased or recorded in the manner 
stated for channels 2, 6 and 7. The 
TDF 4050 writes in IBM compatible file 
mark with 80 flux changes at 3200 flux 
reversals per inch in channels P, 0, 

2, 5, 6 and 7 with channels 1, 3 and 
4 dc erased. This is also ANSl/ECMA 
compatib 1 e . When a read-after-write 
control is carried out, the TDF 4050 
will only accept a file mark written 

in this manner. However, when a normal 
reading is carried out, the formatter 
will read any file mark which also is 
ANSI/ECMA compatible. 

The PE file mark is preceded by a gap 
of approximately 3.56 inches (90.5 mm) 
followed by a normal interblock gap 
(IBG) of 0.6 inch (15.24 mm). 



1.7' 



MIN.3.0" 



X 



jBOTj 

iiiiiimmmiiiiiiiin 



0.5' 



IBG 

min.0.5" 

nom.0.6 M 



— — »• ► j« ttU » 

MIN. *o ij DATABLOCK] *o 



ZEROS 



ONE MM.WOUR. ONE 



ZEROS 



IBG 

0.6" 



t 



*o p| NEXT 
zeros one DATABL0CK 



40 
ZEROS 



IDENTIFICATION BURST 
(ALTERNATE ONES AND ZEROS) 



Fig. 2.5 PE 9-track format. 1600 cpi 
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2.10 PE READ DATA DESKEW 

The TDF 4050 contains a deskew buffer 
for each track. Data may be skewed 
as much as 3.7 character periods. 
The HER line is set true if a larger 
amount of skew occurs. The operation 
is not terminated until the IBG is 
detected. 



2.11 PE DATA SYNCRONIZATION AND 
PREAMBLE DETECTION 

In read or read-after-write modes, the 
formatter will search for the preamble 
after a predetermined delay (ref . table 
3.1). Channels and 2 are monitored 
to establish the start of preamble. 
Depending upon bit skew, between 4 and 8 
zeros must be detected before the for- 
matter logic will accept the start of 
the preamble and enable the timing 
synchronization. 5 more zero bits are 
necessary in each channel before 
synchronization is established. Each 
channel is synchronized separately. 

During preamble detection, all channels 
are monitored to detect dropout. If a 
dropout in all channels is detected, 
the formatter logic assumes that the 
few data pulses received were due to 
erroneous flux transitions occurring 
prior to the actual data record. The 
detection logic is reset, and the for- 
matter starts searching for a new pre- 
amble. 

After synchronization, all channels are 
monitored continuously. Any dropouts 
or dropins will be indicated by the 
error indication lines. Even if the HER 
is set true, the operation is not ter- 
minated until the formatter has detected 
the IBG. 



2.12 PE IBG DETECTION 

The formatter assumes that the IBG is 
detected when there has been an absence 
of signals for at least 26 characters 
periods after a valid postamble detec- 
tion. (The gap detection test period 
becomes part of the total post-record 
delay generated by the formattter.) 



2.13 PE ERROR DETECTION AND 
CORRECTION 

After synchronization has been establis- 
hed (between 4 and 8 zeros of the pre- 
amble) , the formatter continuously 
measures the time difference between flux 
transitions in each channel separately. 
Dropouts or dropins are detected when- 
ever this time difference falls outside 
predetermined boundaries in the for- 
matter. If the dropout or dropin occurs 
on one track only, the formatter auto- 
matically corrects this track by using 
the odd parity information to recover 
the single track data. 

During the remaining part of the record, 
no attempt is made to resynchronize the 
data on this track to the read logic. 

If the dropout or dropin occurs on more 
than one track, the HER line is set true. 
The formatter will not terminate the 
operation until the end of block has been 
detected. 

There are two error indication lines, 
HER (Hard Error) and CER (Corrected 
Error . 

The HER- line is set true whenever one 
or more of the following errors are 
detected: 

A) Dropout or dropin on 2 or more 
channels. 

B) Skew buffer overflow. 

C) One or more channels fail to indi- 
cate a one ("1") bit at the end of 
the preamble. 

D) A false postamble detected in the 
middle of a block. 

E) One or more one-bits in the middle 
of the pre- or postamble. 

F) Even parity on read data. 

The CER- line is set true whenever a 
single track dropout or dropin is de- 
tected. When operating in read-after- 
write mode, a CER-indication should 
always be followed by a rewrite of 
the block. 
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2.14 PE BLOCK SIZE 

There is no hardware limitation in the 
TDF 4050 regarding the maximum block 
length size written onto or read from 
tape. However, the minimum block size 
that can be handled by the TDF 4050 is 
1 data character. 



2.15 ID BURST DETECTION 

In PE read mode, before reading the 
first data block from BOT, the formatter 
will search for the ID burst pattern. 
When the ID burst is detected, or if 
the formatter cannot detect it within 
the specified time limit, the formatter 
will search for the gap between the ID 
burst and the first data block before 
enabling the normal read operation. 
This will give the read operation a clean 
start by being well removed from the 
potentially noisy area of the ID burst. 



2.16 GAP SIZE 

To avoid tape run-out, the formatter 
contains a programmable gap time counter, 
which stops the operation if no read 
data has been detected after approx. 
4.92 meters (16 feet) of tape movement. 
Optionally, this number may be changed 
from a minimum gap distance of 0.5 meter 
(1.6 feet) to a maximum gap of 143 meters 
(470 feet) . 

There is no hang-up of the formatter in 
this operation, which means that a new 
command may be transmitted immediately 
after the formatter busy line has been 
reset. This also means that there is 
no hang-up of the formatter if the BOT 
is reached in reverse mode and no read 
data bytes have been detected, but the 
FFBY line will stay true until the 
specified total gap time has elapsed. 
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3.0 MOTION DELAYS 

To ensure a correct IBG, the formatter 
must wait a specified time after giving 
a tape motion command before any write 
or read sequence can be started. In 
the TDF 4050 all delays arc sontrolled 
by a single crystal oscillator. Table 
3.1 gives the standard time delays at 
25 ips. To find delay times at lower 
or higher speeds, the delay times in 
the table should be multiplied by the 
ratio of 25 ips and the other speed, 
e.g. to find the pre-record delay time 
with a dual stack head in normal write 
operation at 45 ips with a 9-track 
tape drive, calculate as follows: 

Delay time at 25 ips is from table 3.1 
found to be 17 ms. 

Delay time at 45 ips is then 

25 
17 ms x -7=- = 9.44 ms 
45 



Pre-reeord 

Delay (msl 



Write from BOT 



write Normal single Steele heat 



Write Horn*! Duel stack heed 



write File Mark 



Read from BOT* 



Reed forward (Normal) 



9-track 



Poet-record 

Delay li 



?-track 



Read reverse (Normal) 



Read reverse (Edit) 



Start/atop time 



7-track 



Time Delays, Read and Write First Record from BOT at 
25 ipa, PE mode 



Function 


Delay 

Before writing 
10 (ns) 


ID 
Duration 

IBS) 


Remainder 
of Delay 
(ms) 


Write First Record 
from BOT 


16 


9» 


140 


Read First Record 
from BOT 


Delay 
Before 10 
sample (ms) 


ID sample period 
(me) 




54 


« 



NRZI only. For PE, aee paragraph 2. IS 



Table 3.1 Pre-record and post-record delays at 25 ips 
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4.0 FORMATTER 

CONFIGURATION 

The exact configuration and all options 
should be specified at the time of order. 
If necessary, a formatter can be recon- 
figured in the field. 



4.1 TAPE SPEEDS 

The TDF 4050 can handle more than 7 
different tape drive speeds. All 
drives must operate at the same 
standard speed or at half the speed 
(Low speed) . 



Standard 
speed 


Low speed 


75 


ips 


37.5 ips 


45 


ips 


22.5 ips 


37.5 


ips 


18.75 ips 


25 


ips 


12 . 5 ips 


18.75 


ips 




12.5 


ips 


not applicable 


7.5 


ips 


not applicable 



These speeds are selectable by strapping. 
The low speeds are remotely selectable 
(FSPEED) . 

Other speeds can be obtained by changing 
the system clock oscillator crystal. 

The TDF 4050 formatters can read and 
write PE and NRZI at both high and low 
speeds . 



4.2 HEAD CONFIGURATION 

The formatter can control tape trans- 
ports with either single stack or dual 
stack head. This is controlled by the 
level of the SGL-signal from the selec- 
ted tape transport. 



4.4 EXTERNAL PARITY GENERATION 

The standard formatter generates the 
correct parity internally when writing 
data. 

The formatter can be made to accept 
parity bits from the customer's con- 
troller, by changing a strap. 



4.5 ADAPTOR BOARD 

The TDF 4050 is connected to the customer 
controller interface with two 50-lead 
flat cables, making it compatible with 
the new industry standard. Optionally, 
an adaptor board can be supplied, making 
the formatter connection compatible with 
the old industry standard. 



4.6 7-TRACK OPERATION 

This is a standard feature which enables 
the formatter to operate with both 9 and 
7-track tape transports. 

There are 3 possible density combinations 
in 7-track, one of which must be speci- 
fied when ordering. The combinations 
are selectable by the means of two straps. 



9 -track : 



7-track : 



1600 cpi PE and 
800 cpi NRZI 

800/200 cpi, 
800/556 cpi or 
556/200 cpi NRZI 



4.7 EVEN PARITY 

This is a strap which enables a for- 
matter configured to work with 7- 
track tape transports to generate 
either even or odd parity on th e tape. 
This is controlled by the FPAR line 
from the customer ' s interface . 



4.3 FORMATTER ADDRESS CONFIGU- 
RATION 

The standard formatter is selected by 
a low leve l on the formatter address 
line, FAD. The formatter can be 
selected by a high on this line, by 
changing a strap. 



4.8 READ-AFTER-WRITE TIMING 
CONTROL (OPTIONAL) 

The standard TDF 4050 Tape Formatter 
generates and accepts data within ANSI, 
IBM and ECMA specifications. The read- 
after-write timing control option 
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enables the customer to specify that 
the formatter in the read-after-write 
mode shall work with tighter tolerances 
on the spacing between the bits on 
each track. This extra checking is 
performed only in read-after-write 
mode. When ordering this option, the 
customer must specify the timing 
tolerances. (PE only) . 



4.9 GAP TIMING (OPTIONAL) 

The gap timer, which terminates the 
operation if too long a gap is detec- 
ted, is normally programmed to accept 
gaps up to 4.92 meters (16 feet). 
Optionally, this timer may be programmed 
to accept gaps of a value lying 
between 0.5 meters (1.6 feet) and 143 
meters (470 feet) . 
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5.0 BASIC OPERATIONS 

The TDF 4050 formatter is capable of 
executing the commands listed in table 
5.1. However, if necessary, the formatter 
can be programmed to execute other 
commands specified by the customer. A 
short description of each standard 
command is given below. 



tion, the formatter logic is reset to 
the quiescent state. A new command 
can then be transferred to the formatter. 
The formatter busy signal will not be 
reset before the specified gap time has 
elapsed. 

5.3 WRITE FORWARD (NORMAL) 
OPERATION 





FREV 


FWRT 


FWFM 


FEDIT 




Command 


fErASE 


Read Forward 


H 


H 


H 


H 


H 


Read Reverse (Normal) 


L 


H 


H 


H 


H 


Read Reverse (Edit) 


L 


H 


H 


L 


H 


Write (Normal) 


H 


L 


H 


H 


H 


Write (Edit) 


H 


L 


H 


L 


H 


Write File mark 


H 


L 


L 


H 


H 


Erase (Variable Length) 


H 


L 


H 


H 


L 


Erase (Fixed Length) 


H 


L 


L 


H 


L 


Space Forward 


H 


H 


H 


H 


L 


Space Reverse 


1. 


H 


H 


H 


L 


File Search Forward 


H 


H 


L 


H 


H 


File Search Reverse 


L 


H 


L 


H 


H 


File Search Forward 


H 


H 


L 


H 


L 


(ignore data) 












File Search Reverse 


L 


H 


L 


H 


L 


(ignore data) 












H = High = False 












L = Low - True 













Table 5.1 
5.1 READ FORWARD 

This command causes the tape on the 
selected transport to be accelerated 
to the normal transport operating speed. 
The formatter will read the first record 
of data encountered and then decelerate 
the tape to a stop. All the necessary 
timing delays are generated by the for- 
matter to secure proper head positioning 
in the interrecord gap. If necessary, 
a new read forward command can be trans- 
ferred to the formatter during the tape 
deceleration time, thereby improving 
the access time to the next record. 
This is called "on-the fly" operation. 



5.2 READ REVERSE 

This command is similar to the read 
forward command, but the tape motion is 
now in the reverse direction. "On-the- 
fly"-operation is possible. Whenever 
the tape transport detects the BOT- 
signal true during any reverse opera- 



This command causes the formatter to- 
accelerate the tape and after a pre- 
determined time delay, to start trans- 
ferring data from the customer controller 
to the transport. The formatter has no 
maximum restrictions on the block 
length. The data transfer continues 
until the last word command is given 
from the customer controller. 

If the selected transport has a single 
stack head, the formatter will start 
decelerating the tape after the proper 
delay. If the selected tape transport 
employs a dual stack head, the formatter 
will continue to move the tape forward 
until the whole record has been. read by 
the read head. If no data has been de- 
tected within the specified gap time, 
the formatter terminates the operation, 
and starts waiting for a new command. 
Then after the proper time delay, the 
formatter starts to decelerate the 
tape. 

"On- the-fly" -write operations, are 
allowed regardless of whether the 
selected tape transport has a single or 
a dual stack head configuration. 



5.4 READ REVERSE EDIT OPERATION 

This command is similar to the read 
reverse command except that the for- 
matter generates a different time delay 
to ensure proper head positioning in 
the selected tape transport. 

5.5 WRITE FORWARD EDIT 
OPERATION 

This operation is similar to the write 
forward operation except that the TWRS 
signal from the formatter to the tape 

transport is set true after the block 
has been written. This ensures that 
the write current in the selected tape 
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transport is switched off gradually at 
the end of the write sequence, pre- 
venting erasure into the next data 
block. The write forward edit operation 
should be preceded by a read reverse 
edit operation for proper head positi- 
oning. 



5.6 WRITE FILE MARK OPERATION 

This command causes the formatter to 
start the tape on the selected tape 
transport and after a predetermined 
time delay to generate the proper file 
mark pattern to be written on the tape. 
Formatter then decelerates the tape. 



5.7 ERASE FORWARD OPERATION 
(FIXED LENGTH) 

This command causes a 3.7" length of 
tape to be erased on the selected 
transport . 



5.8 ERASE FORWARD OPERATION 
(VARIABLE LENGTH) 

This command causes the formatter to 
accelerate the tape and erase the tape 
continuously until the "last-word" FLWD 
signal from the customer controller is 
set true. This terminates the erase 
operation. In the PE mode, the ID 
burst will be written even if an erase 
command from BOT is given. 

5.9 SPACE FORWARD 

This operation is similar to a read 
forward operation, except that no read 
strobe signals are generated and no read 
data is supplied to the controller. 
File mark testing is performed on the 
read data, but not error checking. 



5.10 SPACE REVERSE 

This operation is similar to the space 
forward operation, except that the 
formatter moves the tape in the reverse 
direction. 

5.11 FILE SEARCH FORWARD 



in the "on-the-f ly"-mode. The operation 
is terminated either by the recognition 
of an ANSI/ECMA/IBM compatible file mark 
or the EOT tab. Tape is stopped follow- 
ing reading of a file mark similar to 
a normal read operation. If the EOT is 
encountered during a file mark search 
operation, the operation will terminate 
and the tape will be stopped at the end 
of the record currently being processed 
Data transfer and error detection are 
performed in the sane way as for the read 
forward operation. 



5.12 FILE SEARCH REVERSE 

This operation is similar to a file 
search forward operation, but in the 
reverse direction. The formatter 
will not terminate the operation if 
the EOT is passed during this ope- 
ration . 



5.13 FILE SEARCH FORWARD 
(IGNORE DATA) 

This operation is a combined file 
search forward and space forward ope- 
ration. No data transfer takes place, 
and there is no error checking on the 
read data. 

5.14 FILE SEARCH REVERSE 
(IGNORE DATA) 

This operation is similar to a file 
search forward (ignore data) operation, 
but in the reverse direction. 



5.15 LOAD-ON-LINE 

This operation enables a remote Load 
sequence . 



5.16 REWIND 

This command causes the selected trans- 
port to rewind to BOT. In daisy- 
chained systems, one or more transports 
can be rewinding while the customer con- 
troller transfers data to or from an- 
other transport. 



perform a series of read forward commands 
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5.17 OFF-LINE 

This command places the selected trans- 
port in the off-line mode. 



6.0 CPU INTERFACE 
DESCRIPTION 



6.1 BASIC SPECIFICATIONS 

The formatter is plugged directly into 
the TDI 1050 formatter adaptor board; 
there are no cables between the for- 
matter and the TDI 1050 electronics. 

Two 50-lead flat cables are used to 
connect the TDF 4050 to the customer 
controller interface. Detailed speci- 
fications are given in Figure 6.1. 

Optionally, the TDF 4050 can be supplied 
with an adaptor board, making it com- 
patible with the old industry standard 
interface system (one 100-pin connector) . 



CUSTOMED CONTROLLER 
INRSFACE 



^> 



SM7416 or 
equivalent 



JH SO-LEAD FLAT 
CABLE OR EQUIVALENT. 
™j MAX. 40 FEET. 

I 



TANDBERG 
TDF 4050 FORMATTER 



+5 Volt 
220 



•f" 



SH74IS14 or 
equivalent 



»5 vol! 
lU,n I 



I r 



1 



"fe 



SN74L514 or 



^ 



I or equivalent 






Signal names have been chosen to corre- 
spond to the logical true condition. 
This corresponds to a low level on the 
interface line. A disconnected or 
broken interface line is thus inter- 
preted as a logical false signal by the 
formatter logic. 



Fig. 6.1 Interface connections and specifications 



NOTES 



Not more than 1 TTL load can be 
driven by each formatter interface 
driver . 



If the Schmitt trigger SN74LS14 in 
the customer controller interface is 
replaced by a non-Schmitt-trigger 
input, the noise margin will be re- 
duced. This degrading in signal-to- 
noise ratio becomes more significant 
as cable lengths increase to the 
maximum allowable length. 

The flat cable is 3M 50-lead 28 AWG 
(3M part no. 3365-50) or equivalent. 
Two cables are used between the con- 
troller interface and the TDF 4050. 

Maximum cable length is 40 feet 
(12 meters). If two formatters are 
connected in daisy-chain mode, the 
total maximum cable length is 40 feet, 
and the distance between the two 
formatters should be not more than 
5 feet (1.5 meter) . 
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TDF 4050 Controller Interface 













TDF 4050 


I 




Live 
pin 


i 
Ground 
pin 


Signal 
Controller to 


Formatter 


Dwg. 
no. 




J125-47 

J124-45 * 

J125-45 

J124-7 

J124-17 

J124-33 

J124-41 

J124-37 

J124-39 

J124-43 

J124-35 

J125-49 

J124-19 

J125-23 

J124-3 

J125-17 

J124-21 

J124-9 

J124-11 

J124-2$ 

J124-25 

J124-5 

J124-31 

J124-27 

J124-23 

J124-15 

: 
I 


Formatter Address 
Transport Address 
Transport Address 1 
Initiate Command 
Re ve r se/Forward 
Write/Read 
Write File Mark 
Edit 
Erase 

Read Threshold 1 
Read Threshold 2 
Density select 
Parity select 
Rewind 
Off-Line 
Last Word 
Formatter Enable 
Write Data Parity 
Write Data 
Write Data 1 
Write Data 2 
Write Data 3 
Write Data 4 
Write Data 5 
Write Data 6 
Write Data 7 
Load On Line 




i 


J125-48 
J124-4& 


(FFAD) 
(FTADO ) 


2 ; 

2 

i 


J125- 46 

J124-8 

J124-18 


(FTAD.i) 

(FGOJ 

(FREV) 


2 i 

2 j 
2 j 


J124-34 
J124-42 
J124-38 


(FWRT) 
(FWFM) 
(FEDIT) 


2 i 

i 

2 i 

j 

2 j 

2 

2 

2 

2 

2 

2 

2 

2 

2 

3 

3 

3 

3 

3 

3 

3 

3 

3 

2 

1 

! 


J124-40 
J124-44 
J124-36 


(FERASE) 

(FRTH1) 

(FRTH2) 


J125-50 
J124-45* 


(FDEN) 
(FPAR) 


J124-20 


(FREW) 


J] 25-24 


(FOFL) 


J124-4 
J125-18 
J124-22 
J124-10 


(FLWD) 
(FFEN) 
(FWDP) 
(FWDlJ) 


J124-12 


(FWD1) 


J124-30 
J124-26 
J124-6 


(FWD2) 
(FWD3) 
(FWD4 ) 


J124-32 


( FWD5) 


J124-28 
J124-24 
J124-16 


(FWD6) 
(FWD7) 
(FLOL) 



These lines grounded except when 
working with a /-track formatter. 
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TDF 4050 








Live 
pin 


Ground 
pin 


Signal 
Formatter to controller 


o 


J124-2 

J125-38 

J125-16 

J125-12 

J125-14 

J125-28 

J125-44 

J125-30 

J125-32 

J125-4 

J125-22 

J125-26 

J125-25* 

J124-14 

J125-40 

J125-36 

J125-34 

J125-1 

J125-2 

J125-3 

J124-48 

J124-50 

J125-6 

J125-20 

J125-10 

J125-8 

J125-42 


J124-1 

J125-37 

J125-15 

J125-11 

J125-13 

J125-27 

J125-43 

J125-29 

J125-31 

J125-21 
J125-25* 

J124-13 
J125-39 
J125-35 
J125-33 

J124-47 

J124-49 

J125-5 

J125-19 

J125-9 

J125-7 

J125-41 


Formatter Busy 

Data Busy 

CCG/IDENT 

Hard Error 

File Mark 

Ready 

On-line 

Rewinding 

File protect 

Load point 

End of Tape 

NRZI 

7- track 

Single 

Speed 

Demand Write Data strobe 

Read strobe 

Read Data Parity 

Read Data 

Read Data 1 

Read Data 2 

Read Data 3 

Read Data 4 

Read Data 5 

Read Data 6 

Read Data 7 

Corrected Error 


(FFBY) 


2 

2 

2 

5 
2 
2 
2 
2 
2 
2 
2 

** 

2 
2 
2 
2 
3 
5 
5 
5 
5 
5 
5 

5 
5 
5 
5 
5 


(FDBY) 


(FCCG/ID) 

(FHER) 

(FFMK) 


(FRDY) 


(FOND 


(FRWD) 


. ... 
(FFPT) 


(FLDP) 


(FEOT) 
(FNRZ) 
(F7TR) 


(FSGL) 


(FSPEED) 


(FDWD5) 


(FRSTR) 
(FRDP) 


(FRDO) 
(FRDl) 
(FRD2) 
(FRD3) 
(FRD4) 
(FRD5) 


(FRD6) 
(FRD7) 


(FCER) 



Normally grounded except for 7-track formatters. 
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6.2 CONTROLLER TO FORMATTER 
INTERFACE LINES 

A number of signals to the formatter 
are routed unchanged to the selected 
tape transport. For a complete des- 
cription of signal requirements and of 
the effects on the tape transport, see 
the TDI 1050 engineering specifications. 



6.2.1 FFAD - FORMATTER ADDRESS 

This Is a level which selects one of 
two possible formatters attached to the 
customer controller interface. 



6.2.3 FGO - INITIATE COMMAND 

This is a pulse which initiates the 
command specified by the command lines, 
Section 6.2.4. Table 5.1 gives a list 
of the different standar d co mmands. 
On the trailing edge of FGO these -lines 
are strobed into the fo rmatt er and the 
formatter busy signal, FFBY , is set 
low. No command should be transferred 
to the formatter whenever the data busy 
signal, FDBY , is low. The minimum pulse 
width for the FGO-signal is 0.2 usee. 



6.2.4 COMMAND LINES 



High = Address 
Low = Address 1 

The formatter's address is predetermined 
by a strap on the PC-board. 

This line must stay stable during all 
operations. When selected, a formatter 
is connected to the customer controller, 
and all the controller/formatter inter- 
face lines are activated. 



These lines specify a command to the 
formatter and should be held steady for 
0.25 usee before the leading edge, to 
0.25 usee after the trailing edge of 
FGO. The coding of these lines for 
different tape operations is given in 
table 5.1. Command definitions are 
given in section 5. 



6.2.4.1 FREV - REVERSE MODE 



Unless otherwise specified the descrip- 
tion given here of the other controller/ 
formatter lines assumes that the for- 
matter is selected. 



This line specifies forward or reverse 
tape motion. 

I,ow = reverse 
High = forward 



6.2.2 FTAD0, FTADl - 

TRANSPORT ADDRESS 



6.2.4.2 FWRT - WRITE MODE 



These two lines are levels which select 
one of up to four transports daisy- 
chained to the formatter. Both lines 
must remain stable during all operations. 
These lines are decoded by the formatter 
adaptor board as follows: 



TAD0 


TAD1 


ADDR 


High 


High 


SLT0 


High 


Low 


SLT1 


Low 


High 


SLT2 


Low 


Low 


SLT3 



This line specifies write or read ope- 
rations. 

Low - write 
High = read 



6.2.4.3 FWFM - WRITE FILE MARK 



1. In a write operation when FWRT is 
low, this line specifies a file 
mark to be written. 



2. In an erase operation when FERASE is 
low, this line specifies a fixed 
length erasure. 



3. In a read operation, when FWRT is 
high, this line specifies a file 
search. 
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6.2.4.4 FEDIT - EDIT MODE 
This line is used in two ways. 

1. Modifies read reverse stop delay to 
optimize head positioning when 
editing tapes. 

2. The transport write current is turned 
off (gradually) at the end of the 
record. This prevents the next data 
record from being partly erased, with- 
out generating turn-off noise. 



6.2.4.7 FTHR2 - READ THRESHOLD 
LEVEL 2 

This line specifies an extra low 
threshold level for the read electronics 
in the tape drive. 

Low = Extra low threshold 
High = Normal threshold 



FTHR2 will normally be made low only 
when it is required to recover very low 
amplitude data. 



6.2.4.5 FERASE - ERASE MODE 



1. If FERASE and FWRT are low, the for- 
matter is positioned to execute a 
dummy write command. The formatter 
will go through all of the operations 
of a normal write command except that 
no data is recorded. A length of 
tape will be erased equivalent to the 
length of the dummy- record (as de- 
fined by FLWD) . 



Alte rnati vely if the FERASE, FWRT 
and FWFM command lines are all low, 
the formatter is conditioned to exe- 
cute a dummy write file mark command. 
A fixed length of tape of aproximately 
3.7" will be erased. 

2. During a space or file mark search 
command the erase line is used to 
inhibit the read strobes. 



6.2.4.6 



FTHR1 - READ THRESHOLD 
LEVEL 1 



This line is used for transports having 
a single stack head only and specifies 
the operating read circuit threshold 
level as follows: 

Low = High threshold 
High = Normal threshold 



FTHRl will normally be made low only 
when it is required to perform a read 
control operation immediately after a 
write data operation. 



6.2.4.8 FDEN - DENSITY SELECT 

This line makes it possible to select 
between PE and NRZI format when ope- 
rating with a 9- track tape drive or 
between 2 densities when operating with 
a 7-track tape drive. The operation is 
as follows: 



9-track 

Low = PE 1600 cpi 
High = NRZI 800 cpi 



7-track 

Low = 
High = 



800 cpi or 556 cpi 
556 cpi or 200 cpi 



The formatter can be made to work with 
one of three possible density combi- 
nations. This is achieved with two 
straps on the formatter board. The three 
combinations are: 

800/556 cpi, 800/200 cpi or 556/200 cpi. 

The standard formatter will only accept 
a density change at the start of a new 
operation. 



6.2.5 FREW - REWIND COMMAND 

This is a pulse (minimum 0.2 Usee) 
which causes the selected transport 
(provided it is ready and on-line) to 
rewind to BOT) . This pulse is trans- 
mitted directly to the transport and 
will not cause the formatter to be set 
in the busy state. 
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6.2.6 FOFL - OFF-LINE COMMAND 

This is a pulse (0.2 usee minimum) which 
causes the selected transport to be 
turned off-line. 

This pulse is transmitted directly to 
the transport and does not cause the 
formatter to become busy. 



6.2.7 FLWD - LAST WORD 

1. During write operations, this line 
indicates that the next character 
to be strobed into the formatter is 
the last data character of the 
record. It should be set low by the 
controller interface at the same 
time that the last data character 

is placed on the interface lines. 

2. During a variable-length erase 
operation this signal indicates 
that the operation should be termi- 
nated . 



6.2.8 FFEN - FORMATTER ENABLE 

This is a level which, when high, causes 
the formatter to reset to the quiescent 
state. This signal is not gated by 
FFAD, hence, if two formatters are 
connected to the interface both will be 
reset simultaneously. 

This line may be used to disable the 
formatter if the controller power is 
lost or to clear the formatter logic in 
the case of illegal commands or unusual 
conditions. 



6.2.9 



FWDO-7 - WRITE DATA LINES 
0-7 



These eight lines transmit write data 
from the controller to the formatter. 
For 7-track operation, FWDO and FWD1 
are not used. The data bits appearing 
on the write data lines are written 
into the corresponding channels on tape. 
Table 6.1 gives the connection between 
the input write data lines and the 
track no. both for 9-track and 7-track 
operation. The first character of the 



the FDBY -signal goes low and should 
remain stable until the trailing edge 
of the first FDWDS pulse issued by the 
formatter. The next data character 
must then be set up in less than half 
a character period after the trailing 
edge of the FDWDS-signal. See Fig. 6.2. 

Subsequent charact ers w ill be processed 
in this way until FLWD is set true, 
indicating that the last character is 
being transferred. 



6.2.10 FWDP - WRITE PARITY LINE 

This line is only used when the external 
parity generation option is used. This 
option requires that the customer gene- 
rate the parity bit and apply this pari- 
ty bit to FWDP. When operating with 
9-track tape drives or in 7-track binary 
mode, the customer must generate odd 
parity on the basis of the 8, respectively 
6, data line s and apply this parity bit 
to the FWDP line. When operating in 7- 
track BCD mode, the customer must gene- 
rate even parity on the 6 dat a lin es and 
apply this parity bit to the FWDP line. 

Set- up an d hold time requirements for 
the FWDF line are con sistent with the 
requirements for the FWDO-7 lines. 



The FWDP line corresponds to IBM channel 
P or ANSI track no. 4. 



6.2.11 



FLOL - LOAD AND ON LINE 
COMMAND 






.t.~.i/j v 



.-.il oUI „ „» 



lines within one character period after 



This command can be performed only if 
the selected transport has the load-on- 
line opti on. It is necessary to supply 
two FLOL pulses before the transport is 
placed on-line. The minimum pulse width 
for each pulse is 2.0 usee. The two 
pulses must be separated by at least 
1.0 sec. The first FLOL signal is a 
low pulse which can be given at any 
time after AC power is applied to the 
transport. The transport will then be 
caused to ap ply tape tension. When the 
second FLOL signal is applied the trans- 
port goes on-line. (See the TDI 1050 
onninoorinn sne>CM f ications) . 
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Interface 


9 -track 




7-track 


lines 


IBM 
channel 


ANSI/ECMA 
Environment 


ANSI Track 
no. 


ANSI ASCII 
Channel 


Binary 


BCD 


FWDO 





E8 


7 


Z 


— 


— 


FWDl 


1 


E7 


6 


7 


— 


— 


FWD2 


2 


E6 


5 


6 


2 


B 


FWD3 


3 


E5 


3 


5 


3 


A 


FWD4 


4 
5 
6 


E4 
E3 
E2 


9 
1 
8 


4 
3 
2 


4 
5 
6 


8 
4 
2 


FWD5 


FWD6 


FWD7 


7 


El 


2 


1 


7 


1 



NOTE. The FWDO and FWDl lines must remain 
high during 7-track write operations. 

Table 6.1 



Command lines ^jlj |?;x$S:vv 



FGO 



~ir 



FFBY 
Tape motion 



-ii~ 



FDBY 



Write data 
lines 



FDWDS 



FLWD 



-/*~ 









n & 


IPi l:li:ll:;S;s 














11 I 




L 


U 


u 




t/2 **" 






«-t/2 


L-J 



indicates stable lines 
indicates lines which may vary 



Fig. 6.2 Timing diagram, typical write operation. Not to scale. 
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6.2.12 FPAR - EVEN PARITY SIGNAL 

During 7-track operation the customer 
can select between binary operation with 
odd parity and BCD operation with even 
parity. The pari ty ge neration is con- 
trolled with the FPAR signal. 

High = Odd parity (binary) 
Low = Even parity (BCD) 

This line is grounded for 9-track systems. 



6.3 



FORMATTER TO CUSTOMER 
CONTROLLER INTERFACE 



6.3.1 FFBY - FORMATTER BUSY 

When a command is transferred to the 
formatter, this s igna l goes low at the 
trailing edge of FGO and remains low 
until tape motion ceases after the 
execution of the command. The controller 
will usually make use of this signal to 
inhibit further commands. 



6.3.2 FDBY - DATA BUSY 

This signal goes low when the transport 
has reached operating speed, traversed 
the IBG, and the formatter is about to 
write data on the tape or read a signal 
from tape. This signal remains low un- 
til the data transfer is finished and 
the appropriate postrecord delay is 
completed. FDBY' goes high at the same 
time that the capstan starts to decele- 
rate the tape. A new command may be 
t rans ferred to the formatter when the 
FDBY signal goes false. This is called 
"on-the-fly" operation. "On-the-fly" 
commands must be of the same READ/WRITE 
mode and the same tape direction. No 
attempt should be made to trans fer 
commands to the formatter when FDBY 
is low (active) . 



6.3.3 FCCGID - CHECK CHARACTER 
GATE/IDENTIFICATION BURST 
DETECT 

1. This signal changes significance 
according to whether the NRZI or 
the PE mode is used. In the PE mode 
this line is pulsed if the identifi- 
cation burst on the tape is detected 
and when the tape operation is a 
read or read-after-write from BOT. 

2. In the NRZI mode this line is set 
low by the formatter to indicate 
that the read character currently 
being transmitted to the controller 
is either a CRC or LRC character 
(9-track) or LRC character (7-track) . 
During normal data transfer this line 
stays high. 



6.3.4 FHER - HARD ERROR 

This line is set low if a read error has 
been detected by the formatter, as 
specified in sections 2.6 and 2.13. 
Except for parity errors this line will 
be set low as soon as an error occurs 
or at least at the end of the re cord , 
and will stay low until the next FGO 
signa l is transmitted or until the 
FFEN-signal is set high. Parity error 
is indicated by a pulse on the HER line, 
one pulse each time a byte with parity 
error is transferred. The pulse occurs 
at the same time and has the same width 
as the FRDS strobe. 

True parity errors (not NRZI file marks) 
will normally result in the HER line 
being set true at the end of the bl ock 
and staying true until th e nex t FGO is 
transmitted or until the FFEN signal is 
set high. However, if a PE data block 
has been wri tten with even parity (em- 
ploying the FWDP line) and the block 
except for the parity error is correctly 
written, the HER line will not be set 
at the end of the block, although parity 
error will be indicated by pulses on 
the line for each byte in the block. 
All error information will be reported 
to the controller before the FDBY signal 
goes false. 
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6.3.5 FCER - CORRECTED ERROR 

This line is active only when operating 
in PE mode. It is set low whenever a 
single track error occurs during a read 
or read-after-write operation. The 
sign al will stay true until the next 
FGO s ignal is transmitted or unti l the 
FFEN signal is set high. If the FCER 
signal is set low during a read-after- 
write operation, the record should be 
rewritten. 



6.3.6 FFMK - FILE MARK 

This line is used to indicate that the 
formatter read logic has detected a 
file mark. This may occur during any 
read forward or read reverse command, 
or during a write file mark command 
when operat ing i n a read-after-write 
mode. The FFMK signal is pulsed 
after the complete file mark record 
has been read and the signal will stay 
true for at least 1.0 usee. 



6.3.7 TRANSPORT STATUS AND 
CONFIGURATION LINES 



6.3.7.4 FFPT - FILE PROTECT 
STATUS 

This signal when true, indicates that 
the selected transport is on-line and 
has a reel of tape without a write 
enable ring. No attempt should be 
made to write data onto tape when this 
signal is true. The formatter per- 
forms no test upon this signal . For 
servicing purposes it can be useful to 
perform a dummy write operation without 
a write enable ring on the tape reel, 
using a tape having a prewritten data 
pattern. By excluding the write part 
of the system in this way, errors in 
the read part may be exposed. 



6.3.7.5 FLDP - LOAD POINT STATUS 

This signal is true when the selected 
tape transport detects the BOT tab on 
the tape and the initial load or rewind 
sequence is completed. When the tape 
is moving forward, the FLDP signal 
will remain true until the BOT tab can 
no longer be detected by the tape 
transport. 



There are seven status lines and four 
configuration lines transferred from 
the formatter to the customer controller 
interface. These lines indicate the 
status and configuration of the selec- 
ted transport. 



6.3.7.1 FRDY - READY STATUS 

This signal when true, indicates that 
the selected transport is ready to 
receive an external command. 



6.3.7.2 FONL - ON-LINE STATUS 

This signal when true, indicates that 
the selected transport is on-line, 
that is, under remote control. When 
false, the transport is off-line and 
cannot be operated from the customer 
controller interface. 



6.3.7.3 FRWD - REWINDING STATUS 

This signal when true, indicates that 
the selected transport is engaged in a 
rewind operation. 



6.3.7.6 EOT - END OF TAPE STATUS 

This signal when true, indicates that 
the selected tape transport has detected 
the EOT tab on the tape. To preserve 
the original rise and fall times, this 
signal is not processed by the formatter. 



6.3.7.7 FNRZ - NRZI STATUS 

This line when true, indicates that the 
selected tape transport and the formatter 
operate in NRZI mode, when false, this 
line indicates that the selected tape 
transport and the formatter operate in 
PE mode. 



6.3.7.8 



FSGL - SINGLE STACK 

HEAD 



This line when true, indicates that the 
selected tape transport has a single 
stack head. This line conditions the 
formatter to generate the correct de- 
lays for the generation of the IBG and 
for head positioning. 
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6.3.7.9 FSPEED - TAPE SPEED 



This line when true, indicates that the 
selected tape transport operates in the 
low speed mode (half of normal ope- 
rating speed) . When false, this line 
indicates that the tape transport ope- 
rates at normal speed. 



6.3.7.10 F7TR - 7-TRACK 

This line when true, indicates that the 
tape transport has a 7-track head. This 
line will also condition the formatter 
to operate in 7-track mode. This line 
should be grounded (by strapping) for 
9- track systems and must in such cases 
be ignored. 



6.3.8 



FDWDS - DEMAND WRITE 
DATA STROBE 



This signal consists of a pulse for 
each data character to be wri tten on to 
tape. The pulse width of the FDWDS 
pulses is 1.04 usee at 75 ips and 
correspondingly wider at lower speeds. 
The first data character should be 
available on the write data input 
lines with in on e character period 
after the FDBY signal has been set 
true by the formatter and remain true 
until the trailing edge of the first 
FDWDS signal. Succeeding characters 
must then be placed on these lines 
within one half of a character period 
after the trailing edge of each FDWDS 
signal . During a write file mark 
command the required file mark pattern 
is gener ated i nternally by the formatter, 
and the FDWDS signal is not used. 

During erase operation (variable length) 
this line will also be used. However, 
no data are strobed into the formatter 
or written onto tape. The customer 
controller may use this line to deter- 
mine the length of tape which has 
been erased. 



6.3.9 FRSTR - READ DATA STROBE 

This signal consists of a pulse for 
each character of read information 
(data. CRC,- and LRC) to be transmitted 
to the customer controller interface 
and should be used to strobe the read 



data lines FRDP, FRDO-7 into the con- 
troller read data register. The pulse 
width of this signal is 1.04 ysec at 
75 ips and correspondingly wider at 
lower speeds. In NRZI mode, the trans- 
mission of check characters (9 track: 
CRC and LRC, 7 track: LRC) will be indi- 
cated by the check character gate line 
FCCG being set true. If the CRC chara- 
cter (9- track) or the LRC character 
(7-track) is an all zero character, the 
formatter still generates a FRSTR pulse. 

The av erage time between pulses on the 
FRSTR line is given by 



S x D 



sec 



Where S = tape speed (ips) 

and D = packing density (cpi) 



The customer controller interface must 
be able to accept the whole block of 
data at the specified data rate. 

Due to bit crowding, tape speed vari- 
ation and signal dropout correction 
(PE) , the customer controller interface 
must be able to receive characters at 
a rate which can vary between twice 
the nominal rate and half the nominal 
rate. (See note 3.) 



6.3.10 



FRDP, FRD0-7 
READ DATA LINES 



When operating with a 9-track tape 
transport, these 9 lines transmit read 
data from the formatter to the customer 
controller. When oper ating with a 7- 
track tape transport, FRDO and FRDl 
are not used. 

Each character read from tape is avail- 
able by sampling th ese li nes simul- 
taneously with the FRSTR. At 75 ips 
data will be placed on the read data 
lines at least 1.4 y sec. b efore the 
leading edge of the FRSTR pulse, and 
the set-up times increase correspondingly 
with lower tape speed. The data re- 
mains on the read data lines for approxi- 



3.) 
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NOTE 3 

In read reverse 7-track operation, if the 
LRC character is an all zeros character, 
the first three characters (including 
the "0" LRC character) is transmitted 
with an interval between each character 
of approx. 2 ys at 75 ips (correspond- 
ingly longer intervals at lower speeds) . 
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Fig. 6.3 Timing diagram, typical read operation. Not to scale. 
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7.0 TAPE TRANSPORT INTER- 
FACE DESCRIPTION 



7 . 1 INTERFACE 

The TDF 4050 is plugged into the 
TDI 1050 Tape Transport via an I/O 
Interface Board that comes with the 
1053 master configuration, see Fig. 7-1. 
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power supply) 

STD. 1050 BOARD 
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Fig. 7.1 Typical TDI-1050 System Configuration 
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TOP 4050 Tape Transport Interface 
(to I/O Interface Board Dwq. no. 01-30015) 



Live Pin 
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H 

L 
D 
C 
E 
B 
K 
I 
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A 
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U 
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TSLT0 

TRWC 

T0FC 

TODS 

TSFC 

TSRO 

TOW 

TSHS 

TLOL 

TSLT1 

TSLT2 

TSLT3 

TONL 

TRDY 

TUJP 

TEOT 
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TRWD 
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P 
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T7TR 


7-Trade 


" 
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" 
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7.2 SIGNAL DESCRIPTION 



Note that these signals are high when 
true. The action described assumes that 
the signal is true. 



TSRC, P121-E, Synchronous Reverse Command . 
Commands tape to go backwards at synch- 
ronous (specified) speed unless tape is 
at Load Point. Is under program control. 



7.2.1 FORMATTER-TO-TRANSPORT 
SIGNALS 

For details on signal requirements and 
on complete effect on tape transport, 
consult tape transport specifications. 

TDDS. P121-D. Data Density Select . 
Selects the High-Density Mode. Transits 

the formatter. 

TLOL, P121-I, Load on-line . 
Loads transport and places it on-line 
by remote command. Transits the for- 
matter. 

TOFC, P121-L, Off-line-command . 
Returns transport off-line by remote 
command. Transits the formatter. 

TOVW, P121-B, Overwrite . 
Conditions the transport to allow re- 
writing of a selected record. Transits 
the formatter. 

TRTH1. P122-E, Read Threshold 1 . 
Selects a high read threshold in single- 
stack transports (for amplitude check 
after a write operation) . Transits the 
formatter. 

TRTH2, P122-F, Read Threshold 2 . 
Selects an extra low read threshold in 
the transport (to recover weak signals). 
Transits the formatter. 

TRWC, P121-H, Rewind Command . 
Commands tape to move reverse at high 
speed. Transits the formatter. 

TSFC, P121-C, Synchronous Forward Command . 
Commands tape to go forward at synchronous 
(specified) tape speed. Is under program 

control. 

TSLTx, P121, Select . 
Selects one of up to four transports. 
Decoded by the formatter from a 2-bit 
remote select signal. 



TSWS, P121-K, Set Write Status. 
Enables write circuitry in the tape 
transport. Transits the formatter. 

TWDx, P122, Write Data. 
Constitute an 8-bit data byte plus 
a parity bit to be recorded on tape. 
Derived directly from input write data 
under program control , except for the 
parity bit which in a standard con- 
figuration is generated by the 
formatter. 

TWDS, 122-A, Write Data Strobe . 
Effects actual recording of the write 
data present on the TWDx lines. Gene- 
rated by the formatter. 

TWRS, 122-C, Write Reset . 
Resets the transport write circuits and 
causes a flux transition to the polarity 
of the interblock gap for all those tracks 
not already so magnetized. (The ensuing 
flux transitions constitute the LRCC when 
operating in NRZI mode.) 



7.2.2 TAPE TRANSPORT-TO- 
FORMATTER SIGNALS 



POCL, P123-6, Power-On-Clear Pulse . 
Will clear the formatter, specifically 
the program counter, instruction register, 
command and control registers. 



TDDI, P121-F, Data Density Indication . 
Will select the highest of the two 
possible densities in 7-track operation. 

TEOT, P121-U, End of Tape. 

Indicates the detection of an EOT marker 

on the tape. Transits the formatter, 

but is monitored by the formatter to 

stop a search operation before tape 

run-out. 



TFPT, P121-P, File Protect. 
Indicates the presence of a write ring 
on the mounted tape reel. Transits the 
formatter. 
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TLDP. P121-R, Load Point . 
Indicates the detection of a BOT marker 
on the tape. Transits the formatter, 
but is tested by the formatter and used 
extensively in the program. 

TLSP. P123-13. Low Speed . 

Indicates that the tape transport is 

set to run at half the tape speed 

specified for the mag tape system. 

Will cut the system clock rate in half 

to maintain proper timing for this 

speed. 

TNRZ, PI 2 3- 10. NRZI mode . 
Indicates that the transport is ope- 
rating in the NRZI mode. Transits the 
formatter, is tested by the formatter 
program and effects operation by the 
formatter in the NRZI mode, 

TONL. P121-M, On- Line . 

Indicates that the transport is on-line. 

Transits the formatter. 

TRDx, P123, Read Data. 

Constitute an 8-bit data byte plus a 

parity bit being read off the tape. 

Processed in software by the formatter 

in the NRZI mode, processed in formatter 

by the PE microcontroller logic in the PE 

mode . 

TRDS, P123-2, Read Da ta St robe . 

Strobes the NRZI read data into the 

formatter input registers and effects 

program processing. 

TRDY. P121-T, Ready . 

Indicates that the transport is loaded, 

on-line and not rewinding. Transits 

the formatter and enables the formatter 

GO signal which strobes the command 

registers. 

TRWD, P121-N, Rewinding. 

Indicates that the transport is doing 

a rewind operation. Transits the 

formatter. 

T7TR, P123-11, 7-Track. 

Indicates that the transport is equipped 
with a 7-track head. Conditions the 
formatter for 7-track operation and 
transits the formatter if so strapped. 

TSGL, P123-12. Single Gap. 
Indicates that the transport is 
equipped with a single gap head. 
™ -it-~ 4-w» fnymat-for and rnnfli tions 

ixauaxi^o «-i*«i- ^. v «.«.w — — 

it for single-gap operation. 
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SECTION 21 
SYSTEM DESCRIPTION 



CONTENTS 

21.0 SYSTEM DESCRIPTION 

21.1 MNEMONICS 



21.0 SYSTEM DESCRIPTION 



In the TDF 4050 Formatter, a specially 
constructed, fast microprocessor is 
used to control all formatting tasks, 
and most of the signal processing in- 
volved lies in software, stored in ROMS. 

Formatter hardware, exclusive of the 
microprocessor hardware, is in the 
following referred to as the formatter 
system. All formatter fuctions and 
operations are synchronized to a preci- 
sion system clock. 

All pertinent inputs and outputs to and 
from the CPU and Tape Transport inter- 
face are fed onto, or off, a central, 
common Data Bus DBx, see Fig. 21.1. 
Strobes Ax, Bx out of the microprocessor 
control this signal flow and operate 
various registers, latches and gates in 
the formatter system. 



The control signals for the special 
circuitry is handled via the Data Bus, 
using microprocessor signals Ax for 
strobing. However, some formatter 
system status signals (Mx) are fed 
directly to the microprocessor outside 
the Data Bus. These are signals 
tested for purposes of program branching. 
The Data Bus is at such time occupied by 
the accompanying jump address. 

A timing counter, under the control of 
the microprocessor, is provided for the 
generation of time delays and write 
strobes . 



All commands, status signals and read/ 
write data enter this bus, and all de- 
coding, processing and distribution are 
handled via this bus by the micro- 
processor, with certain exceptions: 

Some command and status signals need no 
intervention by the formatter and pass 
right through. 

NRZI formatting utilizes standard 
packages for parity bit generation/ 
checking and CRC character generation 
in the write mode, but is otherwise 
exclusively processed by the micro- 
processor firmware (firmware = ROMs 
containing program software) . 

For PE formatting, the read operation 
is special and employs a unique circuit 
scheme for deskewing read data signals. 
Performing this task in microprocessor 
firmware is precluded because of the 
high transfer rate in PE and the multi- 
plicity of 9 channels. The deskew 
circuits are fully digital, however, 
and the PE write operation is handled 
completely by software. 
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Fig. 21. 1 TDF 4050 Block Diagram 
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21.1 MNEMONICS 



Mne- 
monic 



Description 



Mne- 
monic 



Ax uP strobe signals. Strobes uP 
(uP = 4050 microprocessor) 
signals DBx from Data Bus into 
formatter system, see Table 22.5. 

ABx uP Address Bus signals. Selects 
Ax and Bx strobes or Scratch Pad 
locations . 

Bx uP strobe signals. Strobes 
signals from the formatter 
system onto the Data Bus as DBx, 
see Table. 22.5. 

Cx Internal uP control strobes, see 
Table 22.2. Moves data between 
the various uP functional units. 

CBx uP Control Bus signals. Selects 
ALU function, Cx or Mx, etc. 

CE Chip Enable. Activates Scratch 
Pad Memory. 

CK System Clock Pulse. Width 70 
nsec. Rate: see Table 1 on 
Schematic no. 2. 

CLEAR Clears all relevant registers 
when formatter is not enabled 
(FFEN = 0) or when power goes 
on (POCP = 1) . 

CKCRC Clock enable signal for the CRC 
generator . 

CNTx Counter Ouput: Bits indicate 
time interval between flux 
transitions in PE read data. 

CORR Corrected Bit. Causes formatter 
to ignore parity error. 

CRCG CRC gate. Causes formatter to 
ignore parity error. 

DAx Accumulator data bits. 

DBx Data Bus signals. Represent 
read/write data, timing data, 
jump addresses, status and 
command bits. For common bit 
allocations, see Table 22.5, 
22.7. 



Description 



DCK Timer Circuit output clock 

signal at double character bit 
rate. 

DIAC Data in All Channels. Goes 

true every time a complete data 
byte has been assembled in the 
Skew Buffer, including the full 
preamble "1" byte (see FLAG). 

DISCL Disable system clock. 



DRx 

DROP- 
OUT 



ECK 
EFWDS 

ENFL 

ENHE 

ENLRC 
ENRST 
ENSE 
ENV 



ENVx 



EPAR 



ALU output (result) bits. 

Goes true if there is a drop- 
out on the track in question. 
The ENV signal will go false 
and thereafter maintain DROP- 
OUT false for that track for 
the remainder of the block. 

Enabled Clock signal. 

Enable FDWDS (demand next word) 
signal. 

Enable (Soft error indicator) 

Flip-Flop. 

Enable Hard Error indication in 
case of multiple- track drop- 
outs. 

Enable LRC character, i.e. TWRS 
strobe generation. 

Enable FRSTR (read strobe) 
signal. 

Enable Soft Error detection of 
single-track drop-outs . 

Envelope, i.e. a data signal is 
present, and it is not a drop- 
out track. (Derived from the 
DROP-OUT signal on the previous 
scan cycle . ) 

-ENV for channel x. 



Even Parity, 
operation) . 



(Used in 7-track 
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Mne- 
monic 



Description 



Mne- 
monic 



ETWDS Enable TWDS (write strobe) 
signal. 

EXCLK External Clock signal. Can be 
applied when DISCL = 1. 



Description 



Fxxx 



FLAG 



GO 

LADD 

LEVEL 

LLEVEL 

LLOWR 

LOAD 



LOWR 

LSEL1 
LSPED 
LT Q 



Formatter/CPU signals, see 
paragraphs 6 . 2 and 6.3. 



Goes true after a preamble "1" 
has been detected or after a 
new valid bit has entered the 
skew buffer. (DIAC goes true 
when FLAG proves true for each 
channel in one and the same scan 
cycle. ) 

Start read/write operation (FGO, 
FBSY, TRDY all = 1) . 

Load Address, for jump or call 
operation. 

Read Data logical level from PE 
READ Circuit. 

Last (previous) LEVEL signal. 

Last (previous) LOWR signal. 

Load new data bit (A data trans- 
ition has taken place since last 
being scanned) . (Synchronized 
VALID signal.) 

Lower Range of PE timing tables 
in U128, U107 PE Timing Decoder 
PROMs . 

Last (previous) SEL1 signal. 

Synchronized TLSP signal. 

Last (previous) Tq T^ signals. 



MULT 

NRZS 

OVER- 
FLOW 

PARE 

PCX 

PED 
PEDET 

PERST 



POCP 
POST 

POSTD 

PREMD 
RBx 

READ 

REGCL 

RREQ 

R/W 



LTREND 


Last (previous) TREND signal. 




LVALID 


Last (previous) VALID data 


s 




signal. 


Si 


MX 


Input signal to jump test 
multiplexer. See Table 22.3. 


Sx 


MOTION 


Move tape (forward or reverse) 


SCAx 




Enables the TSFC and TSRC 
siqnals. 


SCANx 



Multiple-track drop-out. 
NRZI Status gating signal. 
Skew Buffer overflow. 

Parity error. 

Program Counter bits. Address 
to uP Program ROM. 

PE read data (in serial form) . 

PE data block detected (M7-DDET 
= 1, NRZS = 1) . 

PE reset. Keeps Edge Detector 
flip-flops in the PE Read 
Circuits cleared until the onset 
of a PE read operation. 

Power-On Clear Pulse. 

A postamble "1" detected in 
current channel . 

Postamble detected. (POST is 
true for each channel in one and 
the same scan cycle . ) 

Preamble detected. (Set by the 
first DIAC signal in a block.) 

uP program ROM output signals, 
see Table 22.8 for bit allocat- 
ions. 

Enable Read Operation. 

Register Clear pulse. 

Read Reguest. Transport read 
strobe received. 

Scratch Pad read out command 
signal. Is false when data is 
written into the Scratch Pad. 

Parameters indicative of bit 
spacing quality. 

Scratch Pad Locations, see 
Table 22.7. (Not a signal.) 

Scan strobe, binary coded. 

Scan strobe, decoded. 
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Mne- 
monic 



Description 



Mne- 
monic 



Description 



SEL Formatter selected; addressed 
and enabled by CPU (FFAD, 
FFEN =1). Gates formatter 
input and output signals. 

SEL1 Select PROM 1. 



WRITE Enable write operation. 

YES Condition for a jump is met. 



SENV Synchronized ENV signal. Is 
delayed relative to original 
DROP-OUT signal, but so is 
eventual PE data byte with 
which it operates. 

SFC Synchronous Forward Command. 

SLADD Synchronized LADD signal. Being 
used to extend the LADD signal 
to the next clock pulse. 

SLEVEL Synchronized LEVEL signal. 

SLLD The SLEVEL signal clocked by 

(and'ed with) the LOAD signal. 

SONE Set logical "1" signal. Used 

when needed in the absence of a 
true FLAG signal, e.g. in the 
case of a single-track drop-out 
being corrected. 

SRREQ Synchronized RREQ signal. 

STRBx Signal presence in PE read 

channels. Used for data block 
detection and gap qualification. 

SUP Suppress. A transitory pulse 
between program steps to pre- 
vent previously active output 
circuits to the Data Bus from 
short-circuiting the next active 
output circuit. 

T Parameters indicative of timing 
T]_ table suitability. 

Txxxx Transport/Formatter signals, see 
paragraph 7.2 . 



TREND Indicates longer term variation 
in the bit rate. 

VALID Data bit deemed valid by the PE 
system decoding circuitry. 
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22.0 MICROPROCESSOR 



22.1 ARCHITECTURE 

A block diagram of the microprocessor 
is shown on Fig. 22.0. The diagram 
shows five sections numbered 22.1.1 
through 22.1.5 which refer to respective 
areas on schematic no. 1. Descriptions 
of circuit detail are provided on the 
page facing the schematic. A functional 
description will be given below in 
respective paragraphs 22.1.1 to 22.1.5. 

The 8-bit data bus DBx (x = through 7) 
constitutes the main communication line 
between the microprocessor and the out- 
side world and between the various 
components in the microprocessor itself. 

On this bus, data to be processed (in 
the ALU) is received from the outside 
and processed data delivered to the out- 
side. The bus also carries data to and 
from the internal scratch pad memory 
(RAM) and presents the program counter 
(PC) with jump addresses from the 
program memory (ROM) or from the return 
address register, in the latter case 
the Data Bus includes two more bits to 
provide a full 10-bit address. 



22.1.1 PC & ROM 

The program counter (PC) is the heart of 
the system and supplies the program 
memory (ROM) with the address of the 
instruction to be executed. In the ROM 
are stored the various instructions 
necessary to carry out all the functions 
of the microprocessor. Along with the 
instructions are stored data and address 
information necessary to execute the 
instructions . 

For a sequence of instructions which are 
to follow each other step by step, the 
program counter is incremented by one 
for each step. However, provisions have 
been made in the system to preset the 
program counter and to be able to jump 
to another location in the memory and 
start on a different sequence of 
instructions. Whether to jump or not is 
determined by the current sequence. 

It may either call for an outright jump 
(unconditional jump) or for a test of 



some selected operating condition 
(conditional jump) . The outcome of the 
test will determine whether to continue 
the current sequence or jump. In the 
case of a conditional jump, the address 
of the first instruction in the new 
sequence will be present on the data bus 
(DBx) ready to be loaded into the 
program counter. If the outcome of the 
test implies that no jumping shall take 
place, the program counter continues to 
be incremented by one. If there is to 
be a jump, loading will take place 
(LADD true) , and the program counter 
will present the ROM with the address of 
the first instruction in the new 
sequence. After the jump, the program 
counter will resume being incremented by 
one. 

If the new sequence is a subroutine and 
it is desirable to return to the 
previous sequence after the subroutine 
has been executed, a return address 
register allows the present address + 1 
(PCx) in the program counter to be stored 
prior to the jump. This is accomplished 
by a Call instruction in the program. 
The subroutine sequence will then contain 
a Return instruction at the end of the 
sequence which will cause the program 
counter to be loaded with the address 
stored in the return address register, 
thus making possible the continuation of 
the original sequence after having 
completed the subroutine. 



22.1.2 ROM Output Circuits 

The 16-bit output bus, RBx, carries the 
selected instruction, data and address 
words from the ROM and distributes this 
information via buffer registers to 
respective control (CBx) , data (DBx) 
and address (ABx) buses. 

The instruction word on the control 
bus (CBx) is used 

1) to move data between the various 
functional components of the micro- 
processor: CB12-15 is decoded to 
provide the internal Cx micro- 
processor strobes 

2) to control operations on the data: 
CB8-10 selects ALU function 

3) to address and select condition in- 
puts for the jump test: CB10-13 
selects inputs Mx. 
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4) to input or output data to the Data 
Bus and to set/reset control flip- 
flops in the formatter system: In- 
directly through the use of Cx 
strobes to operate the Ax and Bx 
strobe generators when CB11 is false, 

5) to input or output data to the 
scratch pad memory: Indirectly 
through the use of Cx strobes when 
CBll is true. 

The address bus (ABx) is used 

1) to direct the Ax and Bx strobe gene- 
rator outputs to appropriate points 
in the formatter system and 

2) to select memory location in the 
scratch pad memory. 

The data bus output (DBx) of the ROM is 

used 



general, the Ax strobes will deliver 
data (DBx) from the microprocessor out. 
to the formatter system, whereas the 
Bx strobes will fetch data (DBx) from 
the formatter system into the micro- 
processor. 

Another 4-bit part of the instruction 
word (CB10-13) is used to select input 
status signals (Mx) for the jump test. 
These status signals, with the excep- 
tion of the MO-ZERO signal, come from 
various points in the formatter system 
and are tested by the microprocessor 
program to determine which one of two 
alternative program sequences to follow. 
In practice, a jump will ensue if the 
multiplexer output signal LADD (Load 
jumping Address) transmitted to the 
program counter (PC) is true. 



22.1.4 ALU 



1) to supply control words to the for- 
matter system, directed to the 
appropriate control registers by 
the Ax strobes. 

2) supply file mark, pre/postamble , 
ID burst, write data. 

3) to supply file mark compare data, 
mask-out data and other data to 
the ALU. 

4) to supply timing data to the timer 
circuit and the scratch pad memory. 

5) to provide jump addresses. In the 
latter case, the DBx bus is aug- 
mented by 2 bits from the control 
bus (CBx) to provide a 10-bit 
address word. 



22.1.3 CONTROL 

Control of mxcroprocessor operation by 
the control bus (CBx) is exercised via 
an instruction decoder ROM which de- 
codes a 4-bit part of the instruction 
word (CB12-15) into distinct strobe 
signals (Cx) . 

Control and strobe signals Ax, Bx to the 
formatter system on the other hand, are 
generated by suitable demultiplexers, 
enabled by CBll. addressed by the address 
bus signals (ABx) and activated by Cx. In 



The arithmetic function to be performed 
in the Arithmetic Logic Unit (ALU) is 
controlled directly by a 3-bit part of 
the instruction word, C38-10. The unit 
performs arithmetic or logic operations 
on data (DAx) stored in the accumulator 
register and on data (DBx) on the 
data bus. These operations may include 
addition, subtraction, logic "AND", etc., 
and the result (DRx) is subsequently 
stored in the accumulator (ACC) . 

The result can also be examined for jump 
test purposes. For example, a status 
condition in the formatter system, 
strobed in as a word on the data bus 
(DBx) , can be compared in the ALU with 
a reference pattern word fetched 
previously from the program ROM and 
stored in the accumulator. A match can 
be detected by subtracting the two words, 
in which case the result is zero and 
makes output signal MO- ZERO go true. 
A jump will ensue when this signal 
input to the multiplexer is selected 
by CB10-13. 



22.1.5 SCRATCH PAD MEMORY 

The scratch pad memory (RAM) is used 
for temporary storage of data and as 
an aid in providing long time delays and 
bit counts. Types of data may include 
command and status configurations, read/ 
and write data (see Fig. 22.7). 
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Fig. 22.0 Microprocessor Block Diagram 



22.2 CIRCUITRY 
22.2.1 PC & ROM 

PROGRAM COUNTER 

The 10-bit program counter (PC) (U71-73) 
is incremented by input clock signal CK. 
When a jump is to take place, the 
program counter is loaded with the new 
address from the data bus (DBx) by 
strobe signal LADD from the test 
multiplexer. 



PROGRAM ROM 

The program ROM (U67-70) consists of 
four 512-word by 8-bit packages, pro- 
viding storage for IK of 16-bit program 
words (RBx) . 



RETURN ADDRESS REGISTER 

The transfer of the current address in 
the program counter (PC) to the return 
address register (U109, 75) is enabled 
by the CALL instruction signal C5-CALL 
(coming from the instruction decoder ROM) 
By the time this instruction is being 
executed the program counter setting has 
already advanced by one to PC + 1, which 
is actually the correct return address. 

The RETURN instruction signal 
C3-RETURN is eventually used to place 
the contents of the return address 
register on the Data Bus DBx. From the 
Data Bus the address will be loaded into 
the PC by the LADD signal. 



22.2.2 ROM FAN-OUT 

ADDRESS BUS (ABx) 

Since the Data bus (DBO-7) and the 
Control Bus (CB8-15) occupy all avail- 
able bit positions on the ROM bus 
(RBO-15) , particular bit positions for 
the remaining Address Bus cannot be firmly 
allocated and must be selectable (U52) 
according to the occasional availability 
of unused bit positions. Thus, when RB13 
is true, ABx represent RB8-12 (except 
RBll) ; and when false, RBO-3. 
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CONTROL BUS (CBx) 

The control bus register Ulll is clocked 
by clock signal CK. When the LADD 
(Load Jumping Address) signal is active 
(true), the control bus register is pre- 
vented from being loaded. This way any 
instruction signal immediately following 
the jump instruction is being ignored 
until the instruction at the new jumped- 
to address is well established. For 
timing relations, see Fig. 22.1. 

To obtain a 10-bit jump address on the 
Data Bus (DBx) , two additional bits 
RB8-9 are introduced via the Control Bus 
register Ulll (as CB8-9) and a 3-state 
gate U58 (as DB8-9) . 

DATA BUS (DBX) 

The data bus register U113 is clocked by 
clock signal CK. The register is 
prevented from being loaded by LADD under 
the same circumstances as for the control 
bus register. 

The latched data is placed on the Data 
Bus (DBx) by instruction signal C6-MEM. 
The SUP signal temporarily suppresses 
this action for the finite time it 
takes any other latch to remove data 
from the data bus, (i.e. to turn off), 
thereby avoiding short-circuits between 
the respective output circuits. (See 
Fig. 22.1) 

22.2.3 CONTROL 

FORMATTER STROBE DECODERS 

The Address Bus signals (ABx) , together 
with the respective C7-0UTG and C9-INPG 
instruction signals, select outputs Ax, 
Bx. Signals Ax strobes signals from the 
microprocessor Data Bus (DBx) into the 
formatter system, and signals Bx strobe 
signals from the formatter onto the 
microprocessor Data Bus (DBx) . The 
latter are momentarily suppressed by the 
SUP gate signal to prevent short- 
circuiting between registers which are 
simultaneously being switched off and on. 

CB11 may be regarded as a part of the 
instruction decode signal. These 
signals, ABx and CBll, are also applied 
to the Scratch Pad Memory, and CBll 
determines whether the C7-0UTP/C9-INP 
signal is an inputting/outputting 
instruction or a scratch pad read/write 
instruction. 



Basic Clock 14.4 vm , I I I I I I I I I I I I I I I I I I 

s 'ep 8 9 32 

System Clock CK ~\_j j_| [_f 

SUP (Suppression) |_J L-J 

Program Counter PCx 

Program ROM RBx 

Control Bus CBx 

Cl-JUMP 

YES U55-10 

LADD (load address) 

C6-MEM 

DBx (Jump address) 





Fig. 22.1 Time Relationships 



Cl-JUMP Strobes the Test Input Multi- C6-MEM 
plexer U55 for program branching 
purposes . 

C2-ACC Strobes ALU result on DRx bus 

into accumulator U157. 

C7-OUTP 
C3-RETUR Strobes return address in 

Return Address Registers U109, 

U75 onto Data Bus. 

C4-AKB Strobes accumulator data DAx C9-INPG 
onto Data Bus. 

C5-CALL Strobes present address on PCx 

bus into Return Address Registers 
U109, U75. 



Strobes an up to 10-bit data 
word RBx from memory onto Data 
Bus. This word can be a branch 
address, a time-base, a file 
mark pattern, etc. 

Strobes data from the Data Bus 
into the Scratch Pad Memory (if 
CB11 = 1) or strobes out the Ax 
outputting strobes (if CB11 = 0) 

Strobes data from the Scratch 
Pad Memory onto the Data Bus 
(if CBll = 1) or strobes out 
the Bx inputting strobes (if 
CBll = 0) . 
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MEM 


CALL 
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Tzz 
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zzz 
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1 
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OUT, SUT 
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AUT, RUT 
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1 
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1 
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INz 
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1 
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1 
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X 
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Jzz 




1 
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X 
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1 
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1 


1 
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1 
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1 





1 


1 



Table 22.2 Instruction Decoder U54 - Truth Table Table 
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U62 U61 U63 











C7 


-OUTP 








1 










C9 


-INP 


1 


1 









AB3 


1 





1 


ABX AB2 


AB1 


ABO 






CB11 











U61-63 






U61-63 










pin 3 


2 


1 


pin out 




Ax 


Ax 


BX 











15 








A0 


A8 


BO 








1 


14 








Al 


A9 


Bl 





1 





13 








A2 


A10 


B2 





1 


1 


12 








A3 


All 


B3 


. 1 








11 








A4 


A12 


B4 


1 





1 


10 








A5 


A13 


B5 


1 


1 





9 








A6 


A14 


B6 


1 


1 


1 


8 








A7 


A15 


B7 



selects Ax or Bx group 

selects A0-7 or A8-15 
selects AxBx or Scratch Pad 

selects individual Ax or Bx 



22.4 Formatter Strobe Decoders U61-63 - Truth Table 



Destination, 



\^DBX 


DB7 


DB6 


DBS 


DB4 


DB3 


DB2 


DB1 | 


DBO 


Schen no. 


A0 write Data TWDx 
Al Write Data TWDx 
A2 Read Data FKEW 


7 


6 


S 


4 


3 
2 


2 

1 


1 

nrop 




wdo 

■HDP 


3 
3 

5 


Reset RREQ latch (U2S) 
A3 Read Data FRDx 








7 


6 


5 


4 


*FD3 


4 
5 


Read Strobe RSTR 
A4 Write Control 
AS Read Control 
A6 Main Status 






3CCRC 

Bias 


ENCRC 
ENRST 
FFMK 


EKUJC 
2ISE 


EFDWS 
READ 


ETWDS 
FDBY 


«RITE 

:rcg 

FFBY 


3 
2 
2 


A7 Set Gap Test Latch (M9) 


















4 


A8 Set HER flip-flop 


















5 


A9 Reset INREQ latch 


















2 


A10 Set M7-DDET flip-flop 


















4 


All 




















A12 toad Time Base Reg. 


















3 


A13 Reset TIMING latch 


















3 


A14 




















A15 Reset HER/CER f-flops 


















5 


BO Write Data FWDx 


7 


6 


5 


4 


3 


2 


1 


FWDO 


3 


Set Parity latch 
Bl Write Data FWDx 
CRC char. CRCx 














FWDP 


CRCP 


3 


B2 

B3 CRC char. CRCx 
B4 Read Data, Dens. TRDx 
BS Read Data TRDx 
B6 PE Env. ENVx 


7 

pet 


6 

T 

2 
6 


5 

T 

P U 
5 

READ 


4 
fDDI 

7 
30 4 


3 
2 
6 
2 

WFM 


2 

1 
S 
1 


1 


4 



CRCO 

rRDP 

ISD3 
EMVP 

FWD 


3 

2,4 

4 

5 

2 


B7 Write Ccemands 


ERASE 


EDIT WRITt; 



Table 22.5 Formatter Strobes Ax, Bx 
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X \ U55- 


CBx 

-pin 


13 
11 


12 

13 


11 

14 


10 
15 


Jump if 


origin, 
schem. no. 


jump/call 
instruction 


Signal U55- 
MO-ZERO 


-pin 
8- 














ALU all "0"s 
detected 


1 


JZE,CZE 


Ml-DINRQ 


7 











1 


Inputting requested 
(New command 
arrived) 


2 


JIL,CIL 


M2-NRZ 


6 








1 





NRZI mode 


2 


JNZ,CNZ 


M3-7TR 


5 








1 


1 


7 -track 


2 


J7T,C7T 


M4-TIME 


4 





1 








Timing not completed 


3 


JNT,CNT 


M5-LPD 


3 





1 





1 


at load point (BOT) 


2 


JLP,CLP 


M6-RREQ 


2 





1 


T_ 





Read requested (New 
read strobe arrived) 


2 


JRR,CRR 


M7-DDET 


1 





1 


1 


1 


Data block detected 


4 


JDT,CDT 


M8-LWD 


23 


1 











Last word coming 


2 


JLW,CLW 


M9-GAPD 


22 


1 








1 


Gap detected 


4 


JGD,CGD 


M10-EOT 


21 


1 





1 





EOT detected 


2 


JEO,CEO 


Mll-PARCK 


20 


1 





1 


1 


Parity even 


5 


JPE,CPE 


M12-HER 


19 


1 


1 








Hard error detected 


5 


JHE,CHE 


M13-PREMD 


18 


1 


1 





1 


Preamble detected 


5 


JPR.CPR 


M14-POSTD 


17 


1 


1 


1 





Postamble detected 


5 


JPD,CPD 


+5V "1" 


16 


1 


1 


1 


1 


Unconditional jump 


" 


JUN,CUN 



Table 22.3 Multiplexer U55 - Truth Table 



MULTIPLEXER, JUMP TEST INPUTS Mx 

Address input to the multiplexer is 
provided by the Control Bus (CBx) which 
selects one of the inputs if the CI-JUMP 
Enable is true. 

The JUMP output signal YES or the C3- 
RETURN instruction signal will produce 
the Load Jump Address signal LADD. This 
signal is synchronized by CK and 
extended to the next clock cycle by flip- 
flop U46, see timing diagram Fig. 22.1. 
The signal is also applied to the Control 
Bus and Data Bus registers and 
effectively blocks data on the next 
step immediately following the jump 
instruction. This ensures completion 
of the jump and the orderly transition 
to the next instruction at the new 
address. 



22.2.4 ALU & ACCUM 

ALU 

From inputs A and B, the Arithmetic 
Logic Unit will generate an output R 
according to function selected by 
instruction signals CB8-10. 

' = various functions available are 
listed in the ALU Function Table 22.6. 

The A input will be whatever data is 
stored in the accumulator ACC, and the 
B input will be whatever data is appe- 
aring on the Data Bus (DBx) . The out- 
put R is fed to a NAND gate and will 
produce a true MO-Zero signal when- 
ever this output is zero. The MO- 
Zero signal is connected to the Test 
Input Multiplexer where it is available 
for jumping purposes. 
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\ 


CBx 


10 


9 


8 


Instruction 


Function \ 


J59-60 pin 


7 


6 


5 


Tzz 


zzz 


INZ 


Clear 















CLR 




B minus A minus 1 










1 




MSU 




A minus B minus 1 




c 


1 





TSB 


SUB 


INS 


A plus B 







1 


1 


TAD 


ADD 


INP 


A e B (Xor) 




1 








TXR 


XRA 


INX 


A J B (Or) 




i 





1 


TOR 


ORA 


INO 


A t\ B (And) 




1 


1 





TAN 


ANA 


INA 


Preset 




1 


1 


1 




SET 





Table 22.6 ALU U 59-60 - Function Table 

ACC 

The accumulator (ACC) receives input 
data from the ALU only, and this data 
is entered into the accumulator by- 
instruction signal C2-ACC. The accu- 
mulator can be loaded with by giving 
the ALU a Clear command and generating 
the C2-ACC instruction. The ALU is 
then in effect ignoring the Data Bus 
(DBx) input. With a zero in the 
accumulator, a transfer of data from 
the Data Bus to the accumulator can 
now be accomplished by generating the 
C2-ACC instruction and giving the ALU 
e.g. an A u B instruction. 

Other instruction signals which appear 
simultaneously with C2-ACC are the 
C6-MEM or the C9-INPG signals, that is, 
data from the accumulator is introduced 
to the ALU together with data on the 
Data Bus (DBx) respectively from the 
program memory or from the formatter 
system/scratch pad. 



With the desired data in the accumu- 
lator, operation between this data and 
the new data on the Data Bus (DBx) can 
be performed in the ALU and the result 
(R) tested on. If the new data (from 
Program ROM) is accompanied by the 
C2-ACC signal, the result is entered 
into the accumulator. 

The Accumulator output may be dumped 
onto the Data Bus using the C3-AKB 
instruction signal. The latter signal 
operates in conjunction with the C7- 
OUTG instruction signal (only) and will 
make the data available to the for- 
matter system if control bus signal CB11 
is false, and to the scratch pad memory 
if CBll is true. 



22.2.5 SCRATCH PAD MEMORY 

The Scratch Pad Memory consists of two 
64-bit RAMs, providing storage for 16 
8-bit words. Addressing is provided by 
the Address Bus (ABx) . 

The write signal is provided by 
instruction signal C7-OUTG and the read 
signal by instruction signal C9-INPG. 
The latter signal is gated with the 
transient suppress SUP signal. These 
signals are in turn enabled by control 
bus signal CBll, which multiplexes the 
instruction and address signals between 
the scratch pad memory (CBll true) and 
the Ax, Bx decoders (CBll false) . 



RB13 



1 




CB1 


1 = 


1 




CBll selects Scratch Pad Memory 

RB13 selects applicable RBx group to the ABx bus 




RBX 
RBX 


3 
12 


2 
10 


1 

9 



8 




Used for storing 


(msb) DBx 


(lsb) 


ABX 


3 


2 


1 





DB7 


DB6 


DB5 


DB4 


DB3 


DB2 


DB1 


DBO 


Sx: 


SO 
SI 
S2 




c 












1 




1 




Input Command 
Delay Count LSB 
MSB 


SGL 


BOT 




ERASE 


m*FM 


Edit 


write 


Fwd 




S3 
S4 







1 


1 




1 




NRZI/PE mode 
PE write data 1 
NRZI read data 1 


TWD7 


TDW6 


PE 
TDW5 


TWD4 


TWD3 

TRD2 


TWD2 
TRD1 


TWDl 

TRDO 


TWDO 
TRDP 




S5 





1 





1 


PE write data 2 
NRZI read data 2 


TRD1 


TRD2 


*) 


TRD7 


TRD6 


TRD5 


TWDP 
TRIM 


TRD3 




S6 





1 


1 





Ramp Delay, LRC/CRC timing 




















S7 




1 


1 




1 




1 




Gap length, LSB (GPCNT) , ID read count 

-"- * ,0lif check char, transfer completed 






S9 


1 








1 


- " - MSB " , 00 if all "0"s check char. 






SA 


1 





1 





Search indicator | AA if EOT, FF if file mark 






SB 


1 





1 


1 


Gap count (GPTST), (DROPT) 








sc 

SD 


1 
1 


1 
1 









1 


Byte count 
Error indicator 


EE if parity error, FF if hard erro 


t 




SE 


1 


1 


1 





Gap count(GPTST) , Read ind. (DUALR) 






SF 


1 


1 


1 


1 


[Post-record delay j 





*) 



iiwv u 



Table 22.7 Scratch Pad Locations Sx 
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22.3 INSTRUCTION SET 

The instruction set includes three types 
of instructions: 



- Data Transfer: 



ALU operation: 



- Branching: 



Move data between ROM, 
scratch pad and for- 
matter system. 

Perform arithmetic or 
logical operations on 
data from ROM, scratch- 
pad or formatter 
system . 

Jump conditionally or 
uncondi tional ly , cal 1 
subroutines and return. 



INO A,x or INO S,x from respectively the 
ROM, the formatter or the scratch pad 
memory. 

The T zz instruction permits operation 
with the same operand (stored unchanged 
in the accumulator) repeatedly without 
having to load the accumulator anew 
every time. This instruction is parti- 
cularly useful for testing purposes. 
The ALU outputs are connected to a 
NAND gate and by effecting a zero out- 
put of the ALU, the NAND gate will 
present a gate signal MO-ZERO to the 
jump test Multiplexer which can be 
sampled for jump condition test 
purposes . 



This gives rise to eleven possible 
operations, see Table 22.8. Memory bit 
allocations for the various control, 
address and data fields are also listed 
in Table 22.8. A complete listing of 
all instructions is given in Table 22.9. 



22.3.1 DATA TRANSFER 

These instructions move data m from the 
ROM or from the Accumulator out to 
desired areas in the formatter system 
selected by outputting strobe signals 
Ax, (Table 22.5) or into the scratch pad 
memory to location Sx (Table 22.7). 



22.3.2 ALU OPERATIONS 

These instructions fetch data m from the 
ROM and perform arithmetic and logical 
operations on them, see ALU Function 
Table 22.6. Other data come from 
desired areas of the formatter system 
selected by inputting strobes Bx 
(Table 22.5) or from location Sx 
(Table 22.7) in the scratch pad memory. 

The data (DBx) is fed to the B input of 
the ALU whereas the accumulator data 
(DAx) is fed to the A input. The output 
result (DRx) will normally be loaded 
into the accumulator except for the 
T 2Z instructions, which leave the 
accumulator unchanged. 

Data can be entered into the accumulator 
by first clearing the ALU with a CLR A 
instruction, and then entering the data 
with an Or instruction: either ORA m, 



22.3.3 BRANCHING 

These instructions will, if certain 
conditions are met, disrupt the 
normal program flow and cause it to 
continue from a distant address in the 
ROM. 

A conditional jump instruction is 
accompanied by a test of the conditions 
in question. If the conditions are not 
met, no jump will take place, and normal 
program flow will not be disrupted. 

A jump condition is tested in the jump 
Test Multiplexer. The jump instruction 
contains an address field which selects 
an appropriate input to the Multiplexer 
(Table 22.3). The MO-ZERO test result 
from the ALU is among these inputs. A 
jump will ensue if the selected input is 
true . 

An unconditional jump instruction (JUN, 
CUN) will be followed by a jump regard- 
less. 

For a call instruction, the jump exe- 
cution is accompanied by the loading of 
the current address into a return address 
register. There is only one such 
register. 

The return instruction RTN at the end 
of a subroutine will load the PC counter 
with the address saved by the call 
instruction and cause control to be 
resumed by the main program. 
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I 

to 



rtn 


MNEMONIC 


OPERATION 


DESCRIPTION 


RBx 
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 


Cx 
Microproc. strobes 


Data 
Transfer 


OUT X,» 


M •» F 


ROM data (a) to formatter (Ax) 


Oil 


ABx 





as ABx, 
selects Ax 


as DBx to formatter 


C6-MEM.C7-OUTP 


SOT x,n 


M * 8 


ROM data (a) to scratch pad (Sx) 


Oil 


* 


1 


as ABx, 
addresses Sx 


as DBx to Scratch Pad 


C6-MEM.C7-OUTP 


AUT x 


A ■> F 


ACC data to formatter (Ax) 


1 


* 





as ABx, 
selects Ax 


RBx not used 
(DAx to Formatter) 


C4-AKB.C7-OUTP 


RUT x 


A * S 


ACC data to scratch pad (Sx) 


1 





1 


as ABx, 
addresses Sx 


RBx not used 
(DAx to Scratch Pad) 


C4-AXB.C7-OUTP 


ALU 
Operation 


Tzz m 


M,A ♦ A* 


ROM data (a) to ALU, *ACC unchanged 








as CBx, 
controls ALU 


as DBx to ALU 


C6-MEM (testing) 


zzz a 


M,A ♦ A 


ROM data (a) to ALU, load ACC 


10 





as CBx, 
controls ALU 


as DBx to ALU 


C6-MEM ,C2-ACC 


INz A,x 


F ■» A 


Formatter data (Bx) to ALU, load ACC 


10 1 





as CBx, 
controls ALU 


RBx not used 
(DBx to ALU) 


as ABx, 
selects Bx 


C9-INP.C2-ACC 


INz S,»; 


S ♦ A 


Scratch pad data (Sx) to ALU, load ACC 


10 1 


1 


as CBx, 
controls ALU 


RBx not used 
(DBx to ALU) 


as ABx, 
addresses Sx 


C9-INP,C2-ACC 


Branching) 


Jzz aaaaa 


JUMP 


Jump to address aaaaa 


1 


as CBx, selects 
Mx test Input 


Jump Address, as CBx and DBx 


C6-MEM,C1-JUMP 


Czz aaaaa 


CALL 


Jimp to address aaaaa, save current 
address 


1 1 


as CBx, selects 
Mx test input 


Jump Address, as CBx and DBx 


C6-MEM.C1-JUMP 
.C5-CAIX 


RIN 


RETURN 


Return to saved address 


1 1 ! RBx not used, (Return Address as DBx) 


C3-RETUR 



as CBx to 
Instruction 
Decoder (see Cx 
column or Table 
22.2) 



I 



as CB11 



Table 22.8 Instruction types and program ROM bit allocation 













RBx Bit pattern 
















Schem. 


Operation 


Mnemonic 


15 14 


13 12 


11 


10 9 8 7 


6 


S 4 


3 


2 


1 


Hex. not. 


Comments 


Dest. 


no. 




OUT x,m 


as CBx 

selects 


Cx 


ABx 


CB11 


as ABx 
selects Ax 




as DBx to 


formatter 


60 — 


C6-KEM.C7-OUTP activated 


AX 




OUT 0,m 


1 


1 





m 7 


°>6 


m§ m^ 


m 3 


m 2 


mi ^0 


TWDx Tape Write data 1 


A0 


3 




OUT l,m 


1 


: o 





1 




M 








61 — 


THDx Tape Write data 2 


Al 


3 


M -» F 


OUT 2,m 


C 1 


1 





10 




" 








62 — 


FRDx Read output data 1 


A2 


4,5 


OUT 3,m 


1 


1 





11 




" 








63 -- 


FRDx Read output data 2 


A3 


5 




OUT 4,B 


o : 


1 





10 




" 








64 — 


Write control reg. 


A4 


3 


Memory 


OUT 5,B 


1 


1 





10 1 




" 








65 ~ 


Read control reg. 


AS 


2 


to 


OUT 6,m 


1 


1 





110 




" 








66 ~ 


Main status reg. 


A6 


2 


Formatter. 

destination 

Ax 


OUT 7,m 


1 


1 





1110 

















67 00 


Set M9-GAPD 


A7 


4 


OUT 8,m 


1 


1 1 























70 00 


Set HER (Hard Error) 


AS 


s 


OUT 9,m 


1 


1 1 





10 

















71 00 


Reset MI-XNREQ 


A9 


2 




OUT A.m 


1 


1 1 





10 

















72 00 


Set M7-DDET 


A10 


4 




OUT B,m 


1 


1 1 





110 

















73 00 


(not used) 


All 






OUT C,m 


1 


1 1 





1 Q n»7 


m6 


ms m 4 


D 3 


m 2 


■l "o 


74 — 


Preset timing counter 


A12 


3 




OUT D,m 


1 


1 1 





10 1 




" 








75 — 


Reset M4-TIME 


A13 


3 




OUT E,m 


1 


1 1 





110 




" 








76 ~ 


(not used) 


A14 






OUT F,B 


1 


1 1 





1110 

















77 00 


Reset HER, set CER 
(See Table 22.5) 


A1S 


5 






as CBx 




ABx 


CBlTL as ABx 
























SUT x,m 


selects 


Cx 




r 


selects Sx 




as DBx to 


scratch 


pad 


68 — 


C6-MEM.C7-OUTP activated 


Sx 




SUT 0,m 


1 


1 




n> 7 


"6 


m m 
T 4. 


"3 


m 2 


m l n 


Input command 


eo 






SUT l,m 


1 


1 




1 




69 -- 


Delay LSB 


SI 






SUT 2,m 


1 


: o 




10 




" 








6A 


Delay MSB 


S2 




M •* S 


SUT 3,m 


1 


1 




11 




■ 








6B — 


NRZI/PE (bit 5) 


S3 






SUT 4,m 


1 


1 




10 




" 








6C — 


TWDx, NRZI TRDx 


S4 




Descry 

to 


SUT 5,m 


1 


1 




10 1 




" 








6D « 


TWDx, NRZI TRDx 


ss 




SUT 6,m 


1 


1 




110 




" 








6E — 


Ramp delay. LRC/CRC timing 


S6 




Scratch 


SUT 7,m 


1 


1 




ill 




" 








6F — 


GPCNT. ID read count 


S7 




Pad, 


SUT 3, a 


1 











" 








78 — 


" LRC/CRC detected 


S8 




location 


SUT 9,m 


1 






1 




" 








79 — 


CRC all "0"s 


59 




Sx 


SOT A.m 
SUT B,m 
SUT C,m 
SUT D,m 
SUT E,m 
SUT F,o 


1 
1 
1 
1 
1 
1 






10 
11 
10 
L> 1 
110 

111 




" 








7A ~ 

7B — 
7C — 
7D — 
7E — 
7F -- 


Search indicator 

Gap count for gap test 

Byte count 

Error Indicator 

Gap count. Read ind. 

Post-record delay 

(See Table 22.7) 


SA 

SB 
SC 
SD 
SE 
SF 






AUT x 


as CBx 
selects 


Cx 


ABx 




as ABx 

selects Ax 


mot used) 


20 00 


C4-AKB, C7-OUTP activated 


AX 




CB11 


AUT 





1 





10 

















TWDx Tape write data 1 


AO 


3 




AUT 1 





1 





10 

















21 00 


TWDx Tape write data 2 


Al 


3 




AUT 2 





1 





10 

















22 00 


FRDx Read out data 1 


A2 


4,5 


A -» F 


AUT 3 





1 





110 

















23 00 


FRDx Read out data 2 


A3 


5 




AUT 4 





1 




10 





.? s 











24 00 


Write control reg. 


A4 


3 


Accum. 


AUT 5 





1 





10 10 

















25 00 


Read control reg. 


AS 


2 


to 


AUT 6 





1 





110 

















26 00 


Main status reg. 


A6 


2 


Formatter, 


AUT 7 





1 





1110 

















27 00 


Set M9-GAPD 


A7 


4 


destination 


AUT S 




























30 00 


Set HER (Hard ERROR) 


AS 


5 


Ax 


AUT 9 










10 

















31 00 


Reset Ml-INREQ 


A9 


2 




AUT A 










10 

















32 00 


Set M7-DDET 


A10 


4 




AUT B 










110 

















33 00 


(not used) 


All 






AUT C 










10 

















34 00 


Preset timing counter 


A12 


3 




AUT D 










10 10 

















35 00 


Reset M4-TIME 


A13 


3 




AUT E 










110 

















36 00 


(not used) 


A14 






AUT F 










1110 

















37 00 


Reset HER, Set CER 
(See Table 22.5) 


A15 


5 




RUT x 


as CBx 
selects 


Cx 


ABx 


CBlT 


las ABx 

j selects Sx 


(not used) 


28 00 


C4-AKB, C7-OUTP activated 


Sx 




RUT 





1 


1 




















Input command 


so 






RUT 1 





1 


1 


10 

















29 00 


Delay LSB 


SI 






RUT 2 





1 


1 


10 

















2A 00 


Delay MSB 


S2 




A -» S 


RUT 3 





1 


1 


110 

















2B 00 


NRZI/PE (6 + 5) bit 5 


S3 






RUT 4 





1 


1 


i o o o 

















2C 00 


PE TWDx, NRZI TRDx 


S4 




Accum. 


RUT 5 





1 


1 


10 10 

















2D 00 


PE TWDx, NRZI TRDx 


S5 




data to 


RUT 6 





1 


1 


110 

















2E 00 


Ramp delay. LRC/CRC timing 


S6 




Scratch 


RUT 7 





1 


1 


1110 

















2F 00 


GPCNT. ID read count 


S7 




Pad, 


RUT 8 





1 1 


1 




















38 00 


LRC/CRC detected 


S8 




location 


RUT 9 





1 1 


1 


10 

















39 00 


CRC all "0"s 


S9 




Sx 


RUT A 





1 1 


1 


10 

















3A 00 


Search indicator 


SA 






RUT B 





1 1 


1 


110 

















3B 00 


Gap count for gap test 


SB 






RUT C 





1 1 


1 


10 

















3C 00 


Byte count 


SC 






RUT 





1 1 


1 


10 10 

















3D 00 


Error indicator 


SD 






RUT E 





1 1 


1 


110 

















3E 00 


Gap count. Read ind. 


SE 






ROT F 





1 1 


1 


1110 

















3F 00 


Post- record delay 
(See Table 22.7) 


SF 





Fig. 29a Instruction Set, Data Transfer 
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RBx bit 


pattern 
















Operation 


Mnemonic 


IS 14 13 12 11 10 9 8 


7 6 


S 4 


3 2 1 





Bex. not. 


Comments 








Tzz m 


as CBx 


not 


as CBx sel- 
















M,A ♦ A 
Memory 


selects Cx 


used 


ects ALU func 


as DBx 


to ALU 




02 — 


C6-MEM activated 






TSB m 


00000010 


■7 "6 


m 5 m 4 


IS? tt*2 Bi 


■o 


If A minus m minus 1 




to ALU. 


TAD o 


00000011 




N 






03 — 


A plus m 






(ACCUOU- 


TXR m 


00000100 




" 






04 — 


A © m 






lator un- 


TOR m 


00000101 




" 






OS — 


A + v 






changed) 


TAN n 


00000110 




M 






06 — 


A ■ m 

(If A - 0OB, then MI-ZERO - 1) 










as CBx 


not 


as CBX sel- 




as DBx 


t) ALU, 










M,A •* A 




selects Cx 


used 


ects ALU func 


Result 


to ACC 




40 00 


C6-MEM and C2-ACC activated 






CLK m 


01000000 














A - 00 Bex 






HSU a 


01000001 


"7 "S 


Be ma 


m-) I&2 ni 


"o 


41 -- 


A * a minus A minus 1 






Memory to 


SUB m 


01000010 




* 






42 — 


A - A minus m minus 1 






ALU. (Accu- 


ADD m 


oiooooii 




" 






43 -- 


A * A plus m 






mulator 


XKA m 


01000100 




- 






44 — 


A « A © m 






loaded) 


ORA m 
ANA m 
SET A 


01000101 
01000110 

01000111 




- 






45 — 

46 — 


A • A + m 
A ■ A m 




















47 00 


A > FF Hex 




Schem 
no. 






(Bib) 






lsb 




(If A - 00H, then MI-ZERO « 1) 


Dest. 




INz A,x 


as Cbx 
selects Cx 


CB11 


as CBx sel- 
ects ALU fun 


c tnot 


used) 


as ABx 

selects Bx 


52 — 


C9-INP and C2-ACC activated 


BX 




INS A,x 


010100 10 








... 


. 


A - A minus F minus 1 








INP A,x 


01010011 








... 


- 


53 — 


A » A plus F 








INX A,x 


oioioioo 


o o 





... 


- 


S4 ~ 


A « A © F 








INO A,x 


01010101 








... 


- 


55 — 


A » A + F 






F -» A 


INA A,x 


01010110 








. ' . 


- 


56 — 


A » A - F 






Formatter 




- _ 






10 





— 08 


FHDx CPU Write data 1 


80 


3 


to 




. 






10 


1 


— 09 


FHDx CPU write data 2 


Bl 


3 


ALU 




- 






10 1 





— 0A 


(not used) 


B2 








- 






10 1 


1 


— 0B 


CBC character 


B3 


3 






_ 






110 





— OC 


NRZI Read data 1, Density 


B4 


2,4 






- - - 






110 


1 


— 0D 


NRZI Read data 2 


B5 


4 






- 






111 





— 0E 


PE Env. 


B6 


S 












111 

p 


1 
1 


— OF 


Command input register 


B7 


2 


V 














selects Bx 






(See Table 22.5) 










as CBx 




as CBx sel- 






as ABx 














INz S,x 


selects Cx 


CB11 


ects ALU fun 


< ,not 


used) 


selects Sx 




5A — 


C9-INP and C2-ACC activated 


SX 




INS S,x 


01011010 








_ 


_ 


A ■ A minus S minus 1 








INP S,x 


01011011 








... 


. 


SB — 


A ■ A plus S 








INX S,X 


oioiiioo 








... 


. 


SC — 


A - A © S 








INO S,x 


01011101 








... 


- 


SD -- 


A - A ♦ S 








INA S,x 


01011110 








- 


- 


5E -- 


A » A • S 






S -* A 




... 












— 00 


Input command 


SO 






... 









1 


— 01 


Delay LSB 


SI 




Scratch 
pad 




- - - 






1 
1 




1 


— 02 

— 03 


Delay MSB 

NRZS/PE (6 + 5) bit 5 


S2 
S3 






... 






10 





— 04 


PE THOX, NRZI TRDx 


S4 




to 




_ 






10 


1 


— 05 


PE THDx, NRZI TRDx 


S5 




ALU 




... 






1 1 





— 06 


Ramp delya.LRC/CRC timing 


S6 








_ 






11 


1 


— 07 


GPCNT. ID read count 


S7 








- - - 






10 





— 08 


LRC/CRC detected 


S8 








... 






10 


1 


— 09 


CRC all "0-s 


S9 








... 






10 1 





— 0A 


Search indicator 


SA 








_ 






10 1 


1 


— 0B 


Sap count for gap test 


SB 








_ 






110 





— OC 


Byte count 


SC 








... 






110 


1 


— 0D 


Error indicator 


SD 








_ 






111 





— 0E 


Gap count. Read ind. 


SB 














111 


1 


— OF 


Post-record delay 
(See Table 22.7) 


St 





Fig. 29b Instruction Set, ALU Operation 
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RBx Bit pattern 








Scbem 


Operation 


Mnemonic 


15 14 


13 12 


11 


10 


9876543210 


Hex. not. 


Consents 


Best. 


no. 




Jzz addr. 


as CBx 


as CBx 






as OBx Jump address 




C6-MEM.C1-JUMP activated. 










sel.Cx 


selects 


Mx 






8 


Jump if 


Mx 


1 


JZE 


1 











B 9 m 8 m 7 m 6 m 5. ™4 n 3 m 2 m l m 


Zero 


M0 




JIL 


1 








1 




8- — 


Input command reg . is loaded 


Ml 


2 




JNZ 


1 





1 





" 


8 


NRZI - 1 


M2 


2 




J7T 


1 





1 


1 


" 


8 


7-track = 1 


M3 


2 




JNT 


1 


1 








" 


9 


No timer indication 


M4 


3 


jump 
condi tio- 


JLP 


1 


1 





1 


H 


9 


At load point 


MS 


2 


JRR 


1 


1 


l 





" 


9 


RREQ * 1 


M6 


2.4 


JDT 


1 


1 


l 


1 


** 


9 


Data block detected 


M7 


4 


naliy 


JLW 


1 


1 








" 


A 


LWD = 1 


MS 


2 




JGD 


1 


1 





i 


" 


A 


Gap detected 


M9 


4 




JEO 


1 


1 


1 





" 


A- — 


EOT » 1 


M10 


2 




JPE 


1 


1 


1 


1 


™ 


A- — 


Parity Error 


Mil 


5 




JHE 


1 


1 1 








" 


B 


Hard Error 


M12 


5 




JPR 


1 


1 1 





1 


** 


8 




M13 


5 




JPD 


1 


1 1 


1 







B 


Postamble detected 


M14 


5 




JUN 


1 


1 1 


1 


1 




B 


Jump unconditionally 


MIS 






Czz addr. 


as CBx 


as CBx 






as OBx Call address 




C6-MEM, Cl-JUMP,C5-Call. 










sel.Cx 


selects 


MX 






C 


Call if 


Mx 


1 


CZE 













m 9 n 8 m 7 °6 "s. B 4 m 3 u 2 "l "o 


Zero 


MO 




CIL 










1 




C 


Input command reg . is loaded 


Ml 


2 




CNZ 







1 





*■ 


c 


NRZI » 1 


M2 


2 




C7T 







•1 


1 


* 


c 


7-track = 1 


M3 


2 




CUT 




1 








•• 


D- — 


No timer indication 


M4 


3 


Call 


CLP 




1 





1 


■* 


D- — 


At load point 


MS 


2 


conditio- 


CRR 




1 


1 







D- — 


RREQ - 1 


M6 


2.4 


nally 


CDT 




1 


1 


1 


n 


D 


Data block detected 


M7 


4 


CLH 




1 








" 


E 


LWD • 1 


H8 


2 




CGD 




1 





1 


•* 


E 


Gap detected 


M9 


4 




CEO 




1 


1 





■• 


E 


At EOT 


M10 


2 




CPE 




1 


1 


1 


■ 


E 


Parity Error 


Mil 


S 




CHE 




1 1 








" 


F- — 


Hard Error 


M12 


5 




CFR 




1 1 





1 


m 


F 




M13 


5 




CPU 




1 1 


1 





" 


F 


Postamble detected 


M14 


5 




am 




1 1 


1 


1 




F 


Call unconditionally, 
(PC+1 is saved) 


M15 




Return 


RTN 


as CBx ! 


Ml. CX 


(not used) 


10 00 


C3-RETUR activated 









1 








0000000000 


Return to previous program 


address*! 



Fig. 29c Instruction Set, Branching 



22.3.4 PROGRAMMING EXAMPLES 



-1. Storing input commands in Scratch 
Pad Memory 

One of the very first actions in the 
formatter program is to set up the ini- 
tial operating conditions, among others 
to heed the input commands to the for- 
matter from the CPU. 

One group of such commands are the 
write commands controlled by input strobe 
B7, see schematic 2 and Table 22.5. 
These commands are to be stored in the 
scratch pad register for use later on. 
To do that, they are at first brought 
into the accumulator via the data bus 
and the ALU and then from there loaded 
into location SO in the scratch pad 
memory . 



This takes more than two instructions 
since the data is moved via the ALU and 
is automatically operated on by what- 
ever is presently stored in the ACC. 
To prevent alteration of the data by such 
operation, the ALU is first cleared 
using instruction CLR A, thereby loading 
a into the accumulator. Data on the 
data bus is then entered into the ALU 
by an input instruction which will not 
alter the data by operating on it with 
0. The data will then end up unaltered 
in the accumulator. 

INO A, 7 is such an instruction, which 
will perform an OR operation on the and 
the write commands inputted by B7, 
resulting in the latter being now stored 
in the accumulator, as intended. 
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The data can now be transferred to the 
scratch pad memory using the RUT 
instruction which will transfer the data 
from the accumulator to location SO in 
the RAM. 

However, in the case of the write command 
byte, bits 6 and 7 are not used (see 
Table 22.5), and it is desirable to mask 
out these bits. This is accomplished 
by loading the accumulator with l's in 
the bit positions of interest and O's in 
the positions to be masked out, using 
instruction ORA 3FH. Since 3F is 
0011 1111 in hexadecimal notation, and 
the left most bits are the most signi- 
ficant bits, O's are thus obtained for 
bit position 6 and 7. The data to be 
loaded into the accumulator are subse- 
quently AND'ed with 3F using instruc- 
tion INA A, 7 instead of INO A, 7, essen- 
tially passing on only bits through 5 
to the accumulator. 

The resulting program steps, loading the 
write commands into the scratch pad 
memory, are therefore: 



CLR A 
ORA 3FH 
INA A, 7 
RUT 



ALU 
Clear ALU 
OR and 3F 



ACC 
enter 
enter 3F 



AND 3F and B7 data enter bits 0-5 
Enter Ace. data into location SO 



-2. Testing jump (branch) conditions 

Normally, the decision to jump requires 
only one instruction, e.g. JEO "address", 
which results in a jump to the specified 
address if the simultanously addressed 
multiplexer input M10-EOT is true. 
(The M10-EOT input indicates whether or 
not the EOT marker is being detected in 
the selected mag tape unit) . 

However, not all jump conditions can be 
tested by this direct method. Not, for 
example, the forward command. This 
particular test object is represented by 
bit in the B7 write command byte (see 
Table 22.5). This bit can be examined 
in the ALU if the byte is present in the 
accumulator, by e.g. instruction TAN 01H 
which masks out all bits but bit and 
performs an AND operation on this bit. 
The result (from the NAND gate at the 



ALU output) is clocked into the MO-ZERO 
latch (U46) , and this multiplexer input 
is reached by jump instruction JZE 
"address". 

Unless the write command byte already is 
in the accumulator it must be fetched 
from the scratch pad memory, and the 
program steps may thus be: 



CLR A 

mo s,o 

TMl 01B 

JZE (address) 



ALU 
Clear ALU 
OR and SO byte 
AND SO byte and 01 



ACC 

enter 

enter SO byte 

(SO byte still in ace.) 



Test MO-ZERO and Jinp if true 



-3. Setting up a time delay 

To set up a time delay, a unit of time 
and a count number (multiplication 
factor) must be selected such that the 
count number tikes the unit time equals 
the desired delay. A subroutine (See 
DELAY, Paragraph 23.20) will take care 
of the count bookkeeping and return to 
the normal program at the end of the 
delay. 

The time unit is selected by presetting 
a time counter in the formatter, using 
strobe A12. The count number is a two 
byte hexadecimal number which is trans- 
ferred to locations Si and S2 in the 
scratch pad memory. 

The necessary steps are therefore the 
following: 



OUT C, d. 



SUT 1, m„ 



SUT 2, m. 



wun vaxmi 



Strobe A12 presets the 
counter to m . (for 
10 usee at 75 ips:m=208= 
DOH) . This program step 
may already have been made 
earlier in the program. 

Load Least significant 

.*<*.*««** W*»*>.«. /TQTS\ mm 4 **^ft 

location Si. 

Load Most significant count 
byte (MSB) m, into loc- 
ation S2. 



nil UMI.-UUUX kxuuai j uuip uu 

subroutine DELAY. 
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22.3.5 INSTRUCTION MATRIX 

A source/destination instruction matrix, 
as shown in Table 22.10, gives a very 
usefull overview of the various instructions 
and their functions. The source from which 
the data originates, is listed in the verti- 
cal column, and the destination to which 
the data is transferred, is shown in the 
horizontal row. The table indicates all 
instructions available to transfer data 
from one source to a selected destination, 
including those which at the same time 
perform an operation with an operand in 
the accumulator. 



Destination 





Transfer 


of Data 


Transfer 


and operation 


Transfer of 


Source 


Formatter 
Ax 


Scratch Pad 
Sx 


ALU/Accum. 
ACC 


ALU 


Control 


Program ROM (m) 


OUT x,m 


SUT x,m 


zzz m 


Tzz m 




Formatter Syst. (Bx) 






INz A,x 






Scratch Pad (Sx) 






INz S,x 






Accumulator (ACC) 


AUT X 


RUT x 








(Non-returning) 






Jzz a 


(Returning) 


Czz a/RTN 



Table 22.10 Instruction Matrix 
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SECTION 23 
PROGRAM 



I CONTENTS 








1 23.0 


PROGRAM 




23.20 


DELAY SUBROUTINE 


23.1 


START SEQUENCE 




23.21 


IDWT2 SUBROUTINE 


23.2 


IDWRT SEQUENCE 




23.22 


GPTST SUBROUTINE 


23.3 


COMDC SEQUENCE 




23.23 


DENST SUBROUTINE 


23.4 


WCOMD SEQUENCE 




23.24 


GPCNT SUBROUTINE 


23.5 


RCOMO SEQUENCE 




23.25 


EOTCH SUBROUTINE 


23.6 
23.7 
23.8 


ERASE SEQUENCE 
PWFLM SEQUENCE 
PREAD SEQUENCE 




23.26 
23.27 


COMWT SUBROUTINE 
(incl. COMMW) 

PREMW SUBROUTINE 
(incl. PMIDL) 


23.9 


PWBGN SEQUENCE 




23.28 


DATWT SUBROUTINE 


23.10 


NZBGN SEQUENCE 

23.10.1 NZFLM sequence, 
file marks 

23.10.2 NSWRT sequence, 
NRZI data 


23.29 
23.30 
23.31 


DROPT SUBROUTINE 
RWDAT SUBROUTINE 
RDATA SUBROUTINE 


23.11 


WLBYT SEQUENCE 




23.32 


TRANS SUBROUTINE 


23.12 


NREAD SEQUENCE 




23.33 


TRANB SUBROUTINE 


23.13 


DTRAN SEQUENCE 




23.34 


NDLAY SUBROUTINE 


23.14 


NZGAP SEQUENCE 




23.35 


CRCET SUBROUTINE 


23.15 


RREVM SEQUENCE 




23.36 


NOCKC SUBROUTINE 


23.16 


DREND SEQUENCE 




23.37 
23.38 
23.39 


SDLAY SUBROUTINE 
ERTST SUBROUTINE 
DUALR SUBROUTINE 



23.0 PROGRAM 



Most of the formatter logic is built 
into the microprocessor software. The 
program, stored on ROMs, consists of 
close to 1 k 16-bit words. The program 
provides testing of input commands and 
status signals and the consequent 
branching to the proper sequences which 
will bring about the desired formatter 
operations. These operations vary as 
to format (PE/NRZI) , purpose (read/ 
write/erase/edit) , movement (forward/ 
reverse/search) and contents (data, 
file mark, ID Burst), see List of 
Commands, Table 23.1. 

Accordingly, the program is broken up 
into corresponding subprograms or 
sequences, each capable of handling its 
particular set of requirements, see 
Fig. 23.2. 

A formatter operation always starts 
with the START sequence. After the 
operation is completed, the program 
returns to this sequence, in which 
registers are cleared and the initial 
conditions for a new command are set 
up. The program then enters a standby 
state waiting for the new command. 



If the tape is at load point and the 
format selected is PE, the program 
immediately enters the IDWRT sequence 
which is concerned with reading or 
writing the PE Identification Burst. 
Otherwise, the program enters the COMDC 
sequence, in which further command 
decoding takes place. 

At this point the program splits into 
two major parts, the WCOMD and RCOMD 
command decode sequences, respectively 
concerned with writing and reading. 

The WCOMD write command decode sequence 
is followed by the various actual 
sequences: either the ERASE, the PWFLM 
(write PE File Mark) , the PWBGN (write 
PE data) or the NZBGN (write NZRI) 
sequence. The NZBGN sequence branches 
internally into a NWFLM (write NRZI file 
mark) and a NSWRT (write NRZI data) 
sequence. The ERASE sequence is in- 
cluded here because all write operations 
are preceded by erasing, and an erase 
operation is simply a write operation 
without write strobes. 







FILE 
MARK 


EDIT 


WRITE 






ERASE 


FWD 


Command 


DB4 


DB3 


DB2 


DB1 


DBO 


Read Forward 


1 











1 


Read Reverse, Normal 


1 














Read Reverse, Edit 


1 





1 








Write, Normal 


1 








1 


1 


Write, Edit 


1 





1 


1 


1 


Write File Mark 


1 


1 





1 


1 


Erase, Variable Length 











1 


1 


Erase, Fixed Length 





1 





1 


1 


Space Forward 














1 


Space Reverse 

















File Search, Forward 


1 


1 








1 


File Search, Reverse 


1 


1 











File Search, Forward, 












Ignore Data 





1 








1 


File Search, Reverse, 












Ignore Data 





1 












Table 23.1 List of Commands 



START s?i 
Initializing \y 



Fig. 23. 2 Program Flow 



IDWRT ,0, 

Write and read PE ID Bursts \D 



I 



COMDC /T\ 

Decode general commands \~s 

=zi 



WCOMD /-J. 

Decode write commands Kj) 



ERASE /J\ 

Enable writing V^y 
without generating 
write strobes 
(NRZI i PE) 



RCOMD S>. 

Decode read commands v^' 



PWFLM ^r\ 
Write \L> 

PE file mark 



PREAD (Z 
Read PE ^ 
(in hardware). 
Check for 
PE file mark 



PWBGN (OJ 
Write PE data \2> 
including 
pre/postamble 



NZBGN /TJ. 

Write NRZI data or rile mark KZ> 

WLBYT _ 

Write check character (l y 



NREAD (fj, 

Prepare NRZI read operation k3) 



-c> 



RREVM /p> 

Read check cnaracters sSr 



DTRAN /J5> 

Read NRZI data <i3/ 

Read check characters ifjwd. 

NZGAP Q 

Check for file mark, errors 



IRAMPD^ 



DREND 
Terminating 



Continue 

search 

operation 



"On the fig 



Standby 



The various write sequences are termi- 
nated by the DREND and RAMPD sequences 
which appropriately terminate the write 
operations, and respectively provide 
the proper post-record delays and the 
cessation of tape movement before 
returning to the START sequence. 

The RCOMD read command decode sequence 
is followed by the PREAD (read PE) and 
the NREAD (read NRZI) sequences. A 
NRZI block of data is not, as with PE, 
symmetrical in its format structure. 

In read reverse, the check characters 
arrive first, and a special sequence 
RREVM is provided to handle the check 
characters before entering the data 
transfer sequence DTRAN. The RREVM 
sequence splits internally into sequ- 
ences for respectively 7-track and 9- 
track operation. 

NRZI data characters and check charac- 
ters in the forward mode are handled 
by the DTRAN sequence. Finally, the 
read sequences are terminated by the 
DREND and RAMPD sequences, as was the 
case for the write sequences. 



The PREAD sequence is very simple 
because the actual read operation is 
performed in hardware. The PREAD sequ- 
ence utilizes parts in common with the 
PWFLM and PWBGN sequences. 

Note that all timing delays in the 
program are given in values of a 75 ips 
tape drive. However, the actual delays 
depend on the internal clock frequency, 
and this will be set according to selec- 
ted tape speed , and ensure proper delays . 

In addition to the sequence groups shown 
on Fig. 23.2 and described in paragraphs 
23.1 - 16, there is a number of sub- 
routines called out in the program to 
perform often repeated operations . These 
are described in paragraphs 23.20 - 38. 

For each sequence, two flow charts are 
shown in addition to the program listing. 
One flow chart is functional and gives 
an explanatory description of the major 
events i.n the sequence. The other flow 
chart gives a detailed description of 
the program listing. The functional 
flow charts will normally give a self- 
explanatory account of the program 
operation, and the following text is 
meant only to be supplementary comments 
to the flow charts. 

23-1 



23.1 START SEQUENCE 



The START sequence serves to initialize 
the program and to ready the formatter 
for action. 

The main control registers and 
the input-loaded flip-flop (Ml-INREQ) 
will initially have been cleared by 
external clear signals (Formatter 
Enable FFEN = 1 or Power-On-Clear POCP 
= 0) , but since the program can return 
to the START sequence on its own, it 
must contain provisions to reset these 
registers by itself. 

As soon as a command for a new operation 
has been received (Ml-INREQ = 1) , the 
Formatter Busy line FSBY is set true, 
and the program then tests for non-valid 
commands: Read Reverse from BOT, or 
Write Reverse. All other commands are 
accepted, Table 2 3.1 not being exclusive. 

When, in the NRZIT statement, the for- 
matter enables tape motion, the NRZI 
status line NRZS is set true. A test 
on selected format is made, however, 
immediately afterwards, and if it proves 
to be PE, the status line is corrected and 
set false. The program is written this 
way to save bytes in the program memory. 

Other byte saving measures include the 
early storing of pre-record delay values, 
in some cases only part of the total value . 

The START sequence can be entered from 
one of the subroutines, the GPTST gap 
test routine. This will prevent tape 
run-out if read status for any reason is 
lacking during a gap test. 



FUNCTIONAL FLOW CHART 



{ START ) 



START 



Set up initial con 
ditions: by clear- 
ing and setting 
varicus registers 




Store and check 
acceptability of 
comnands . 



Various 
„„ tests 



WTEST, BOTST 



Formatter Busy 
FBSY true 



Setting control 
registers according 
to comnands . 



'ST I 



Tape starts 

moving 



Btanching off to 
handle ID Burst 



<> 



(75 ips 
values] 



Generate ID Burst 
5.3 ns pre- record 
delay 



Generate NRZI Read 
from BOT 20 as 
pre-record delay 



Generate Read 
Reverse 4 ms pre- 
record delay 



COMDC 



0034 8C26 



0000 


7100 


START l 


OUT 


9.00H 


0001 


6600 




OUT 


4,00H 


0002 


6400 


INTIMI 


OUT 


4,00H 


0003 


6500 




OUT 


5.00H 


0004 


6406 


1NCHC: 


JIL 


SMOTN 


000! 


BC04 




J UN 


INCHC 


0004 


6601 


SMOTNt 
1 

1 


OUT 


6,01H 


0007 


4000 


1 


CLR 


A 


0008 


453F 




ORA 


3FH 


0009 


5407 




INA 


A, 7 


000A 


2B00 


i 


RUT 





000B 


0601 




TAN 


01H 


oooc 


soot 




JZE 


WTEST 


000D 


BC12 




J UN 


NRZIT 


000E 


0602 


WTEST: 


TAN 


02H 


0OOF 


SOU 




JZE 


BOTST 


0010 


BC00 




J UN 


START 


0011 


9400 


BOTST: 


JLP 


START 


0012 


6609 


NRZIT: 


OUT 


4.09H 


0013 


74D0 


SET10: 


OUT 


C,0D0H 


0014 


0018 




JNZ 


NRZIM 


0015 


6B20 




SUT 


3,20H 


0016 


4429 




OUT 


4.29H 


0017 


BC19 




JUN 


STAR1 


0013 


4B00 


NRZIM: 


SUT 


3.00H 


0019 


4F00 


STAR1 : 


SUT 


7,O0H 


001A 


7800 




SUT 


8,00H 


001B 


7900 




SUT 


9.00H 


001C 


7A00 




SUT 


A,00H 


0010 


7 COO 




SUT 


C.00H 


001E 


4000 




CLR 


A 


001F 


5504 




I NO 


A, 4 


0020 


4480 


. 


ANA 


BOH 


0021 


5D00 


» 


1NO 


S,0 


0022 


2000 




RUT 





0023 


9428 


LPTST: 


JLP 


NTEST 


0024 


4990 




SUT 


1.90H 


0025 


6A01 




SUT 


2,01H 


0026 


FCD5 


CDLAY : 


CUN 


DELAY 


0027 


BC9E 




JUN 


COMDC 


0020 


4000 


NTEST: 


CLR 


A 


0029 


4540 




ORA 


40H 


002A 


5D00 




1NO 


S,0 


002B 


2800 




RUT 





002C 


8832 


1 


JNZ 


D20MS 


002D 


7E09 




SUT 


E.09H 


002E 


6912 




SUT 


1 ,12H 


002F 


6A02 




SUT 


2.02H 



0030 


FC05 




CUN 


DELAY 


0031 


BC3S 




JUN 


IDWRT 


0032 


69 00 


D20MS: 


SUT 


1 ,0D0H 


0033 


6A0 7 




SUT 


2.07H 



I RESET INPUT LOADED SIGNAL. 
I RESET MAIN STATUS REGISTER 
(RESET WRITE CONTROL REGISTER 
I RESET READ CONTROL REGISTER 
IWAITING FOR NEW COMMAND 

1SET FORMATTER BU8Y. 
I NOTE THAT WE HERE A8SUME THAT WE 
IARE OPERATING IN NRZI MODE. IF IT 
IIS PE MODE) THIS WILL BE CORRECTED 

I LATER. 

IMASK OUT BIT 4 4 7 

I LOAD INPUT COMMAND REGISTER INTO 

; ACCUMULATOR 

; STORE COMMAND INTO REGISTER SO 

iTEST UPON FORWARD MODE ( BIT ) 

; REVERSE IF ZERO 

! FORWARD MODE 

iTEST UPON WRITE MODE < BIT 1 > 

jREAD MODE IF ZERO 

iWRITE REVERSE IS NOT ALLOWED 

! REVERSE FROM BOT IS NOT ALLOWED 

iSET MOTION 

iSET-UP FOR 10 MICROSECONDS TIMING 

iTEST UPON NRZI MODE 

iSET PE MODE 

iSET CORRECT STATUS 

iSET NRZI MODE 

i RESET TIMING REGISTER 

! RESET TIMING REGISTER 1 

i RESET TIMING REGISTER 2 

; RESET FILE SEARCH REGISTER 

i RESET BYTE COUNTER 

;LOAD STATUS PATTERN 
;MASK OUT ALL BITS EXCEPT BIT 
:7 i SINGLE STACK HEAD INDI- 
CATOR BIT 
;LOA0 COMMAND BYTE 
;STORE COMMAND. BIT 7 NOW 
; INDICATES SINGLE/DUAL STACK HEAD 



i SET-UP FOR 4 MILLISECOND DELAY 

! RETURN FROM DELAY 

iSET BOT-BIT 

;OR ACC WITH COMMAND REG. 

; COMMAND REGISTER NOW CONTAINS 

i INFORMATION ABOUT BOT 

iNRZI FROM BOT? 

iSET READ ID COUNTER 

; SET-UP FOR 5,3 MILLISECOND 
! DELAY. NOTE THAT WE DO NOT 
; DISTINGUISH BETWEEN READ OR 
iWRITE WHEN GOING FROM BOT 
ilN PE MODE. THIS IS DONE 
; LATER IN THE PROGRAM 



iSET-UP FOR FIRST PART OF PRE- 
; DELAY WHEN GOING FROM BOT IN 

iNRZI MODE 



The DELAY subroutine generates a time 
delay according to a preset time base 
(SET10, strobe A12) and a multipli- 
cation factor stored in scratch pad 
positions Si and A2 . (See Paragraph 
23.20). 



23-2 



DETAILED FLOW CHART: 




t START 1 J \16j 



^START:) 



00 -> A9<^ 2 y 

Reset input 
Load status 



00 -»■ A6^2) 
Reset 
Status_ Reg 



G 



INTIMrJ 



00 -* A4< 3) 
Reset v 



Write Reg 



J 



00 -»■ A5/2\ 

Reset ^ 
Read Reg 



TlNTIM ) 



(_smotn) 




Register strobe 
Schematic no. 




01 -> A6<2 
set FBSY 



1 



3F ~* Acc. v 



Ace B7^1> 
load command 



I 



Ace ■+ SO 
Store 
command 



( sETIO J 
(nrzit) 



© 



09 -*■ A6<2) 

set 
motion 



DO -> A12< ^ 

set 10 ys^ 
timing 



/§k (SETIO ;) 




00 -*" S3 
set NRZI 

status 



C sTA £i) 




00 ■* S7 
Reset 
timing reg.O 



00 -» S8 
Reset timinc 



(wTESTz) N ' 




00 -y S9 

Reset timinc 
reg. 2 



00 ■+ SA 
Reset file 
Search ind. 



00 ■* SB 
Reset byte 
count reg. 




20 ■+ S3 

set PE 
status 



29 

set PE 
mode 



J6<$> 



BOT? \ NO 
S M5-LPD=1' 



(ntestQ 



YES 



set SO 

bit 6=1 
Bot ind. 



90 ■+■ SI 
01 "»■ S2 
4 ms del. 



'NRZI 
, mode? 
M2-NRZ=1 



YES 



09 -*■ SE 

set Read 
ID Counter 



(P20MSQ 



DO -*■ SI 
07 ■*■ S2 
20 ms del 



12 -> SI 

02 -y S2 

5,3 ms del. 



(CDLAYM 



Call 
DELAY 

20 





INITIALIZING 



START 

© 



23-3 



23.2 IDWRT SEQUENCE 



The IDWRT sequence performs the reading 
and the writing of the PE ID Burst. The 
ID pattern consists of alternate "0"s 
and "l"s in the P-channel, all other 
channels being DC-erased. The ID Burst 
lasts for a period of 33 ms and is then 
followed by a 46.6 ms gap to the first 
data block. (Note: 75 ips values are 
used throughout . ) 

12.7 ms after the start of the ID opera- 
tion, the written or read ID pattern is 
checked. If it is correct, the* ID 
detected signal FCCG/ID is set true for 
2 ms. If not, the program will try nine 
times before giving up, using SE to keep 
count. 

There is no spacial read-only sequence. 
The program goes through the motions of 
writing, but without actually doing so, 
since the write strobes are not enabled. 

The IDWT2 subroutine generates the "0"s 
and "l"s for the number of times that 
is stored in the SI and S2 registers. 
The character period is preset by the 
A12 strobe. (See Paragraph 23.21.) 
With the write strobe disabled (ETWDS=0) 
the IDWT2 is used to generate a delay 
of 4 msec. 

In the read-only mode a subroutine, 
GPTST, is used to detect the gap between 
the ID Burst and the first data block. 
(See Paragraph 23.22.) The gap count 
value loaded into SB determines the 
number of 2.5 time periods which the 
gap should last. 

The DUALR subroutine is used to condition 
the operation for reading unless the 
transport has a single stack head and 
is in the write mode. (See Paragraph 
23.39.) 



rUNCTICMJU, FLOW CHART: 



( IDWRT J 



rC 



Wit* ID Pattern 
for 12.7 ma 



Try 9 Timnm Write 

ID tor 0-0167 ■» 
to keep continuity 



^ 



i 



SIHGLE STUCK 



IMdud Writs 
ID Pattern taz 
0.133 M 



K>* 



MSB 



continue writing 
for 30.3 mm to 
achieve desired 
total of 33 mm 



ID PATTCFH 

MOT DETECTED >V ?D PATTBRW 



DETECTED 



^ 



Detect * 5 char, 
period <jap 



Continue writing 
for 18.3 an to 
achieve desired 
total of 33 — 
TDLflL «1 



0033 


4000 


IDWRT l 


CLR 


A 


0036 


SD00 




INO 


S,0 


0037 


0602 




TAN 


02H 


0038 


903A 




J2E 


012.7 


0039 


6403 




OUT 


4.03H 


003* 


69FA 


012.71 


SOT 


1.0FAH 


0038 


6A02 




SUT 


2.02H 


003C 


74D8 




OUT 


C.0D8H 


0030 


FC4B 




CUN 


IDUT2 


003E 


5000 




INO 


9,0 


003F 


0602 




TAN 


02H 


0040 


80SD 




JZE 


IDUCK 


0041 


0660 




TAN 


80H 


0042 


8044 




JZE 


D20.3 


0043 


BC5D 




JUN 


IDUCK 


0044 


69 C2 


020.31 


SUT 


1.0C2H 


004S 


6A04 




SUT 


2,04H 


0046 


FC48 




CUN 


I0UT2 


0047 


BC77 




JUN 


IDLDL 


0OSD 


6620 


IDWCKl 


OUT 


6.2DH 


00SE 


6904 




SUT 


1,04H 


005F 


FC48 




CUN 


IDWT2 


0060 


7200 




OUT 


A.00H 



0061 6904 

0062 FC48 

0063 5306 



DHCtlTat. Write 



Ducttwt* R«*d 
Operation 



How «p« for 



0064 
006S 
0066 
0067 

0068 
006? 

006A 
006B 
006C 
006D 
006E 
006F 
0070 

0071 
0072 
0073 
0074 
007S 

0076 
0077 
0078 
0079 
007A 
007B 
007C 
0070 
007E 
007F 

0080 
0081 
OODO 
00D1 
00 02 
00D3 



04FE 
8080 
6629 
6902 

FC4B 
5 DOE 

4200 
806E 
3E00 
BCSD 
6978 
FC48 
6900 

5000 
0602 
80 DO 
694A 
6M4 

FC48 
6629 
4401 
69F0 
FC48 
FCAE 
2600 
6A14 
FCD5 
BD1D 

6520 
BC6E 
6620 
7B01 
FC82 
6629 



00D4 BC9E 



IDLDL! 



IDDET: 
IDROLj 



CUN 
INO 



TXR 
JZE 
OUT 
SUT 

CUN 
INO 

SUB 
JZE 
RUT 
JUN 
SUT 
CUN 
OUT 

INO 
TAN 
JZE 
SUT 
SUT 

CUN 
OUT 
OUT 
SOT 
CM 
CUN 
AUT 
SOT 
CUN 
JON 

OOT 
JON 
OOT 
SOT 
CON 
OOT 

JUN 



1.04H 

IDHT2 
A,6 



0FEH 
IDDET 
6,29H 
1.02H 

IDUT2 
S,0EH 



IDFIN 

E 

IDUCK 

1.78H 

IDUT2 

5,00H 

02H 
IDROL 
1.4AH 
2,04H 

IDWT2 

6.29H 

4,01H 

1 .OF0H 

IDWT2 

DUALR 

6 

2.14H 

DELAY 

UCOHD 

5.20H 
IDFIN 
6.2DH 

b.oih 

GPTST 
6.29H 

COH0C 



I LOAD COMMAND 

ITEST UPON WRITE NODE ( BIT 1 ) 

INO WRITE IF ZERO 

I BET WRITE AMD ETUDS 

I BET-OP FOR 12,7 MILLIBEC0ND8 DELAY 
(SET-OP FOR 8,33 MICROSECONDS TIMING 

IHE KNOU THAT ACC. IS ZERO NOW 

(TEST UPON WRITE MODE ( BIT 1 > 

INO WRITE IF ZERO 

I TEST UPON SINGLE STACK HEAD 

I SINGLE STACK HEAD IF ZERO 

I DUAL STACK HEAD 

ISET-OP FOR 20,3 MILLISECONDS DELAY 



I SET READ 

ISET-UP FOR 0,066 MILLISECOND 

(WRITING 

ISET PEDET. THIS IS NECESSARRV 
{BECAUSE THE READ ELECTRONICS 
•WILL NEVER ACCEPT A PE START 
IUITH ALL CHANNELS DC ERASED 
I EXCEPT THE P-CHANNEL. 

ISET-UP FOR 0,066 MILLISECOND 
I WRITING 

IWE KNOW THAT ACC IS ZERO 

I LOAD ENVELOPE PATTERN INTO 

i ACCUMULATOR 

;TEST IF INFO ONLY IN P-CHANNEL 

;OK IF ZERO 

I RESET READ 

;SET-OP FOR 0,033 MILLISECONDS 

; WRITING 

ILOAD ID READ COUNTER. WE KNOU THAT 

IACC IS ZERO HERE 

; DECREMENT ACC 

INO ID-DETECTION AT ALL IF ZERO 

I STORE SE 

1TRY ONCE MORE 

ISET-UP FOR 2 MILLISECONDS WRITING 

I RESET ID D ET ECTED SIGNAL ( IF IT 
IIS SET >. 

I TEST OPON WRITE MODE (BIT 1 > 
INO WRITE IF ZERO 

ISET-UP FOR 18.3 MILLISECONDS 
■WRITING 



IRESET READ 

I RESET ETHOS 

ISET 4 MILLISECONDS DELAY 



iSET READ IF NOT SINGLE STACK 
ISET-UP FOR 43 MILLISECONDS DELAY 



ISET ID DETECTED 



ISET READ 

ISET GAP COUNTER 



IRESET READ TO CLEAR THE READ 
IELECTRONICS 
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DETAILED FLOW CHART 




(idwrtT) 



03 + A4<3/ 
set write 
+ ETWDS 



feD 



70 -> SI 

08 -»■ S2 

18 ms 



c pism) y 



YES 



C2 -*" SI 




04 -* S2 




20.3 


ms 




Call I 


DWT2 




21 






^IDWCKj) 



D ■* A6<2^ 



set Read 



04 -> SI 
0.0867 ms 



Call IDWT2 

21 



I 



00 * A10 <§> 
Set PEDET 



04-**! 
0.46*7 ms 



X 



Call IDWT2 
21 



B&<§>* Ace 

IDCHK 



C IDDET^) 




NO 



20 -> A^^ 
set ID V%/ 



29 -> A6\ 2 , N 
Reset READ 




(idldlT) 



Call IDWT2 
21 



00 ■* A5<^\ 
Reset ID V/ 
Detected 




Write\NO 
mode? y ^ mmt 
'Bit, 1 



1 



4A -* SI 
04 -* S2 
18.3 ms 



Call IDWT2 
21 



29 -> A6\2^ 
Reset READ 



I 



01 ->A4<^> 
Reset ETWDS 



F0 ■+ SI 
4 ms delay 



Call IDWT2 
21 



1 



Call DUALR 
39 



Ace ■*" A6> 
Set READ 
if dual head! 



6 <2% 
D V I 



14 ■*■ S2 
42.6 ms 



Call DELAY 
20 



J 

' WCOMD 
4 



(jdrdlT) 



2D ->■ A6<3) 
set read 



01 * SB 
set gap count 



Sail GPTST 
22 



29 -"A6<£> 
Reset Read 




ID BURST 



IDWRT 

© 
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23.3 COMDC SEQUENCE 



The COMDC sequence decodes commands and 
status signals and generates the re- 
mainder of the pre-record delay according 
to the decoded mode of operation. 

The read strobe flip-flop (U25,4) is 
reset by the A2 just in case it has 
been set by noise in the start-up 
phase. 



rUllCTICINAL FLOW CHART: 



C B - c j 



Clear various 
Read Operation 
reflate r> 



SINGLE STACK 



o 



Activate Read 
Opt ration 



O 



Select and generate 
reaainder of pre- 
record delay acco- 
rding co node 



00»E 


4300 


COHOCi 


OUT 


2.0OH 


00»F 


4C00 




SUT 


4,00H 


00A0 


4000 




SUT 


3,00H 


00A1 


7000 




SUT 


O.00H 


O0A2 


7 COO 


1 


PUT 


C.OOH 


00A3 


FCAE 




CUN 


OUALR 


00A4 


2100 




AUT 


1 


OOAS 


4000 




CLR 


A 


00A* 


sooo 




INO 


5,0 


00A7 


0102 




TAN 


02H 


00A8 


8120 




JZE 


RCOMD 


00A9 


0140 




TAN 


40H 


OOAA 


BOSS 




JZE 


FILTS 


OOAS 


IMS 




SUT 


I.83H 


OOAC 


1A19 


1 


SUT 


2,1»H 


OOAD 


BC8F 


1 


J UN 


UOLAV 


OOBB 


0108 


F1LTS1 


TAN 


08H 


OOBC 


eoci 




JZE 


SSTBT 


OOBD 


1»F8 




SUT 


1.0FRH 


OOBE 


1AU 




SUT 


2.11H 


OOBF 


FCOS 


HOLAYI 


CUN 


DELAY 


ooeo 


BOID 




J UN 


ucono 


00 CI 


0480 


S6TSTI 


TAN 


80H 


00 C2 


80CT 




JZE 


SEVTS 


OOCI 


8CC1 




J7T 


03. JH 


00C4 


ltA7 




SUT 


1.0A7H 


00C5 


BCBF 




JUN 


MOLAY 


00C6 


1»4D 


D3.3HI 


SUT 


l,4DH 


00C7 


1A01 




SUT 


2.01H 


00 CO 


BCBF 




JUN 


MOLAY 


ooc? 


8 CCO 


SEVTS: 


J7T 


Ds.srt 


OOCA 


1V1F 




SUT 


1.4FH 


OOCB 


1A01 




SUT 


2,01H 


OOCC 


BCBF 




JUN 


MOLAY 


ooco 


1T1S 


OS. in: 


SUT 


1,I5H 


O0CE 


1A02 




SUT 


2.02H 


OOCF 


BCBF 




JUN 


UOLAY 



■RESET READ RES. 

I RESET OATA RE61STER 1 

IRESET DATA RE6ISTER 2 

I RESET NRII ERROR RE6IBTER 

IRESET NRZ1 FILEHARK BYTE 

I COUNT RE6ISTER 

ISET READ IF NOT SINGLE 4 WRITE 



ITEST UPON URITE NODE C BIT t t 
(READ ONLY IF ZERO 
ITEST UPON BOT NODE ( BIT 1 ) 
INO BOT START-UP IF ZERO 

ISET-UP FOR IS MILLISECONDS 
■ DELAY ■ LAST PART OF PREOXLAY 
IUHEN STARTING FROM BOT 

ITEST UPON WRITE FILEHARK (BIT 1> 
INO FILEHARK IF ZERO 

ISET-UP FOR 41 MILLISECONDS DELAY 
■FILEHARK DELAY. 



ITEST UPON SINGLE NODE < BIT 7 > 
I SINGLE STACK HEAD IF ZERO 

ISET-UP FOR 1,17 MILLISECONDS DELAY 
ISET-UP FOR 3,31 MILLISECONDS DELAY 

ISET-UP FOR 1,17 MILLISECONDS DELAY 
ISET-UP FOR 3,33 MILLISECONDS DELAY 



6 



( ROOM) J 
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DETAILED FLOW CHART: 



(cOMDc) 




00 -*- A2<4) 
Reset reaa 
request line 



00 ->■ S4 

00 ■* S5 

Reset data 

stor. reg. 



00 -*■ SD 

Reset error 

register 





1 


00 -* sc 
Reset file- 
mark byte 
1 check req. 






Call DUALR 
39 



A6/2S 



Ace 

Set Read 

if dual head 



Write 

mode? > YES - 
JBit 1" 





(D46MS:) 



FILE 
MARK 



F8 -► SI 

11 -*■ S2 

46 ms 



.7-trackv^YES 
M3-7TR=1/ 



\ 



NO 





9-TR 


1 A7 -»■ SI 


1,67 ms 


j delay 



DUAL 

7-TR 

(d3.3m) 



40 ■-► SI 
01 -* S2 i 
3.33 ms del | 



( wDLAY ■) 



(^EVTsT) 



• 7-track 
M3-7TR=1/ 



NO 



YES 



SINGLE 



9-TR 



7-TR 



(SEE) 



6F -> SI 
01 -> S2 
3.67 ms 



15 -► SI 
0*2 -»■ S2 
5.33 ms 




FROM 

BOT 

(Previously 

in START: 20 ms) 



85 h. si 

19 -> S2 
65 ms del 



COMMAND DECODE 



COMDC 

® 
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23.4 WCOMD SEQUENCE 



The WCOMD sequence decodes the write 
command and selects the proper write 
sequence to follow. The pre-record 
delay was completed in the COMDC 
sequence . 

The DENST subroutine selects proper 
timer period (A12, 3) and post-record 
delay according to pre-selected density. 
(See Paragraph 23.23.) 



FUNCTIONAL FLOW CHART: 



WCOMD 



3 



HUE 
0I1F 
0120 
0121 
0122 
0121 
012* 
0125 
0124 
0127 
0129 
012» 



FCEU 
?92A 
FCAE 
♦ 502 
2100 
4000 
St>00 
0110 
SUB 
9A0B 
040B 
S18D 
BD69 



neurit' : CUN 

EHPlun: CUN 
OR* 
AUT 
CLR 
I NO 
TAN 
JZE 
JNZ 
TAN 
JZE 
J UN 



012A 70FF 
012B 1200 
012C B01F 



i 
BADER: 



SUT 
OUT 
JUN 



OfcNST 

BADER 

DOALR 

02H 

6 

A 

S,0 

10H 

ERASE 

NZBGN 

08H 

PU8GH 

PWFLM 

D.OFFH 

2.00H 

ERHOD 



;SET CORRECT DENSITY 
;1F TRUE - BAD ERASE 



1SET DBSY LINE 
iSET 0BSY STATUS 



;TEST UPON ERASE HOOE ( BIT •♦) 

I ERASE HOOE IF ZERO 

1NRZI note? 

ITEST UPON FILEMARK < BIT 3 ) 

;NO FILEnARK HRITINS IF ZERO 

JPE WRITE F1LEMARK OPERATION 

ISET HARD ERROR REGISTER 
(RESET RRES LINE 



Set proper charac- 
ter period accor- 
ding to density. 



BADER 



Sot Error Register if 
noise has triggered 
the read strobe flip- 
flop. 



ERMOD 



Select proper write 
sequence . 

Set Data Busy, 
FDBSY =1. 

Activate Read Operation 
if dual stack head. 
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Call 
DENST 23 



(bader^ 



NRZI 





FF ■* SD 
Set Error 



OC -* A2<^> 
Reset RRE$ 



YES /NRZI 
»M2-NR7= 



DETAILED FLOW CHART: 



fERMODj) 



Call DUALR 
39 



_L 



02 U Ace 
Set DBSY 



Ace -»■ A6X/ 
Set DBSY 




WRITE COMMAND DECODE 



WCOMD 



© 
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23.5 RCOMD SEQUENCE 



The RCOMD sequence decodes the read 
command and selects the proper read 
sequence. Furthermore, the read post- 
record values are stored in SF 
using the DENST subroutine. 

While the program is waiting for the 
first read data, the possible appear- 
ance of EOT is being checked. If detec- 
ted, the Search Indicator (SA) is set. 
(See Paragraph 23.25 on the EOTCH sub- 
routine . ) 

The gap length is also being checked, 
using subroutine GPCNT. This subroutine 
specifies a certain maximum allowable 
length (period) beyond which it will 
stop tape motion and return to the START 
sequence. The length is for the 
standard TDF 4050 selected to be 4.37 
meters, but can be reprogrammed if 
desired, see Paragraph 23.24. (Where- 
as the GPCNT subroutine is used to check 
that a gap does not exceed a certain 
maximum value, the use of the GPTST sub- 
routine can be said to ascertain a gap 
of a certain minimum value.) 

Note that by returning the program to 
the START sequence when the gap period 
is exceeded, there will be no hang-up 
necessitating a master clear signal to 
continue operation. As soon as the 
FBSY line goes false, the formatter will 
be ready for a new command. This also 
applies when the tape drive stops tape 
motion in reverse at BOT, since it is 
the gap travel time which is checked, 
not the actual gap length. 



FUNCTIONAL FLOW CHART: 



( RCOMD ) 



Set timer period 
according to 
density. 

Select and store 
read post-delays 
in SF. 



DDETC 




NO 



PE 



Check if EOT is 
being passed. 



YES 



<> 



NRZI 



/pREAD \ 



Check gap length. — 



/nreadN 



• 120 


FCE9 


II COUP I 

Poet!: 


CUN 


DENST 


ISET CORRECT DENSITY 


012E 


♦032 


JDT 


RNTST 


;DATA DETECTED' 


012F 


P03* 




CUN 


EOTCH 




0130 


FMB 




CUN 


6PCNT 


(CALL GAP COUNT TEST 


0131 


BD2E 




J UN 


0DETC 




0112 


•A»» 


RNTST: 


JNZ 


nread 


INRII REACT 


0131 


BDEB 




J UN 


PREA0 


IPE READ OPERATION 
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(rCOMD?) 




Call DENST 
23 



(pPETC:J 




PE NO /NRZI \ YES NRZI 
M2-NRZ=1 



Trotst) 



Q 




DETAILED FLOW CHART: 



Call EOTCH 
25 



Call GPCNT 
24 



READ COMMAND DECODE 



RCOMD 



® 
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23.6 ERASE SEQUENCE 



The ERASE sequence results in an erase 
operation by forwarding the write command 
(FWRT/TSWS) to the tape transport, and by 
omitting to generate write strobes 
(TWDS) . 

There are two types of erase operations. 
The first one is a fixed length (2.7 
inch) type operation, the second one a 
variable type which keeps erasing 
until it is terminated by the Last 
Word signal FLWD. The (F)WFM command 
signal selects type of operation. 



The FLWD signal is only transmitted on 
demand, by the FDWDS signal. The latter 
signal must therefore be continuously 
repeated, and at the proper synchronous 
rate. This rate is at the double timing 
counter rate wherefore the timing latch 
(U44,3) is set twice in the waiting loop. 



hwctiohal nan chakt: 



C ""■ ) 



Acttata 

Raad Operation 



ttod lwgth VARIABLE UNOn 



■o 



Scats for 36 as 



" MUTING \ 
LOOP I 



•at an if 
data datactaO 




"Tferd Dataptai 



Stop tap* 



•111 OaOt 



• TEST UPON UFM HOOC < flT I ) 

IUE KNOU SO IS IN ACCUMULATOR HERE. 



• I3t 


• 149 




JZE 


VARE1 


1 VARIABLE ERASE IF ZERO 


• 13A 


74EC 


FIXERl 


OUT 


C.OECH 


ISET 4,147 MICROSECONDS TIMING 


•13B 


*»C0 




SUT 


1.0C0H 




• 13C 
0110 


FCD5 




BUT 

CUN 


2.21H 
DELAY 


1 SET-UP FOR 34 MILLISECONDS OELAr 


•13E 


•F»» 


ERABTl 


JOT 


NAME 


ISAO ERASE IF JOT-l . 


•13F 


8F»B 


1 

VAREU 

1 

VARERi 


JUN 


MEMO 




01*0 


fdm 


CUN 


COHUT 


lOUHWf WRITE TO AVOID TINE RACE. 


•141 


A14» 


JLU 


KRESS 


ILABT U0RDT 


• 142 


4404 




OUT 


4,«4H 


•SET EFWOB 


•143 


•143 


HRE03I 


JNT 


WRES3 


IUAIT FOR TIRE INDICATOR 


• 144 


7Sft0 




OUT 


0.0OH 


• RESET TINE INDICATOR 


0143 


4400 




OUT 


4,90m 


■RESET EFUOS 


• 14* 


• 144 


uhemi 


JNT 


UHE04 


IWAIT FOR TINE INDICATOR 


• 147 


7300 




OUT 


D,»»H 


•RESET TIRE INDICATOR 


• 141 


S041 




JUN 


VARER 


I0NCE MORE! 


• 14» 


»14» 


HRE«3« 


JNT 


WftCQS 


IUAIT FOR TIME INDICATOR 


• 14A 


a die 




JUN 


ERAST 
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Q erase]) 



YES 



EC •*■ A12 
4.167 usee 
timing 



® 



(FIXER :^ 



CO"* SI 

21 ■% f 2 

36 ms dela Y 
for PE 



Call DELAY 
20 



Data Detected 







DETAILED FLOW CHART: 





Bit 3 



(^vareT) 




Call COMWT 
26 



(varerQ 




NO 




YES /'Last 
\ word?^ 

MS-LWD=1 

(WREQ5:J 



rime 
"latch set 
M4-TIME=1 



TBffi=l 
— I YES 



latch set 
M4-,TIKE= 1 



YES 



00 i. A13,3 
Reset time 
latch 



04 ■* A4 , 3 
set FFWDS 



YES 




k 



(WREQ3:J 



:M7-DDET=^- 




NO 




NO „Time 

1 -latch set, 

M4-^TIME= 1 

YES 



00 ■* A13.3 
Reset 
time latch 



(harde*) 



© 



ERASE OPERATION 



ERASE 



© 
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23.7 PWFLM SEQUENCE 

The PWFLM sequence writes a PE File Mark 
pattern. This pattern consists of 40 
"0"s in channels P, 0,2, 5, 6 and 7 with 
channel 1,3 and 4 DC-erased, and is IBM 
compatible . 

A subroutine COMWT is used to generate 
the phase transition part of the "0" 
data signals. In actuality, in order to 
obtain the correct polarity imprinted on 
the tape, the program must generate "l"s, 
the opposite polarity. The COMWT 
routine synchronizes these "l"s and then 
generates synchronized "0"s for the phase 
transition part. (COMWT, see Paragraph 
23.26.) 

Synchronization to the required bit 
rate is accomplished by having the 
program wait for the bit rate time 
latch to be set before going further. 



23.8 PREAD SEQUENCE 

The PREAD sequence performs the normal 
PE read test operation. Note that where- 
as the NRZI read operation mostly lies 
in software, the PE read operation mostly 
employs special hardware (Schematics no. 
4 and 5) . 

Because of the 8-bit limitation of 
standard available registers, the 9-bit 
read words are broken up in two parts and 
handled one after the other. 

Reading and transfer of PE read data in 
hardware start automatically as soon as 
a data block has been detected (M7-DDET 
= 1) in the RCOMD sequence. 

The program in the meantime checks to 
see if the received data is a file mark. 
If not, it proceeds to the POSTT 
sequence, waiting for the postamble to 
be detected (M14-POSTD) . 

In cheking for a filemark in the read 
mode, the program allows for 8 possible 
file marks, whereas in the write mode 
(see PWFLM) only the IBM standard file 
mark is acceptable. Other standards 
allow erasure in any of tape tracks 
1, 4 and 7. Therefore, the PREAD 
sequence ignores the corresponding 5, P 
and Q bits. 



FUHCTIOMAL rUM CHART: 



GED 



Activate Wit. 



Kit* th* rila 
Hark Pattarn 
*0 i 



DhcUhu 
arte* Coaaa 



( mead ) 



ma automatic n 
road operation In 
hardware la undar 

». A fila Bark 
chack la baliig 

da aftar a 4 
eharaetar period 
da lay. 



<> 



Cback writ tan 
pattern halfway 
Into tha aark 




.£„> "' ».« 



Sat rm. 
Oatactad 



51 



Datact a 20 char 
parlod gap 



[mw] 



Kccaptabla? 
Pattarn? 

Its - Ipaca oa^ 

— — >•"»/ 

Gkwration? 

, '■ 



taabla road 
atrobaa and arrer 
datactlon. 
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ERRATA 



TDF 4050 MANUAL 



Page 
6-7 
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Erroneous Text 



FDWDS 



FLWD 



*-^J— 



LJ - 



SO 



DB3 



Correct Text 



FDWDS 



FLWD 



DB3 



SO WFM 



i_r 



22-14 



23-5 



1000 



—08 



0000 I —00 



1111 —OF (8 places) 0111 —07 



18 ms 



12,7 ms 



23-9 





23-9 



DBSY 



FDBY 



23-12 



23-13 



1 






Activate 

Read Operation 




1 

EFWDS 
FFWDS 

,3 ( 


4 places) 


EFDWS 
FFDWS 
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DBSY 



FDBY 



01F5 B17F 



01F4 
01F7 



4510 
BD04 



0169 


FDS5 


PWFLM: 


CUN 


comwt 


016A 


6403 




UU7 


4.03H 


0168 


4000 




CLR 


A 


016C 


4528 




ORA 


28H 


0160 


60E5 


PUFL1 : 


OUT 


0.0E5H 


016E 


61E2 




OUT 


1 ,0E2H 


016F 


FD85 


' 


CUN 


OJMWT 


0170 


0500 




TOR 


00H 


0171 


8173 




JZE 


PUFL2 


0172 


BD4D 




J UN 


PWFL1 


0173 


6401 


PUFL2 •■ 


OUT 


4,01H 


0174 


5000 




I NO 


S,0 


0175 


0680 




TAN 


80H 


0176 


8181 




JZE 


PUFL5 


0177 


?D7A 


PUFL3 : 


JDT 


PUFL4 


0178 


F04B 




CUN 


6PCNT 


017? 


BD7 7 




'UN 


^UFl.l 


017A 


4926 


PUFL4: 


UT 


1 ,26H 


017B 


FC[>5 




CUN 


DELAY 


017C 


5504 




INO 


A, 6 


017[' 


0414 


' 


TXR 


14H 


017E 


8182 




JZE 


PFSET 


017F 


7B08 


PWFL6: 


SUT 


B.08H 


0180 


FC82 




CUN 


GPTST 


0181 


BF9B 


PWFL5: 


J UN 


['RENO 


0182 


643F 


PFSET: 


OUT 


6,3FH 


0183 


7AFF 




SUT 


A.OFFH 


018* 


BD7F 




JUN 


PUFL6 



01EB 


442F PREAD: OUT 


4.2FH 


01EC 


4908 


SUT 


1.08H 


01ED 


FCD5 


CUN 


DELAY 


01EE 


5506 


INO 


A, 6 


01EF 


4523 


ORA 


23H 


01F0 


0437 


TXR 


37H 


01F1 


8182 


JZE 


PFSET 


01F2 


4000 


CLR 


A 


01F3 


5000 


INO 


S,0 


01F4 


0610 


TAN 


10H 



OUT 
JUN 



5,1DH 
POSTT 



;th1s is a dummy write operation, 
;which is necessary to avoid timing 
jrace. of course, no data is written 
;0nt0 tape during this operation. 

iSET WRITE ANf ETUDS 

;THIS 15 EQUIVALENT WITH 40 ZEROES 

iLOAO FILEMARK PATTERN INTO WRITE 
iPEGISTER 
;START WRITING 
iOPERATION COMPLETED' 
iOPERATION FINISHED WHEN ZERO 
;ONCE MORE' 

i RESET ETWKi 

;WE KNOW ACC IS ZERO HERE 

;TEST UPON SINGLE MODE < BIT 7 ) 

;SINGLE STACK IF ZERO 

^WAITING FOR DATA 



iSET-UP FOR 160 MICROSECONDS DELAY 
iTHIS IS TO AVOIO REAO PROBLEMS AT 
;THE BEGINNING OF THE FILEMARK PATTERN 
iLOAD FILEMARK REGISTER INTO ACC. WE 
;KNOW THAT ACC IS ZERO HERE. 
; CORRECT FILEMARK PATTERN' 
;CORRECT FILEMARK PATTERN IF ZERO 
iSET GAP COUNTER 



iSET FILEMARK DETECTED SIGNAL 
JLuAD SEARCH INDICATOR REGISTER 



DETAILED FLOW CHART: 



(pWFgM:) 




Call COMWI 
26 



03 ■*■ A4,3 
set write 
+ ETWDS 




EOT check 



(PWFL4 :) 



I 



28 -+Acc 
Eq. to 40 
zeroes 



(pwFLI 7) Ijg 



E5 -+ A0,3 

E2 ■+ Al,3 

FMK-pattern 



iSET DBSY 

iSET 4 BYTES DELAY 

;THIS DELAY IS PUT IN HERE 

STO ENSURE THAT«E OON" T 

;TRY TO READ RIGHT AT THE 

BEGINNING OF THE FILEMARK 

JLOAD FILEMARK REGISTER 
;MASK OUT BIT P,0 AND 5 
iTEST IF WE HAVE GOT ONE OF S 
POSSIBLE FILEMARKS PATTERN, 
i REMEMBER, THIS IS A READ ONLY 
; OPE RAT I ON. 
;FILEMARK DETECTED IF ZERO 



iTEST UPON ERASE MODE ( SIT »4 ) 
ilF ERASE MODE IS TRUE; WE ARE 
5EITHER DOING A SPACE OR FILE 
;MARK ( IGNORE DATA > SEARCH. 
;IN BOTH CASES; NO ERROR 
i DETECT ION OR READ STROBE GENE- 
RATION ARE ALLOWED. 
iSPACE OR FILE SEARCH ( IGNORE 
iDATA J IF ZERO. 

SSET ENFL, ENHE, ENRST ANO »CRC6 
iJUMP TO POSTAMBLE TEST 



26 -* SI 

160 vis del 



Call GPCNT 
24 




2F ■*■ A6,2 
set DBSY 



08 ■* SI 
4 bytes 
delay 



Call Delay 
20 



(pFSBTj) 



Call Delay 
20 



B6,5 ->"Acc 
FMK chck. 



01 ■* A4,3 
Reset ETWDS 





3F -»■ A6,2 
set FMK det 



FF ■* SA 
set search 
ind. 



Call GPTST 
22 



B6,5 ■*■ Acc 
FMK CHK 



Or Acc with 
23 (Mask out 
bit P,0 & 5) 




ID"* A5,2 
set ENFL, 
ENHE, CRO$ 
ENRST 



(pOSTt") 



J 



PE FILE HARK 



PWFLM 

© 



PE READ TEST 



PREAD 
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23.9 PWBGN SEQUENCE 



The PWBGN sequence perforins the normal 
PE writing operation. 

A subroutine PREMW, is utilized to 
write the 40 postamble "0"s. The same 
subroutine is later used to write the 40 
postamble "0"s. The first part of this 
subroutine writes the phase transitions, 
and the second part, PMIDL, writes the 
data transitions, see paragraph 23.7. 
When writing the preamble, the program 
enters the subroutine at the PMIDL point; 
starting as appropriate with a data 
transition. 

The COMWT subroutine (Paragraph 23.26) 
is used to write the preamble all "1" 
byte. 

Note that the inverse polarity is used, 
as was the case when writing file marks. 
This is the polarity needed to obtain a 
polarization of the tape medium in 
agreement with international standards. 
Doing the inversion in software saves 
hardware. 

In writing data in the PE format, a phase 
transition shall be inserted if the 
next bit is of the same polarity. The 
next bit is therefore made available at 
this time in order to determine whether 
or not to insert a phase transition. 

To generate the phase transitions, how- 
ever, a simple scheme is used which 
avoids the use of Exclusive-Or operations 
or similar logic. This scheme consists 
of trying to write, at an instant proper 
for a phase transition, a bit having a 
polarity inverse of that of the next bit. 

Then, if the next bit is of the same 
polarity as the present bit, the phase 
transition bit becomes an actual phase 
transition since its polarity then is 
the opposite of the present one. If, on 
the other hand, the next bit is of the 
opposite polarity of that of the present 
bit, the phase transition bit will have 
the same polarity as the present bit, 
and no flux transition will ensue on 
the tape. This will thus conform to 
the requirements of the PE format. 



Since in practice we have to invert all 
data bits in software, there is no need 
to perform an extra inversion to obtain 
the phase bits: they can be used in the 
true from in which they appear. 

Thus, the program generates phase tran- 
sitions by feeding the transport the 
next bits by their original polarity, 
and then on the next clocking generates 
data transitions by inverting the same 
bits. 

The write data operation begins with 
the PWBYT sequence in which data are 
fetched from the BO, Bl registers and 
transferred to the A0, Al registers 
and S4, S5 registers via the accumu- 
lator. A subroutine, DATWT, is used to 
synchronize the phase transition bits 
now stored in the A0, Al register, and 
then on the next clockinq to transfer 
the data bits from S4, S5 to A0, Al in 
inverted form. The subroutine gene- 
rates the FDWDS demand data strobe 
during the phase transition. (DATWT, 
see Paraqraph 23.28). 

This sequence is repeated until the LWD 
last word line goes true, after which 
the postamble is generated. As soon as 
the read circuitry detects data, the 
error detection circuits are enabled. 

The COMWT subroutine writes the postamble 
all "l"s byte and the PREMW follows to 
write the 40 postamble all "0"s bytes. 
This time there is no need to start in 
the PMIDL. However, since the last 
part of the PREMW ends with a data trans- 
ition, it becomes necessary to add a 
phase transition. To this end the last 
part of the COMWT subroutine is used, 
starting at COMMW. 

To secure a return to the proper gap 
polarization of the tape, a TWRS signal 
is generated which resets all the write 
flip-flops on the tape transport. 
Normally, however, they will already 
have been put in the reset state by the 
COMMW operation. (In Edit mode we skip 
this provision) . 

Note that timing in the PE write opera- 
tion is so critical that there can be 
no extra program steps in going from 
the PWBGN sequence into the PWBYT 
sequence . 



►IINtTIONAl. V11M CHART: 




• 110 


FOBS 

4401 
4000 
4528 


PUBGNl 


CUN 

OUT 
CLR 
ORA 


COHUT 


01BE 
01BF 
0190 


1 
! 


4.01H 

A 
28H 


0191 


FOAA 


1 


CUN 


PMIDL 


0192 
0193 
0194 


FD83 
4000 
S500 


1 

PUBVT: 

1 
; 

• 

! 


CUN 
CLR 
I NO 


COHUT 

A 

A,0 


0195 
0196 


2000 
I COO 


i 
! 

1 

; 


AUT 
ROT 




4 


0197 
0198 


4000 
5S01 


i 


CLR 
I NO 


A 

A,l 



0199 
019A 



2100 
2D0O 



0196 A1A3 

019C 4407 

019D FOBS 

019E 90A1 

019F 919F 



01AO 
01A1 



01A3 
01A4 

01AS 
01CO 
01C1 
01C2 
01C3 
01C4 

01C5 

01 c* 



BD93 

6J10 

B09F 

FOBS 
91A4 

BOCO 
40FF 
4102 

FOBS 
4000 
4328 

F0A4 
FD87 



0iC7 
0iC8 
01 C9 



7500 
4000 
3D00 
01CA 0404 
01CB 81CE 
OtCC 4409 
01CD 91C0 
01CE 4401 



01CF 0480 

0100 B39B 

01D1 9004 

0102 F04B 

0103 BD01 

0104 4510 



01DS 
0104 
0107 
0108 
0109 



B004 
B9E0 
6700 
6908 
FC05 



010A A50C 



0106 6004 

01 DC 7000 

0100 7808 

01DE FCB2 



01DF 
01E0 
01E1 



8F9B 
6928 
FC05 



01E2 6S00 



01E3 493C 
01E4 FCDS 
01ES 4700 



01E4 
01E7 
01EB 
01E9 



4904 

FC0S 
AS 00 
430 C 

annr 



AUT 
RUT 

JLW 
OUT 
CUN 
JOT 

WREOA: JNT 

i 

J UN 



CUN 
JNT 

J UN 
OUT 
OUT 
CUN 
CLR 
ORA 

CUN 
CUN 



; 

OUT 

CLR 

I NO 

TAN 

J IE 

OUT 

WREOD: JNT 

RESUT: OUT 

I 

; 

TAN 

JZE 

PDDET: JOT 

CUN 

J UN 

DETST: OUT 

; 

J UN 
POSTT! JPD 
OUT 
SUT 
CUN 
J 60 



J UN 

SHERR: OUT 

GAPSC! SUT 

CUN 

J UN 

POST1 ■ SUT 

CUN 

OUT 



SUT 
CUN 
OUT 

! 

I 

1 

SUT 
CUN 
J GO 
OUT 



1 

5 

PUBT1 
4.07H 
DATWT 
SETFE 
UREOA 

PUBVT 

5.IDH 

WREiiA 

DATUT 



POSTU 

0.0FFH 

l,02H 

COHUT 

A 

28H 

PREMU 
COHHU 



u,00H 

A 

S,0 

04H 

RESUT 

4.09H 

UREQO 

4.01H 



80H 

OREN0 

DETST 

GPCNT 
POOET 
S,1DH 

POSTT 
POST1 
7.00H 
1,0BH 
DELAY 
SHERR 



POSTT 
8.00H 
B.0BH 
GPTST 
DREN0 
I.28H 
DELAY 
5.00H 



1.3CH 
DELAY 
7.00H 



1,04H 
DELAY 
GAPSC 
3.0CH 



1THIS IB A DUMMY URITE OPERATION TO 
I AVOID TIMING PROBLEM*. NO DATA IB 
I WRITTEN. 
I BET URITE AND ETU0S 

(THIS IB EQUIVALENT U1TH THE 40 ZEROES 

I OF THE PREAMBLE 

IWE HAVE TO MAKE A CALL TO THE MIDDLE 

I PART OF URITE PREAMBLE BUB-ROUTINE 

I TO HAKE A CORRECT START OF THE 

IPREAMBLE 

1 URITE DATA ALL ONES 

iLOAD INPUT REGISTER • INTO ACC. THIS 
(REGISTER CONTAINS THE DATA PATTERN 
UN TRUE FORM, WHICH MEANS THAT HE 
(CAN JUST TRANSFER THE BYTE TO THE 
; OUTPUT REGISTER WHERE THE DATA LINES 
(ARE INVERTED ONCE MORE. THIS WILL 
I THEN GENERATE THE PHASE TRANSITION. 



ILOAD PHASE TRANSITION 

; STORE DATA TO ENABLE WRITING THE 

J0ATA TRANSITION LATER ON. 



iLOAD INPUT REGISTER 1 INTO ACC. THIS 

; REGISTER CONTAINS THE PARITY BIT 

;IN TRUE FORM, WHICH MEANS THAT UE CAN 

;JUST TRANSFER THE BIT TO THE OUTPUT 

! REGISTER WHERE IT WILL BE INVERTED 

iONCE MORE. THIS GENERATE THE PARITY 

; PHASE TRANSITION. 

iLOAD PARITY PHASE TRANSITION 

iSTORE PARITY BIT TO ENABLE WRITING 

iTHE PARITY "0ATA" TRANSITION LATER ON. 

iLAST WORD' 

iSET EFWOS. THIS IS NOT THE LAST WORD. 

iCALL DATA URITE SECTION 

iDATA DETECTED? 

JWAITINS FOR THE DATA TRANSITION TO 

iBE URITTEN 

iONCE MORE 

iDATA IS DETECTED. SET ENHE, 
iENRST, ENFL AND *CRCG. 



i WRITE LAST DATA BYTE 

iUAITING FOR THE LAST DATA BYTE TO 

iBE WRITTEN 



iLOAD PHASE TRANSITION 

iALL ONES BYTE URITTEN 

iTHIS IS EQUIVALENT TO THE 40 

i ZEROES OF THE POSTAMBLE. 

! WRITE POSTAMBLE 

iURlTE LAST TRANSITION. NOTE THAT 

IWE HAVE TO JUMP INTO THE MIDDLE 

iOF THE COMMON URITE SECTION 

|T0 GENERATE THE CORRECT TRANSITION. 

(RESET TIKE INDICATOR 



ITEST UPON EDIT MODE ( BIT 2 ) 

iNO EDIT IF ZERO 

i ENABLE WARS GENERATION 

iUAITING FOR THE WARS SIGNAL 

iRESET ENUARS AND ETHOS. 

I THE URITE SIGNAL IS KEPT TRUE, TO 

{ENABLE THE USE OF THE CORRECT TMMNG 

i PROMS DURING THE READ PROCESS. 

ITEST UPON SINGLE MODE < BIT 7 ) 

i SINGLE STACK IF ZERO 

iUAITING FOR THE FIRST DATA BYTE 

iTO ARRIVE 



IDATA IS DETECTED. SET ENHE, 
iENRST, ENFL AND »CRCG 

I POSTAMBLE DETECTED' 

iSET GAPD 

iSET SHORT DELAY 

IIF TRUEi GAP HAS BEEN DETECTED 
IUITHOUT POSTAMBLE 0ETECTED. THIS 
ilS A HARD ERROR ( TOTAL 
10R0P0UT OR HISSING POSTAMBLE) 
iONCE MORE' 
iSET HARD ERROR 
iSET GAP COUNTER 



iSET-UP FOR 144,47 MICROSECONDS DELAY 

IRESET ENFL.ENHE, ENRST AND oCRCS. 
IIF EVERYTHING IS OK UE ARE IN THE 
IMIDDLE OF THE POSTAMBLE NOW. 
iSET-UP FOR 230 MICROSECONDS DELAY 

ISET GAPO. UE SHOULD NOW HAVE PASSED 
ITHE POSTAMBLE. IF THE GAPO SIGNAL 
IIS RESET BY DATA TRANSITIONS NOW, 
(SOMETHING IS WRONG. 
iSET GAP TIMING 

SFINE, NO EXTRA DATA TRANSITIONS 

(SET ENHE AND ENFL. SOMETHING IS WRONG 
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DETAILED FLOW CHART: 







(pwbgnT) 




Call COMWT 
26 

' ■ 



03 -» A4<0> 
set WriteM^ 
ETWDS 



28 -» Ace 
Preamble 
Counting 



Call PMIDL 
27 



Call COMWT 
26 



fpWBYTj) 



"Phase 
data" 



BOO^-*- Ace 
Ace 
Ace •+ S4 



ACC 

A0<J. 



"Phase 
parity" 



Bl^y* Ace 

Ace * Al/^ 



Ace -* S5 






t 



<" 



Last? 

word? ^m 
M8-JLWD^1 



YES 



1 



Call DATWT 
28 



N/ 



NO 



.Time 1 
NO * ,_ 

p laten set 

M4-TIME=1 
YES 



^REgBT) 



(POSTWT) 



07 -* A4<3> 
Set EFWDS 



"0" 

phase 



Call DATWT 
28 



(setfeQ 




tetany YES 
detected 
M7-DDET=1 



(WREOA z\ j ^NO 




0C -* A5, 

ENHE > 
ENFL 



<^ 



NO 



M4-TIME=1 Writing 

V V' data 
J YES 



1 



F'F 
02 



AC 
Al 



Call COMVTI 
26 



28 ■* Ace 
postamble 
counting 



Call PREMW 
27 



Call COMMW 
26 



00 -+ Al 
Reset time 
latch 



^ 




09 -* A4<^> 

Enable TWRS 
Set. F.NT.RC 




(wREQD:) 



' Jatch sei 
M4-TIME=i 



-TyJE=l 
[YES 

I I RESWE/ 



*<3> 



01 -" A4 
Reset ENLRC 
+ ETWDS 




PDDET 



,Datas^ 



vdetected?^ 
M7-DDET=1 



YES 



DETST 



D 



Call GPCNT 
24 



ID -* A5<£> 

Set ENHE, CRCG 
ENFL, ENRST| 




(POSTT^ 



/ffvas 

amble detpi 

m14-POSTD=1 

NO 



00 ■* A7< 
set GAPD 



$> 



08 ■+ SI 

33 usee 
set gap 
timing 



Call DELAY 
20 



(SHERR ■) 



<M9-GAPD=] 



4 bit 
periods 



NO 



00 ■+ A! . 
Set HER*' 



*&> 



(gapscQ 




[ 08 ■+ SB 
j Set GAP 
Count 



Call GPTST 
22 





POST 1 



28 -* SI 
166.67 us 



Call DELAY 
22 




20 bit 

periods 

halfway 

into 

postamble 



00 ■*■ A5^2' 
Reset ENFI 
ENHE, ENRST, CRCG 



3C ■+ Si 
250 ysec 



Call DELAY 
20 



10 bit 
periods 
beyond 
postamble 



00 ■* A7< 
set GAPD 



'<$> 



04 ■+ SI 
16.67 us 
set gap 
timing 



Call DELAY 
20 



YES 




2 more 

bit 

periods 



NO 



-A5<3> 



oc 

Set ENHE"* 
+ ENFL 



PE DATA 



PWBGN 



® 
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23.10 NZBGN SEQUENCE 

The NZBGN sequence handles the NRZI 
write operations and splits into the 
NZFLM file mark sequence and the normal 
NSWRT data block sequence. First, two 
dummy write operations are executed to 
avoid timing race. 



FUNCTIONAL ^ LOW 'I'BRT 



( WZBGN J 



1 




Commands, Er.afiii 1 


rt-art 5trol«' \f 


dudt hi-ad. 



23.10.1 



NZFLM SEQUENCE, 
FILE MARKS 




NRZI file marks consist of only two 
bytes. The second byte is an LRC check 
character, necessarily identical to the 
first byte, bacause its primary purpose 
is to restore the proper gap polari- 
zation on the tape. 

Note that it is not necessary to load 
the write pariity register Al this time, 
since the parity bit is always zero for 
both 7- track and 9- track file marks. 

A gap test operation is performed to 
check the presence of noise just pre- 
ceding the file mark: Fist the gap test 
flip-flop (U25,4) is set. If it is 
still set by the time its output M9- 
GAPD is checked, there has been no noise. 



23.10.2 NSWRT SEQUENCE, 
NRZI DATA 



writ* pattern 
On. LRC delay 



Write LAC 



5 



Set Error Indi- 
cator if there 



Teraunate 



Enable 
Strobe 


Write 


Enable 

Clock 


CMC Gen. 


Demand 
Word 


Next 



X I 

te stro de f 
rated vet ' 



Disable CBC Cei>, 



Disable Write 
Strobe 



Write last 
word and 
check 

characters . 



Percbrai drop-out 
test if reading 



© © © r=2 

clock peri 



TIHEl 
, 'Second.. 
*ock period 
elapsed? * 



*> While 


wait i no, check 


if read strobe has 


been 


received 


If 


so. 




transfer 


data 


and 


coat- 


pute LHCC. 







020B 


FOBS 


NZBGN ■ 


CUN 


COHWT 


IMMHV URITE OPERATION 


•2«C 


FN3 




CUN 


C0NUT 


INEU OUHHY URITE OPERATION 


020D 


7300 




OUT 


0,««H 


1 RESET TIMING INDICATOR 


020E 


4403 




OUT 


4.03H 


IBET WRITE AND ETU0B 


Q20F 


4000 




CLU 


A 




0210 


3000 




1NO 


8,0 




•211 


0410 




TAN 


•OH 


(SINGLE STACK NODE? 


0212 


8214 




JZE 


NZB61 


IBINBLE STACK IF ZERO 


0213 


4311 




OUT 


5.11H 


I8ET ENRBT AND •CRCG 


•214 


0408 


NZB6H 
1 


TAN 


08H 


ITEST UPON URITE FILEHARK 
ICIOOE ( BIT I > 


•215 


8217 




JZE 


NBURT 


INO FILEHARK IF ZERO 


0214 


BDF8 




JUN 


NUFLH 


IFILEMARK OPERATION 


01FI 


8E08 


NUFLHI 


J7T 


SEVFH 




• IF? 


40C8 


1 


OUT 


0.0C8H 


ILOAO ?-TRACK FILEHARK PATTERN 
UNTO URITE DATA REBI8TER 


• 1FA 


4?10 




8UT 


1.10H 


1 SET-UP FOR 8 BYTE PERIODS DELAY 


01FB 


4700 


FHURTl 


OUT 


7.00H 
UREBE 


fSET GAPD 


• 1FC 


?IFC 


URESEl 


JNT 


IUAITING FOR THE FIRST BYTE TO 






; 






■BE WRITTEN 


• 1FD 


4401 




OUT 


4.01H 
DELAY 


1 RESET ETHOS 


•1FE 


FCDS 




CUN 




01FF 


440? 




OUT 


4,0?H 


(SET ENLRC 


•200 


?200 


UREBFi 

i 


JNT 


WRE8F 


IUAITING FOR THE LRC BYTE TO 
IBE WRITTEN 


•201 


4401 




OUT 


4.01H 


1 RESET ENLRC 


0202 


5000 




1N0 


8,0 

8 OH 


IACC IB ZERO HERE 


•203 


0480 




TAN 


ITEST UPON SINGLE NODE ( BIT 7 > 


0204 


83?B 




JZE 


DRENO 


■ SINGLE STACK IF ZERO 


•203 


A498 




J 60 


NREAD 


IOK IF SATO STILL IS 1 


0204 


7DFF 




SUT 


O.0FFH 


•LOAD ERROR RE6ISTER 


0207 


BE?8 




JUN 


NREAD 




0208 


40F0 


SEVFMi 


OUT 


0.0F0H 


ILOAD 7 -TRACK FILEHARK PATTERN 


020? 


4?08 




SUT 


1.08H 


ISET-UP FOR 4 BYTE PERIODS DELAY 


020A 


B0FB 




JUN 


FHHRT 




0217 


4000 


NSWRT ■ 


CLR 


A 




0218 


5300 




INO 


A,0 


ILOAD URITE DATA INTO ACC. 


• 21? 


2000 




AUT 


« 


ILOAD URITE DATA INTO WRITE REG. 


021A 


4000 




CLR 


A 




•2 IB 


3501 




INO 


A.l 


ILOAD PARITY WRITE DATA INTO ACC. 


•21C 


2100 


t 


AUT 


1 


ILOAD PARITY WRITE DATA INTO 
1 WRITE REGISTER 


•21D 


7500 




OUT 


D.00H 


1 RESET TIME INDICATOR 


*21E 


A23A 




JLM 


HLBYT 


ILAST BYTE? 


021F 


4437 




OUT 


4.37H 


ISET URITE, ETHOS, EFUOB.CLCRC « ENCRC 


0220 


?228 


ufteafii 


JNT 


RTST1 


IUAITING FOR DATA TO BE WRITTEN 


0221 


4411 




OUT 


4.11H 


1 RESET ETU08, EFUDS AND CLCRC 


0222 


7300 




OUT 


D.00H 


1 RESET TINE INDICATOR 


0223 


FE74 




CUN 


DROPT 


ICALL DROP TEST 


0224 


?224 


TIHEl ■ 


JNT 


RTEST 


IUAITING FOR FIRST PART OF NEXT 
IBYTE TIME TO PASS 


0225 


BE17 




JUN 


NBURT 




0224 


DA2A 


RTEST: 


CRR 


RUOAT 


IREAD DATA DETECTED? 


0227 


BE24 




JUN 


TIHEl 




•228 


DA2A 


RTSTU 


CRR 


RUOAT 




022? 


BE20 




JUN 


UREOG 





In writing NRZI data, the program sets 
up a timing counter clock rate which is 
twice the bit rate, as was the case in 
PE. The clocking period, which for PE 
was 4.167 usee, is now 8.333 usee 
(whereas the bit period is 16.67 usee.) 
This finer timing is done to know exactly 
when the next byte is loaded in from the 
host computer and also to avoid problems 
during last word checking. The write 
strobe is only enabled every other 
clocking period. 

The various steps in the NRZI write 
sequence is evident from the flow 
charts. 

Keep in mind that the read head will 
read and start reading the written record 
some 2 msec after the start of writing 
(for 9- track heads at 75 ips; 4 msec for 
7-track) . This event is marked by the 
setting of the M7-DDET flip-flop (4) , 
which is eventually reset when the read 



flflapf -l trat'Orfl 



T*V*o npADT 



subroutine, used to detect dropouts, 
is in effect passive until this flip- 
flop is set (DROPT, Paragraph 23.29). 

Arrival of read data is also manifested 
by the setting of the M6-RREQ flip-flop 
(4) , being triggered by the TRDS read 
strobes. This flip-flop, however, is 
reset by the A2 strobe every time read 
data is being transferred (5) . 

The A2 strobe both resets this flip- 
flop (4) and strobes the (first part of 
the) read data into the read shift 
register (5) . 

In the NSWRT sequence, the detection of 
read strobes by the RREQ signal is used 
to signal the transfer of read data 
using the RWDAT subroutine. This rou- 
tine also checks vertical parity and 
keeps a running computation of the final 
LRC characters which it stores in the 
S4, S5 registers (RWDAT, Paragraph 
23.30). 
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DETAILED FLOW CHART: 



( AJO 




Call COMWT 
26 



Call COMWT 
26 



00 -> A13<3^> 
Reset time 
latch 



03 ■+ A4. / 3> 
set write' 
+ ETWDS 



r 



Single stack 

Bit 7) •'— 



yes 



I NO 




11 -* A5. 2 
Set ENRST, " 
: CRCG 

1 





(nwflm J 



'Write^ 1 

'File mark^*imtm 
bit ^T 



W-track?v 
M3-7TR=1 // ^ 

I N( 



YES 



(wREQE?) 




C8 ->■ A0/3N 
9- track V ' 
file mark 



Ch. 7 



|,6, 



10 -+ SI 
3 byti- 
d^lay 



(VmwRT :J 



00 ■* A7/4\ 
Set GAPD - ' 



_L 



( sEVFM:J 



A0/3\ 
7- track N/ 



! FO 
, 7- 
j file mark 

Ch. 7,16,5,4 



08 -* SI 
4 byte 
delay 

f 



NO / Time 
1 Snatch se1 

M4-TIME="l 




09 -* A4<(3 S > 
Set ENLRC 




|NO / Tlme 
Jlatch set 

M4 r TIME=l 
IYES 



(wREQFj) 



! 



\ 



A. 



til •* A-1 
Risrt ENLRC 





""stack head 



^swrtT) 



B0/3)-> Ace 
Data pattern 



Ace -» A0/3y 
I Load Write 
I reg 



Bl/3\-> Ace 

Parity bit 



Ace ->■ Al 



I Load write 
[ parity bit 



.y$\ 



00 -» Alj< jy 

Reset time 

I latch 



(wLBYT ^ 



YES 



@ 




(wREQ6:J 



37 ■+ A4<3/ 
set EFWD»; 
ENCRC,CKCRC 
ETWDS 



A 




/ 




Time 



YES 



latch set? 



M4-TIME=1 
(RTSTlj) I N 




1 



™£> 



; 11 -»• ««Ji 
j Reset ETm)S 
EFWDS.CKCRC 



I 



| 00 -> A13<3\ 
j Reset time 

i latch 



(^TIMEl:)! 



Call DROPT 
29 



-»1 

^^TiroeN. 

"latch set?/ - 
M4-TJME=1 
NO 



( rTEST:) 
NO 




Call RWDAT 
30 



NRZI FILE MARK/DATA 



NZBGN 

® 
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23.11 WLBYT SEQUENCE 

The WLBYT sequence is a continuation 
of the NZBGN sequence. It writes the 
last word in the NRZI block and gene- 
rates the CRC and LRC characters. The 
LRC character is not, however, required 
for 7-track operation. 

The check characters are placed 4 
character periods apart. Since we oper- 
ate with double clockinq rate, that 
means 8 clock periods apart. (This 
half character period of 8.33 usee 
should not be confused with the s ystem 
clock period of 0.208 usee.) 

After having written the last word, the 
WLBYT sequence conditions the CRC 
generator. This requires a few extra 
operations which are not, as it happens, 
performed by the CRC Generator package 
used, the MC 8500 (U117.3). This device 
requires for proper operation one addi- 
tional shift with all inputs low after 
the last data character has been shifted 
in. 



Therefore, the first step is to generate 
an all "0"s character. This is fed to 
CRC Generator via write data output 
registers AO, Al . However, the new CRC 
character output is inverted by the B3 
output gates, and a software inversion 
operation is necessary to convert the 
character back to true form. 

Another circuit complication is caused 
by the CRC generator Bl output gate for 
the parity bit. This gate has the strobe 
Bl in common with the gate for the input 
parity bit from U50, which already has 
been assigned DBl. The CRC parity bit 
has therefore been assigned DBO instead 
of the desired DBl, which must be used 
later in order to load write output 
register Al . Consequently, after the 
CRC parity bit has been brought into the 
accumulator, it is shifted left one 
place to the bit 1 position. It is aiso 
re-inverted and finally loaded into the 
write output register by the Al strobe. 

The S6 scratch pad register is used to 
properly time the writing of the CRCC. 
This register is set to 3 when the prog- 
ram enters the timing sequence, although 
only 2 clock periods have so far 
elapsed. By the time it encounters the 
first S6 test, 3 clock periods have 
elapsed, but the register has been in- 



cremented to 4. That is, S6-1 clock 
periods have elapsed. The program then 
cycles the timing loop until S6 = 7 
(after six clock periods; when it 
branches off, waits a clock period and 
enables the CRC write strobe on what is 
then not the 8th, but the 7th clock 
pulse. The final writing of the CRCC 
appropriately takes place on the 8th 
clocking after one more cycle. 

On this cycle S6 is incremented to 8, 
and the program will go on cycling 
through the timing loop again until S6 = 
14, when it branches off for the LRC 
character. On the 15th clock count, the 
LRC write strobe is enabled, and the 
writing takes place on the next cycle 
at the 16th clock count. Only then is 
the Sb register incremented from 14 to 
15 and thus qualifying for exit from the 
WLBYT sequence. 

Note that there has been no generation 
and loading of a particular LRC charac- 
ter. This character automatically comes 
into being when the LRC write strobe 
TWRS resets all write amplifiers in the 
tape transports. Only those channels 
not already in the proper reset state 
will be reset and caused to have a flux 
reversal on the tape. The resulting 
flux pattern constitutes the LRC 
character. 

For 7-track operation, there is no CRC 
character, and the LRC character shall 
appear 8 clock periods after the last 
word, which in this case has not actu- 
ally been written yet. In order to 
use the same timing sequence as for 9- 
track operation, the S6 register is 
preset to 7, thereby skipping 7 clock 
periods, and avoiding the CRC loop. 

On the eigth clock count, the last word 
is written, and the program goes into 
the timing loop counting another 8 clock 
periods before it writes an LRC in the 
same manner as for the 9— track operation. 



02 JA 


6«33 
8E5° 


WLfc t I : 


■•ur 

J7T 


4.33H 
SCOUN 


;SET trwns anc clcrc 

;SEVEN TRACh OPERATION' 


025? 


4E67 


SCOUN! 

1 


SUT 


4.07H 


o:3B 






02 3-. 


V. ■ vJ 


I1ME.'! 


.INI 


WLBT1 


JWAITING FOR LAST 1>ATA BYTE 
;T0 BE WRITTEN 


02SA 
025B 


9249 
7500 


TIME3I 


JNT 
OUT 


RTBTS 
0,00H 


02.! t. 


6431 




OUT 


4.31H 


; RESET ETUOS 


02SC 


4401 




OUT 


4,01H 


02 Jt 


40O0 




OUT 


D,i)0H 




025D 


4000 




CLR 


A 


2 .■■ i 


: 100 




UUT 


1 ,00H 


;LOAL> ALL ZEROES CHARACTER 


02SE 


SD04 




INO 


S,4 


:■:■* c 


7500 




IX' T 


[>,00H 


SRESET TIMING INDICATOR 


025F 


4301 




AOD 


01H 


')2* i 


It/6 




Ct/N 


DRof T 


;TEST t-Ofl DROP-OUTS 


0240 


2E00 




RUT 


4 


u_'4Z 


9255 


TlUt'., ! 
t 


JNT 


PTST2 


iUAITING FOR THE ALL-ZEROS S 
; CHARACTER TO BE CLOCKED INTO 
;THE CRC REGISTER 


0241 
0242 


0407 
•24B 




TXR 
JZE 


07H 
NCRCW 


02ii 


6401 




OUT 


4.01H 


; RESET r.NCRC AND CLCRC 


0243 


040E 




TXR 


0EH 


o:*« 


4700 




SET 


A 




0244 


•24F 




JZE 


NLRCU 


jl-4: 


1,403 


: 


1NX 


A, 3 


;1NP 3 EXCLUSIVE OREO UITH ACC. 
(THIS PERFORMS AN INVERTING OF" 
!ALL THE DATA BITS OF THE CRC 
i CHARACTER. 


024S 
0244 
0247 


440F 
• 272 
FE74 


; 


XRA 
JZE 
CUN 


OFH 

FINHT 

0ROPT 


0246 


2000 


: 


AUT 





(LOAD WRITE DATA REGISTER UITH 
iTHE DATA PART OF THE CRC 
; CHARACTER 


024B 


8ESA 


■ 


JUN 


TIHE3 


0247 


7500 




OUT 


D.00H 


i RESET TIMING INDICATOR 






i 






0248 


FE7b 




cun 


DROPT 


;TEs>T FOR DROP-OUTS 


024V 


DA2A 


RTSTSl 


CRR 


RUDAT 


024? 


9257 


TIMEo: 


JNT 


RTST3 


(WAITING FOR 1HE DATA PART 
(Of THE CRC CHARACTER TO BE 


024A 


BE5A 


. 


JUN 


T1ME3 






; 






!L"ADE0 


024B 


924B 


NCRCW: 


JNT 


NCRCW 


024A 


4003 




CLR 


A 








i 






024B 


4501 




ORA 


01H 


(SET BIT To 1 






; 






0241. 


56i'l 




1NA 


A,l 


SLOA0 PARITY BIT OF CRC CHARACTER 
UNTO ACCUMULATOR IN POSITION 


024C 


4403 


! 


OUT 


4.03H 


v'J*l 


4301 


• 


AC* 


01H 


;SH1FT PARITY BIT OF CRC BYTE 
(ONE PLACE TO THE LEFT 


024D 

024E 


7S00 
BE49 


RTST4 : 


OUT 
JUN 


D.0OH 
RTSTS 


024E 


44FF 




XRA 


OFFH 


i INVERT THE CRC PARITY BIT 






; 






C24F 


2100 




AUT 


1 


-.LOAD THE CRC PARITY BIT INTO 
iTHE WRITE PARITY REGISTER 


024F 


924F 


NLRCUi 
i 


JNT 


NLRCU 


250 


7500 




OUT 


C'.OOH 


iRCSEl TIMING INDICATOR 






i 






1'25! 


6t0J 




SUT 


6,03H 


(LOAD 03 INTo St 






I 






o:".: 


BE69 




JUN 


RTST5 




0270 


4409 




OUT 


4.09H 


0253 


DA2A 


WL81 1 : 


CRS , 


RUOAT 


;REA[> DATA DETECTED' 






i 






r.'b- 


BE3C 




JUN 


1 IML2 




0271 


BE4D 




JUN 


RTST4 


025: 


0A2A 


NTST2: 


CKR 


KWC'AI 


iREAD DATA DEIECTEE" 






1 






0256 


BE42 


■ 


JUN 


T1ME5 




0272 


3D00 


FINUTi 
1 


INO 


S,0 


257 


l'A2A 


mull: 


CRR 


RUbAT 


;READ DATA DETECTED? 






1 
I 






0256 


BE** 




JUN 


time* 




0273 
027* 
027S 


0480 
8398 
BE9B 




TAN 
JZE 
JUN 


boh 

DRENO 
NREAD 



FUNCTIONAL fLOti CHART: 



V "*" ) 



Enable Writ* 
St rob* 



^ 



Write last Hard 



Di sdt-3e Hri tp 
Strobe 



rUi*4 a.: "-"s, 
bytt irir.' f'HC ^.*n. 



■ oadina take- j La.-' 



CRC char. 



S 



Another clock 
pv r i od » 



On 8th write CRC 
On 16th write LRC 




On 7th Enable CRC 



"UCU 

clocking 



on isch Enable 
I.RC hi . t e 



Read check 



-— L_ Terminate 



(INDICATES WE SHALL. NOT 
(WRITE THE CRC CHARACTER 

(RESET TIMING INDICATOR 
ISET WRITE ONLY 



(INCREMENT S4 

(STORE S4 

I So • 07? 

(TIME FOR CENERATINB THE 

(CRC CHARACTER IF ZERO 

tS4 - 0E? 

(TIME FOR GENERATING THE 

(LRC CHARACTER IF ZERO 

(S4 • OF? 

(WRITING FINISHED IF ZERO 

(TEST FOR DROP-OUTS) 

(ONCE MORE! 



I READ DATA DETECTED? 



(WAITING FOR THE THE LAST 

(TIME INDICATOR BEFORE THE 

(CRC CHARACTER CAN BE 

(WRITTEN. 

ISET ETUOS < WRITE CRC > 

(RESET TIMING INDICATOR 



(WAITING FOR THE LAST 

(TIME INDICATOR BEFORE THE 

(LRC CHARACTER CAN BE GENE- 

I RATED 

ISET ENLRC. ENABLE LRC- 

IGENERATION 



(HE CAN DO THIS BECAUSE I 

(HOST SIGNIFICANT FART OF THE 

(ACCUMULATOR 18 ZERO AT THIS 

(POINT 

(TEST UPON SINGLE MODE ( BIT T 

(SINGLE STACK IF ZERO 

(DUAL STACK HEAD 
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fio) DETAILED FLOW CHART: 




33 -> A4<3> 

set etwds 

and CKCRC 



I 



x7-track^YES 
Vm3- 




Time latch set YES 
*\M4-TIME 



1 



31 ■* A4<^> 
Reset ETWDS 



A0^> 



00 

00 -* Al <J, 

Load all 
Zeroes byte 




01 ■+ A4<3\ 

Reset ENCRC 

CKCKC 



FF -*■ Ace 



00 ■■> A13*'!, 
Reset time 
latch 



(jriME5j) 



Call DROPT 
29 



Time latch set 




B3<3)© 

Acc -* 



Acc 
Invert CRC cltar- 



Acc -» A0< 3 y 
Load CRC V 



YES| 



00 ->■ A13 v 3 
Reset 
latch 



Reset time 



priMEfe :) 



I Call DROPT 
29 



Call RWDA1 
30 




fsCOUN^) 



01 -»■ Acc 
Mask out 
pattern 



f TIME3) 



07 ■+ 4 ,S6 



bi ^> n Acc 

-> Acc 



ADD 1 
(shift left) 



| FF Acc 
' -* Acc 
I (invert) 



Acc -* Al/3 N . 
Load 
parity bit 



00 ■+ Al 3/3 1 
Reset '"' ! 
time latch 



03 -+ S6 
set time 
counter 



^Jt ( jIME3 -J 



Time latch set 
< M4-TIME=1*' 




YES 




RTS r .?5 



TIM 13: 



Timing 
loop 



o 



1 



00 -*■ Al 

Reset 
time latch 



^1 



01 
se 



t Wrxfce 



only 



INC S6 



Write CRC 



YES 



(ncrcwJ 



Write LRC 



Time latch set 

*M4-TIME=1> 

\ S NO 



Y,"2S 



(nLRCW ;) 



YES 




Time latch set 

<M4-TIME=£> 1 

NO 



YES 



03 -»■ A4<;3^ 
set ETWDS^ 
(write CRC) 



09 ^-A4<3/ 

set EMLRC" 



00 -* AlS^Nl 

Reset 
Time latch 



(finwtT^ 




NRZI LAST BYTE, LRC/CRC 
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23.12 NREAD SEQUENCE 

The NREAD sequence determines the nature 
of the required NRZI read operation and 
selects the proper read sequence. 

Unless a data block has already 
been encountered, the program checks for 
the presence of EOT using the EOTCH sub- 
routine, and checks the time it takes to 
reach the block, using the GPCNT sub- 
routine. 

Note that no data transfer takes place 
if the Erase line is true in the forward 
mode. 

An overall flow chart for the NRZI read 
sequences is shown, including the NREAD 
(12), the RREVM(15), the DTRAN(13), and 
the NZGAP (14) sequences. When reading 
reverse the block end check characters 
appear first and must be handled first. 



Mai KM systwi (low ch*rr: 



CTD 



(■MCVH lj 



<y 



^> 



(»"') 



uk:. cue 
Charter. r 
Transfer 



UK- 
Char art. i 



02?e 
0299 

029A 
0298 
029C 
029D 
029E 
029F 
02*0 
02A1 
02A2 
02A3 
02A4 
02A5 
02A6 



02C4 
02 C7 
02CB 
02C9 
02CA 
02CB 
02CC 

02 CD 
02CE 
02CF 
0200 
0201 
0202 
0203 



9E9C 
F034 
F04B 
BE98 
440F 
7(00 
7900 
4000 
SDOO 
0601 
8302 
0410 
62C5 
4511 
BEC5 



02CS 490S 



9 ACS 

FEB 5 

osoo 

B2CE 
BEC4 
FEA7 
FEBA 

BECS 
SDOO 
0401 
8359 
0410 
8204 
4530 



0204 490B 

02DS 6E07 

0206 BEOS 

0207 7801 



0208 
0209 
02OA 
02DS 
020C 
0200 
•2DE 
020F 
02E0 
02E1 



FE85 
OSOO 
B2E7 
9 At* 
BECK 
FEA7 
2300 
4000 
5009 
82E5 



02E2 70FF 



02E3 4311 



02E4 BECS 

02ES FF4E 
02E4 BEDS 



! 

OTHAN: 



LRCUT: 

I 
CRCWT: 



JOT 
CUN 
CUN 
JUN 
OUT 
SUT 
SUT 
CLR 
INO 
TAN 
JZE 
TAN 
JZE 
OUT 
JUN 

SUT 

JRR 
CUN 
TOR 
JZE 
JUN 
CUN 
CUN 

JUN 
INO 
TAN 
JZE 
TAN 
JZE 
OUT 



SUT 
J7T 
JUN 
SUT 

CUN 
TOR 
JZE 
JRR 
JUN 
CUN 
AUT 
CLR 
INO 
JZE 



SUT 



I 

ONOET: 



CUN 
JUN 



SETBS 

EOTCH 

GPCNT 

NREAD 

4,0FH 

8.00H 

9.00H 

A 

S,0 

01H 

RREVM 

10H 

DTRAN 

5.11H 

DTRAN 

1 ,0SH 

CDATT 

NDLAV 

00H 

SAPDT 

RRE4T 

R0ATA 

TRANS 

DTRAN 

S,0 

01H 

NZGAP 

10H 

CUAIT 

5.30H 



1 ,08H 
LRCUT 
CRCUT 
8.C1H 

NOLAY 

00H 

SBTBT 

CRDAT 

CRCUT 

ROATA 

3 

A 

S,9 

ONOET 



0.0FFH 
S.UM 

DTRAN 

CRCLT 
CRCUT 



(TEST FOR EOT 

;TEST FOR TOO LONG A SAP 



;SET OBSY 

(RESET TIMING REGISTERS 



.TEST UPON FORWARD MODE ( BIT 1 ) 

.READ REVERSE IF ZERO 

(TEST UPON ERASE NODE ( BIT «4 ) 

;NO DATA TRANSFER IF ZERO 

.SET .CRC6 AND ENRST 



• SET-UP FOR 2,5 CHARACTER 
! PERIODS GAP TIMING. 
.DATA WAITING? 

(RETURN FROM DELAY 
(DELAY FINISHED IF ZERO 

(START READ DATA TRANSFER. 
(FINISH DATA TRANSFER. TEST 
(FOR PARITY ERRORS. 
(ONCE MORE' 

(TEST UPON FORUAR0 MODE < BIT 1 > 

(REVERSE IF ZERO 

(TEST UPON ERASE MODE < BIT «4 > 

(ERASE HOOE IF ZERO 

(RESET «CRCG, SET CCHG/ID 

(THE REASON FOR THIS IS THAI 

(THE CRC-CHARACTER OR THE 7-TRACK 

(LRC CHARACTER HAY HAVE EVEN 

[PARITY. 

(SET 4 CHARACTER PERIODS GAP TIMING. 

(NO CRC IF 7-TRACK OPERATION 

(INDICATES THAT UE ARE WAITING 
(FOR AN LRC CHARACTER. 

(ACC IS ZERO' 

[DELAY FINISHED WHEN ZERO 



(START DATA TRANSFER 
(START ROS GENERATION 



[IF ZERO, UE HAVE RECEIVED THE FIRST 

(BYTE IN THIS PERIOD AND EVERY- 

I THINS IS OK. 

(LOAD ERROR REGISTER. HE HAVE 

(RECEIVED MORE THAN ONC BYTE IN 

(THIS PERIOD. 

(SET .CRCG AND ENRST. START NORMAL 

(DATA TRANSFER ONCE MORE. THE 6AP 

[UE DETECTED WAS PROMBELY A 

[ OROP-OUT . 



02E7 3D0B 



S8TSTI 
I 



INO 



(pTHMU lO 



n.ra Transfer 



-o 



LFC'CHC 
Character 
Tcwsfer 



(W7G*P lj> 




23.13 DTRAN SEQUENCE 

The DTRAN sequence controls the transfer 
of NRZI data bytes read from tape. It 
also includes the transfer of check 
characters in the forward mode. 

In the reverse mode the check character 
transfer, being handled by the RREVM 
sequence ^<n<iyiapji ij.i.3; i wjlxx al- 
ready have taken place by the time the 
program enters the DTRAN sequence. 
Hence, after the data transfer operation 
is completed, the program exits straight 
off to the NZGAP sequence, bypassing the 
forward mode check character transfer 

•: r> +-V»~ TVT>T3JVM 



The general data transfer sequence 
utilizes three subroutines for the 
transfer operation. These are used 
repeatedly in a program loop until all 
data is transferred and a gap is detec- 
ted which exceeds the maximum allow- 
able gap between data bytes, that is, 
2.5 character periods. At this point 
a check character, which shall appear 
after 4 character periods, is assumed to 
come next, and the program branches off 
to the check character transfer part of 
the DTRAN sequence. However, in the 
case of a read reverse operation, the 
detected gap is assumed to be the inter- 
block gap and the program exits to the 



8,8 



02E8 


4401 




XRA 


01H 


02E9 


B2F2 




JZE 


S9TST 


02EA 


FEFB 




CUN 


NOCKC 


02EB 


7900 




SUT 


9.00H 


02EC 


FF20 


( 


CUN 


SDLAY 


02ED 


FEBF 


( 
1 


CUN 


ERTST 


02EE 


4431 




ANA 


31H 


02EF 


2900 


( 


AUT 


3 


02F0 


4908 


( 


SUT 


1.08H 


02F1 


BED7 




JUN 


LRCUT 


02F2 


3 D09 


S9TST! 


INO 


S.9 


02F3 


82F3 




JZE 


NOLRC 


02F4 


BFS9 




JUN 


NZGAP 


02FS 


•EF8 


NOLRC: 


J7T 


ZELRC 


02F* 


7DFF 




SUT 


D.0FFH 


02F7 


BF39 




JUN 


NZGAP 


02FI 


FEFF 


ZELRC! 


CUN 


NOCRC 


02F9 


FEB1 


( 


CUN 


ROAT1 


02FA 


BF39 


( 


JUN 


NZGAP 



• UE HAVE NOW PASSED THE TIME PERIOO 

I DURING WHICH A CHECK CHARACTER 

(MAY ARRIVE. SB EBUAL TO 01 HEME 

(THAT UE HAVE READ BOTH THE CRC 

■ AND THE LRC CHARACTER IF OPE- 

I RATING UITH A t-TRACK SYSTEM, OR 

(THE LRC CHARACTER ONLY IF OPE- 

IRATING UITH A 7-TRACK SYSTEM. 

(THEREFORE, UE GO ON TO THE 

[NRZI REA0 END OPERATION. 

(IF SB EauAL 00, THE READING 

(OF THE CRC CHARACTER IS 

[FINISHED^ SUT UE STILL HAVE TO 

(UAIT FOR THE LRC CHARACTER. 

[THIS UILL ONLY HAPPEN FOR A 

[9-TRACK SYSTEM. 

[WHEN THE CRC CHARACTER MAS BEEN 

IREADl WE TEST UPON THE CONTENTS 

(OF THE 89 REGISTER TO BEE IF 

[THE CRC WAS AN ALL ZEROES CHARACTER. 

(IF IT WAS, WE TRANSFER AN 

[ALL ZEROES CHARACTER TO THE 

(READ DATA OUTPUT REGISTERS. 



(LRC CHARACTER READ? 
(LRC READ IF ZERO 

(UAIT FOR LRC 

(A SHORT DELAY IS NECESSARY 

(HERE TO AVOID THAT THE PARITY 

(ERROR SIGNAL IS SENT 

(THAT UE ARE SENDING AN ALL 

(ZEROES CHARACTER 

[CALL ERASE TEST 

(AND UITH 31 

(IF NOT A SPACE OR SEARCH C 

[NOSE DATA ) OPERATION, THE 

(•CRCG LINE IS SET TRUE. 

[SET DELAY 



16- 



IUE KNOW ACCUMULATOR 18 ZERO HERE 



[SET ERROR REGISTER 

[TRANSFER ALL ZEROES CHARACTER 
[INCREMENT 8C. ACCUMULATOR IS 
(LOADED UITH INPUT S HERE, SUT 
(THAT DOES NOT MATTER. 



The data byte gap duration is monitored 
by the NDLAY subroutine (Paragraph 
23. 34). This subroutine is similar 
to the DELAY routine, but requires an 
outside closing loop to complete the 
delay. This allows the delay timing to 
be interrupted whenever a read strobe is 
received (RREQ = 1) and to branch out of 
the delay loop to execute the transfer 
of the data byte accompanying the read 
strobe. Only if the delay is completed, 
that is, if the delay exceeds 2.5 chara- 
cter periods, will the program break out 
of the data transfer loop. 

To execute the data transfer, the RDATA 
and TRANS subroutines are used (Para- 
graphs 23.31 and 32). Together they 
perform the same function as the RWDAT 
subroutine except that the RDATA sub- 
routine increments the SC byte count 
register if the number of bytes detected 
is less than 3. This register is used 
later to qualify the block: Bad block 
if SC is less than 2, file mark if SC = 
2, and data block if SC is larger than 



•m*i«3 ar QVrx I 
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In general, the RDATA subroutine loads 
the read output registers and increments 
the SC register, and the TRANS subroutine 
strobes the data byte out, and performs 
a vertical parity check. The NDLAY sub- 
routine, in addition to branching out 
2.5 character periods after the last 
read strobe, also performs an EOT check. 
This check will be performed very often 
since the rate at which NDLAY is cycled 
through is much higher than the data 
bit rate seen by the RREQ read strobe 
detection circuit. 

The check character transfer loop used 
in the remainder part of the DTRAN 
sequence is similar to the data transfer 
part and is used for both the CRC and 
LRC characters. The mechanism of 
breaking out of this loop once both 
characters have been detected employs the 
S8 register. This register is set to 
01 whenever there is only one character 
to search for, such as in 7- track opera- 
tion or after the CRC haracter has been 
detected in the 9- track operation. A 
test of the S8 register is then made 
after this search has been made, and if 
S8 = 01, the program goes on to finish 
the DTRAN sequence. 

When the program enters the CRCWT check 
character transfer loop, 2.5 character 
periods have already elapsed since the 
last character, and this gap constitutes 
the minimum required before the first - 
check character arrives. This character, 
which in both 7-track and 9-track opera- 
tion may be an undetectable all "0"s 
byte, is assumed to arrive within an 
additional 4 character periods, for a 
total of 6.5 periods since the last 
data byte. To monitor the check charac- 
ter gaps, the NDLAY subroutine is used, 
much in the same manner as it was used 
in checking the data byte gaps in the 
data transfer loop. The S8 test is 
placed in the NDLAY closing loop. 

In the case of an all "0" byte, the 
program will break out of the NDLAY delay 
loop after 6.5 periods in total without 
having entered the CRDAT check character 
transfer loop, since no read strobe will 
accompany such a byte 

If the byte is not all "0"s, it will be 
duly transferred, using the RDATA sub- 
routine and the A3 strobe instruction 
used in the TRANS subroutine. (The 
TRANS subroutine is not used here 



rtJMCTIQHAL TUM CHART: 



( 0TRM-* ) 




because the parity check contained there- 
in is not wanted here) . 



At this point in the CRDAT loop, the S9 
register is tested. In normal operation, 
the program will break out within 4 
character periods and reset the S9 regi- 
ster to 00. This register is set to 01 
only during the CRDAT sequence, in the 
CRCET subroutine which is part of the 
sequence. Hence, if the S9 is 01 at 
this test point, it means that a second 
byte has been detected before the elapse 
of the full 4 character periods since a 
first byte set the S9 register. It is 
then assumed that this byte must be a 
data byte and that the initial gap 
exceeding 2.5 character periods was due 
to a drop-out. The error register is 
therefore set, and the program is 
returned to the DTRAN entry point in 
order to resume reading and transferring 
data bytes. 
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The CRCET subroutine will, in addition 
to registering the detection of a byte 
in S9, check and modify the S4 parity 
register, see Paragraph 23.35. 

In 7- track operation, the LRC character 
may be an all "0"s byte, but not so in 
9-track operation. On the other hand, 
in 9-track operation the CRC character 
may be an all "0"s byte. 

Normally, the program will cycle the 
check character transfer loop once in 
the 7- track mode and then exit to the 
S9TST sequence. If however, the LRC is 
an all "0"s byte, the transfer loop is 
not cycled, the S9 is not set, and the 
program exits to the S9TST sequence 
after 4 character periods. In this 
sequence a test on S9 is made, and if • 
S9 = 00, an all "0"s LRC is assumed and 
transferred at this point. 

In the 9-track mode, the S8 register is 
not set until the first CRC character 
search cycle has been completed, and 
the program will make one extra search 
cycle for the LRC character before exit- 
ing to the final S9TST sequence. 

The CRC search cycle will normally in- 
clude cycling the transfer loop, setting 
the S9 register. Not, however, for an 
all "0"s byte. In that case, S9 will 
remain 00. After the SS test, beginning 
on the LRC search cycle, the S9 register 
is therefore tested to determine whether 
or not a CRC byte was detected. If not 
detected, an all "0"s CRC byte is 
assumed and consequently transferred. 
This is taken care of by the NOCKC sub- 
routine (Paragraph 23.36) . 

An all "0"s byte will generate a parity 
error signal, and the CRCG-gate, which 
controls the transmission of parity 
error signals, must be prevented from 
enabling such transmission until the 
byte has been safely transferred. This 
is accomplished by introducing a short 
delay using the SDLAY subroutine 
(Paragraph 23.37). 

Parity error signal transmission is 
enabled for the LRC character, but not 
in the space or search/ignore data modes. 
The actual mode is determined by the 
ERTST subroutine (Paragraph 23.38). 



The program continues its search for an 
LRC character in the same manner as for 
the CRC character: Waiting for a read 
strobe, transferring the character, 
waiting for the end of the NDLAY delay 
and finally exiting to the S9TST sequ- 
ence. If S9 = 00, indicating failure to 
detect an LRC character, the error 
register is set. 
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DETAILED FLOW CHART: 



(nreadT) 
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% 2.5 per. Delay loop 



23.14 NZGAP SEQUENCE 

The NZGAP sequence is a continuation of 
the NREAD sequence and checks the gap 
following the data block. If the gap is 
at least 2 character periods long, the 
program goes on to check for file marks 
and errors. If on the other hand, there 
are signals received within this period, 
the gaps previously believed in the 
DTRAN sequence to be check character 
space gaps, are assumed to have been 
drop-outs, and the program returns to 
the DTRAN sequence. 

The check for errors starts with a check 
of the longitudinal parity, examining 
the S5 and S4 register which contains 
the results for each read channel of 
exclusive-oring (in the RDATA subroutine) 
all previous bits (cfr. Paragraph 23.30). 
The respective longitudinal parity bits 
shall be "0". This also holds true for 
file mark bits. 

In the program the data part of the S5 
is examined first, and then the S4. The 
four most significant bits in S4 shall 
also be "0", and the entire S4 byte is 
examined. Of the 9 available channels 
in the 7-track mode it is channel and 

1 which are not used, and these two are 
masked out. 

If the S5, S4 test is passed and there 
is no error registered in SD, the first 
condition for file mark is checked: The 
number of bytes in the block. This has 
previously been recorded in the SC regi- 
ster by the RDATA subroutine and shall be 

2 for a NRZI file mark. 



FUNCTIONAL FU3W CHART: 



( NZGAP ) 




The next file mark test is the file mark 
pattern itself. For this test the 
entire B5 byte can be used, and the B4 
part need not be used, since both the P 
and channel bits is "0" for any type 
of file mark. For 7-track and 9- track 
formats the pattern shall have "l"s in 
channels 4, 5, 6, 7 , respectively 
3, 6, 7. Furthermore, for a 7-track 
file mark the parity shall be even, and 
the SD shall contain EE as the result 
of the parity check in the TRANS sub- 
routine . 



The NZGAP sequence is finished off by a 
25 period gap test using the GPTST sub- 
routine. In addition, a check is made 
on read strobes. Detection of read 
strobes is ignored only if in space or 
search/ignore data mode (as tested by 
ERTST) . 



0387 


*700 


HZ GAP! 


OUT 


7,00H 


ISET SAP DETECTED SIGNAL 


033A 


♦704 




BUT 


1.04H 


I9ET 2,0 PERIODS OF SAP OELAY 


03M 


FC0S 




CUN 


DELAY 




01SC 


A7*2 


1 


J60 


NREND 


1IF TRUE, UE ASSUME THAT A 
■ PROPER GAP IS DETECTED 


6350 


70FF 




BUT 


O.0FFH 


ISET HARD ERROR REGISTER 


03SE 


FEBF 




CUN 


ERTST 




03SF 


4*11 




ANA 


11H 




03*0 


2300 


1 


AUT 


5 


ISET ENRST AND *CRC6 IF 

(NOT OPERATING IN SPACE NODE. 


03*1 


BEC3 




JUN 


DTRAN 




03*2 


4000 


NREMOl 


CLR 


A 




03*3 


4S1F 




ORA 


1FH 


ISET MASK-OUT PATTERN 


03*4 


3E03 




INA 


8,5 




03*5 


83*7 




JZE 


NRNOl 




03** 


BF8D 




JUN 


SETHE 




03*7 


5004 


NRNOl: 


INO 


S.* 




03*8 


8F*C 




J7T 


NRN02 




03*7 


0500 


MM03: 


TOP 


00H 




03*A 


8346 




JZE 


NRN04 




03*B 


BF8D 




JUN 


SETHE 




03*C 


4*07 


NRN02I 


ANA 


07H 


•MASK OUT ALL SITS EXCEPT AND 3 


03*D 


BF*7 




JUN 


MMD3 




03*e 


SD0D 


NRN041 


INO 


S.0OH 




034F 


04FF 




TXR 


0FFH 


•HARD ERROR? 


0370 


8380 




JZE 


SETHE 




0371 


4000 




CLR 


A 




0372 


SMC 




INO 


8,004 




0773 


0402 




TXR 


02H 


•ONLY 2 BYTES? 


0374 


837* 




JZE 


CHLRC 




037S 


BF71 




JUN 


RESM 




037* 


4000 


CHLRCi 


CLR 


A 




0377 


SS0' 




INO 


A.3 




0370 


8F8 




J7T 


FHBEV 




037? 


4417 




XRA 


17H 




037A 


837C 




JZE 


NRNDS 




0376 


BF71 




JUN 


RESM 




037C 


5000 


NRNDS: 


INO 


S.0DM 


IHE KNOU ACC. IB ZERO HERE 


037D 


4400 




XRA 


00H 




037E 


8387 




JZE 


NRND* 




037F 


BF71 




JUN 


RESM 




0380 


441E 


FMSEVl 


IRA 


I EH 




0381 


8383 




JZE 


NRM08 




0382 


BF71 




JUN 


RESRS 




03B3 


5000 


NRNDSl 


INO 


S.0OH 


|ME KNON ACCUMJLATOR M ZERO HEME 


0384 


44EE 




XRA 


0EEH 




0385 


8387 




JZE 


NRND* 




038* 


BF71 




JUN 


RESRS 




0387 


5005 


NRNOtl 


INO 


S,3 


|UE KNON ACC. IS ZERO HERE 


0388 


83BA 




JZE 


NRN07 




038V 


BF71 




JUN 


RESM 




038A 


*41F 


MRND7: 


OUT 


*,1FH 


ISET FILE HARK DETETCTEP 


0388 


7AFF 




SUT 


A.0FFH 


ISET FILEHARK SEARCH REGISTER 


038C 


BF71 




JUN 


RESRA 




038D 


FEBF 


SETHEl 


CUN 


ERTST 




038E 


0500 




TOR 


00H 


IACC ZERO? 


038F 


8371 




JZE 


RESR8J 


|NO ERROR INDICATION IF ZERO 


0370 


7000 




OUT 


8.00H 


ISET HARD ERROR INDICATION 


0371 


4200 


RESROi 


OUT 


2.00H 




0372 


FCE8 




CUN 


0ENST 


ISET GAP COUNTER SB 


0373 


FC82 




CUN 


GPTST 




037* 


787* 




JRR 


NRND7 




0375 


BF7B 




JUN 


OREND 




037* 


FEBF 


MRMD7: 


CUN 


ERTST 




0377 


0500 




TOR 


00H 


IACC ZERO? 


0378 


8378 


1 


JZE 


0RENO 


INO HARD ERROR INDICATION IF 
■ ZERO 


0377 


7000 


HAR0E< 


OUT 


8.00H 


ISET HARD ERROR LINE 


037A 


BF7B 




JUN 


OREND 





bit location: 
S4 

7-tr mask 



ch. 2 



ch. 1 



ch. 



ch. P 



(09) 



S5, B5 

Data mask 
7-tr file mark 
9-tr file mark 



ch. 1 


ch. 


2 


ch 


.PUO 


ch. 


7 


ch. 


6 


ch. 


5 


ch. 


4 


ch. 3 

















1 




1 




1 




1 




1 


(IF) 















1 




1 




1 




1 







(IE) 















1 




1 




1 












(19) 
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DETAILED FLOW CHART: 



(nzgapJ) 




00 ■* A7<0 

set gap 

det 



04 -* SI 



Call DELAY 
20 




M9-GAPD=1 < 



YES 



FF -*■ SD | 

Set Error i 

1 ! 



Call ERTST 
38 




Set CRCG? 

ENRST if 
not space 




( NREND-) 



1 



IF ■> Acc 
Mask -out 
pattern 




(nRNDiT) I YES 



S4 ■" Acc 



X 



< 



s 

7-Track 

M3-7TR=£ 



NO 



( blRNDZ :J YES 



09 O Acc -> 
Acc 
Maskout pat. 




(SETHE :") 



Call ERTST 
38 




# Masking out bits & 1 which are not 
part of 7-track byte. 



YES 



00 -* A: 
set HER 



^> 



J 




NO 



(CHLRC?) 



YES 



J5 <4>- 



B5<4^>* Acc 

Last LRC 
character 



( NRNDSl ! 




( NRND6} 



FF -»• SA 
set file 
mark ind. 



(rESR Q:) 



00 ■* A2<4 . 
Reset 




Call DENST 
23 



Call GPTST 
22 



(NRND9 ;) 




Call ERTST 
38 




YES 



X 



00 -> A 
set HER 



S<?> 




NRZI TEST 



NZGAP 



© 
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23.15 RREVM SEQUENCE 



The RREVM sequence is part of the NREAD 
sequence and handles the check character 
transfer prior to the data transfer in 
the reverse read mode. 

The program for the forward mode check 
character transfer in the DTRAN sequence 
was able to use many common smaller 
sequences for 7 and 9 track modes of 
operation. In the RREVM sequence, these 
modes are handled by completely separ- 
ated branches. 

In 9-track operation, the first byte 
arrived is assumed to be the LRC charac- 
ter and is promptly transferred. The 
CRC byte is expected to be detected 
within 6 character periods, and is 
assumed to be an all "0"s byte in the 
absence of a read strobe during this 
waiting period. The program sequence is 
similar to the corresponding one in the 
DTRAN sequence. 

In the 7- track mode, matters are compli- 
cated by the fact that the LRC character 
may be an all "0*'s byte, and it is im- 
possible therefore to determine whether 
the first detected byte is an LRC charac- 
ter or a data character before the gap 
to the next byte is known to exceed the 
minimum required for an LRC character. 

The first byte is therefore stored while 
the program goes on to examine the gap. 
If the gap exceeds 2.5 character periods, 
the detected byte is qualified to be an 
LRC character and transferred as such. 
If the gap is less than 2.5 periods, the 
LRC is assumed to be an all "0"s byte, 
and such a "0" byte is transferred, 
before the stored byte is transferred. 
The latter is now assumed to be a data 
byte and is transferred after a short 
delay. 

Using CRCG, parity error signal trans- 
mission is disabled during the LRC 
character transfer, and the SDLAY sub- 
routine is used as before to keep it so 
disabled until the transfer is safely 
completed . 

The TRANB subroutine is used to transfer 
the first byte instead of RDATA, since 
this byte has already been stored in 
S4, S5, and in the case of an all "0"s 
LRC character is no longer available in 



0302 8F24 



RREVM; J7T 



; 7 -TRACK REVERSE HAS ITS OWN READ 
(REVERSE 9ECTI0NI BECAUSE THE 
I DIFFERENCE BETWEEN THE 7-TRACK 
I AMD THE 7 -TRACK OPERATION IS 
ISO GREAT. 




the B4, B5 registers. In this 
case, the read strobe for the next byte 
has already been received, and the pro- 
gram must consequently use the CDATT 
entry point in DTRAN sequence to secure 
the transfer of the accompanying data 
byte. 



0303 


FEBF 




CUN 


ERTST 


0304 


4431 




ANA 


31H 


0303 


2S00 




AUT 


3 


0304 


FEA7 




CUN 


RDATA 


0307 


FEBA 




CUN 


TRANS 


0308 


470C 




SUT 


1.0CH 


0307 


FEBF 




CUN 


ERTST 


030A 


4430 




ANA 


30H 


0308 


2300 


i 
i 
1 
CRCGP > 


AUT 


3 


030C 


FE8S 


CUN 


N0LAY 


030D 


0300 




TOR 


00H 


030E 


831A 




JZE 


ONBYT 


030F 


7BU 




JRR 


CRCTR 


0310 


BFOC 




J UN 


CRCGP 


0311 


FEA7 


CRCTRi 


CUN 


RDATA 


0312 


2300 




AUT 


3 


0313 


4000 




CLR 


A 


0314 


3D0? 




I NO 


s,» 


0313 


8318 




JZE 


CRCBT 


0314 


70FF 


. 


SUT 


D.0FFH 


0317 


BF1B 


t 


J UN 


WAITS 


0318 


FF4E 


CRCBT: 


CUN 


CRCET 


0317 


BFOC 




J UN 


CRCGP 


031A 


FEFB 


ONBVT: 


CUN 


NOCKC 


031B 


FF20 


UAITSl 


CUN 


S0LAY 


031C 


FEBF 


i 


CUN 


ERTST 


031D 


4411 




ANA 


11H 


031E 


2300 




AUT 


3 


031F 


BEC3 


» 


J UN 


DTRAN 



0344 BECS 



i 

IIF ACC IS FF, THIS GIVES 31 

I IF NO SPACE, THIS HILL SET THE 

ICCH6/ ID, ENRST AND •CRCG LINES. 

• TRANSFER LRC CHARACTER 

{START RDS-GEHERATION 

ILOAO 4-CHARACTER PERIODS DELAY 

(CALL ERASE TEST SECTION 

IIF NO SPACE OPERATION, THIS 
IHILL RESET THE *CRC6 LINE. 
I THIS IS NECESSARRV TO AVOID 
IFALSE PARITY ERROR INDICATION. 

i DELAY FINISHED? 

I DELAY FINISHED IF ZERO 

SCRC BYTE DETECTED? 

I START CRC DATA TRANSFER 
I START RDS-GEHERATION 



I CRC BYTE RECEIVED IF ZERO 
I SET ERROR REGISTER. NORE THAN 
■ ONE BYTE DETECTED IN THE CRC 
;TIHE GAP. 



0324 
0327 
0328 
032? 
032A 


4000 RREV7 : CLR 
3504 INO 
2C00 RUT 
4000 CLR 
3303 INO 


A 
A,4 

4 
A 
A, 3 


032B 
032C 


2D00 
4200 


RUT 
OUT 


5 

2.00H 


0320 
032E 
032F 


FEBF 
4430 
2500 


CUN 

ANA 
AUT 


ERTST 

30H 

5 


0330 


4705 

1 
7B34 NE 
FE85 

0500 
8340 


SUT 


I.05H 


0331 
0332 
0333 
0334 


XI Ci JRR 
CUN 
TOR 
JZE 


TRAN0 

NDLAY 

O0H 

INCSC 


033S 
0334 


BF31 JUN 
4300 TRAN0: OUT 


NEXTC 
3.00H 


0337 
0338 
0337 
033A 
033B 


7C02 
FF20 
FEBF 
4411 
2500 


SUT 

CUN 
CUN 
ANA 

AUT 


C,02 

SDLAY 

ERTST 

11H 

3 


033C 


; 

FF47 


CUN 


TRANB 


033D 
033E 
03 3F 


FF20 
4705 
BECB 


CUN 
SUT 
JUN 


SDLAY 
1.0SH 
CDATT 


0340 
0341 


7C01 INCSC: SUT 
FF47 CUN 


C.01H 
TRANB 


0342 
0343 
0344 
0345 


FF20 
FEBF 
4411 
2500 


CUN 
CUN 
ANA 

AUT 


SDLAY 
ERTST 

11H 

5 



ISTART CRC TESTING 



I START SHORT DELAY 
■ TO AVOID TIMING PROBLEMS 
IWHEN GENERATING THE ROS- 
; STROBES. 



(THIS WILL SET THE ENRST AND 
I*CRC6 LINES IF HE ARE NOT 
(OPERATING IN SPACE MODE 
i START NORMAL DATA TRANSFER 



ILOAD P AND 2 CHANNEL 
I8TORE DATA INTO 84 

ILOAD THE REST OF THE DATA 

i CHARACTER 

ISTORE DATA INTO S3 

I RESET READ REBUEBT. LOAD 

IHALF OF "0"-LRC CHARACTER. 



ISET ENRST AND CCHE/IO IF NOT 

;IN SPACE NODE 

ISET-UP FOR 2,9 CHARACTER PERIODS 

IGAP TIMING 

l"0"-LRC IF READ REBUEST EOUAL TO 1 

■ DELAY FINISHED? 

I THE FIRST CHARACTER RECEIVED HAS 

IAN LRC CHARACTER IF ZERO 

i START TRANSFERRINS OF THE 
l"0"-LRC CHARACTER 
ISET BYTE COUNTER 



I RESET CCHG/IO, SET *CRC6 

IIF NOT IN SPACE MODE 

ISTART TRANSFERRING OF FIRST 

I DATA BYTE 

{SHORT DELAY 

ISET 2,5 PERIODS GAP TIMING 

ISTART TRANSFERRING OF 

■NEXT DATA BYTE 

ILOAO BYTE COUNTER 

; TRANSFER LRC CHARACTER 

5 THE LRC CHARACTER IS NOT ZERO 

; SHORT DELAY 



iRESET CCH6/1D, SET <CRCG IF 

SNOT IN SPACE MODE 

! START NORMAL DATA TRANSFER 
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DETAILED FLOW CHART: 



Call ERTST 
38 



31 H Ace -> 
Ace 



Ace -»• A5^2 
Set FCCG/rD, 
ENRST, CRCG 
if not space 



Call RDATA 
31 



Call TRANS 
32 



OC -*- SI 
6 char, gap 




YES 





(RREVM:) § RREVm" 



FF ->- SD 
Set Hard 

Error 



^(pN BYTj ) 



Call NOCKC 
36 



(wAITS^ 



Call SDLAY 
37 



Call ERTST 
38 



11 f\ Acc- 
Acc 



3a 



Ace -> A 
Sfe t ENR ST 
+ CRCG 





00 ■* A2<£> 
Resell 
RREQ 




Ace -»■ A5< 

set ENRS_ 
+ FCCG/ID 
if not space 






(nextcJ) 



,M6-RREQ=1 *J2_ 



(trANOj) JYES 




00 ■*■ A 
Transfer 
"0"-LRC 



^ 



02 -> SC 
set byte 
counter 



:all SDLAY 
37 



:all ERTST 
38 



11 C\ Ace 
Ace 



Ace -*■ A5 
Res et FO 
Set CRCG if 
not space 



Call TRANB 
33 



Call SDLAY 
37 



imZT READ REVERSE 



RREVM 

(15) 




Call NDLAY 
34 




01 +SC 



Call TRANB 
33 



Call SDLAY 
37 



Call ERTST 
38 



11 (\ Ace •*■ 
Ace 



Ace ■+ A5<(2/ 
ResetFCCG 
set CRCG 
if not space 
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23.16 DREND SEQUENCE 



The DREND sequence terminates all read 
and write operations, first by generating 
the post- record delay and then, at 
RAMPD, by ending tape motion. While the 
tape is decelerating, the INREQ signal 
is tested for the presence of a new 
command, in which case the program is 
ready for an "on-the-fly" operation. 

The post- re cord delay value is fetched 
from the SF register which was loaded 
during the START (write delays) and 
RCOMD (read delays) sequences. The 
timer is reprogrammed to a 20 usee clock- 
ing period. 

In the case of a search operation, this 
operation is continued by returning the 
program to an appropriate point in the 
START sequence unless a file mark or, in 
forward motion, an EOT marker has been 
detected, in which case the search opera- 
tion is terminated. The detection of a 
file mark would have been registered in 
the SA register during the PREAD (PE) or 
NZGAP (NRZI) sequences. A watch for the 
EOT marker is maintained at all times, 
and a detection of it is registered in 
the SA register by the DELAY, EOTCH and 
NDLAY subroutines. 

The NFILS entry point is provided for 
the GPCNT subroutine to terminate the 
operation if the gap detected is too 
long. 

A ramp delay is generated after which 
it is assumed that the tape will have 
stopped. In the case of an "on-the-fly M 
new command, the program is returned to 
an appropriate point in the START sequ- 
ence where decoding the command takes 
place. 



FUNCTIONAL FLOW CHART: 



f DREND J 



Reset Read 
Control etc. 



Generate 
Post-record delay 



Search operation, but 
EOT or File wirk not 
detected 



Generate 
Roup delay 



Stop Motion. 
Tape decelerating 



<J> 



New command? 
YES 



<> 



Rastp delay 
elapsed? 



Reset Status 



Standby 



START 
Sequence 



© 



-JlNTIM J 



Standby 
(Tape at rest) 




Check new 
comb and for 
"On the fly" 
operation 




(In Motion) 
Continue 
operation 



03te 


•500 


DREND > 


OUT 


S.00H 


03»C 


4000 




cut 


A 


039D 


4S0B 




ORA 


0BH 


0S9E 


3003 




I NO 


S.3 


039F 


2400 




AUT 


4 


03*0 


74A0 




OUT 


C.OAOHJ 


03A1 


4000 




CLR 


A 


03*2 


3 OOF 




INO 


S.0FH 


03A3 


2900 




RUT 


1 


SIM 


FCOS 




CUN 


DELAY 


03AS 


BFA4 




JUH 


RAttPO 


03A4 


4000 


RAMP0> 


CLR 


A 


03A7 


5000 




INO 


S,0 
02H 


03AB 


0402 




TAW 


03A9 


83BC 




JZE 


9EARC 


03AA 


7100 


NFILS > 


OUT 


9.00H 


03AB 


7400 




OUT 


C.0D0H 


03AC 


4EFF 




BUT 


4,0FFH 


03AO 


4000 




CLR 


A 


03AE 


4301 




ORA 


01H 


03AF 


3003 




INO 


3,3 


0380 


2400 




AUT 


4 


0381 


•902 


RAHPSl 


SUT 


1.02H 


0382 


FC05 




CUN 


DELAY 


0383 


8404 




JIL 


SN0TN 


0384 


3004 




INO 


S.4 


03BS 


4200 




SUB 





038* 


8389 




JZE 


ENOOP 


03B7 


2E00 




RUT 


4 


03BS 


BFB1 




JUN 


RAMPS 


0389 


5003 


ENOOP: 


INO 


S,3 


03BA 


2400 




AUT 


4 


0JB8 


BC02 




JUN 


INTIM 


03BC 


0408 


SEARCH: 


TAN 


08H 


03BD 


83AA 




JZE 


NFILS 


03BE 


4401 




ANA 


01H 


03BF 


S3C4 




JZE 


FDETC 


03CO 


4000 


i 


CLR 


A 


03C1 


500' 




INO 


S.0AH 


03C2 


04.,* 




TXR 


0AAH 


03C3 


83AA 




JZE 


NFILS 


03 C4 


300A 


FDETC: 


INO 


S.0AH 


03CS 


04FF 


' 


TXR 


0FFH 


03C4 


■3AA 




JZE 


NFILS 


03C7 


BC13 




JUN 


SET10 



I RESET READ CONTROL RE6ISTER 

(LOAD RESET READ AND FMK 

(LOAD CORRECT NODE 

IRESET READ AND FHK DETECTED 

tSET-UP FOR 20 MICROSECONDS TIMING 

ILOAO POST-DELAY REGISTER 
(STORE POST DELAY 



(TEST UPON WRITE NODE < 8IT 1 > 
INO WRITE NODE IF ZERO 
IRESET IMRE«. 

ISET 10 MICROSECONDS TIMNS 
•SET RAMP DELAY 

ILOAD WITH RESET NOTION AND D8SY 
ISET CORRECT MODE 
IRESET NOTION AND DBSY 
I9HORT DELAY 

|"ON-THE-FLY" OPERATION? 

1 DECREMENT 84 

IRAMP DOWN TINE ELAPSED IF ZERO 



IRESET STATUS REGISTER 
1 READY FOR NEW OPERATION 

{TEST UPON HFM NODE ( BIT 3 > 
INO SEARCH IF ZERO 
(TEST UPON FORWARD NODE C BIT ) 
I IGNORE EOT DETECTED IF REVERSE 
INODE. REVERSE NODE IF ZERO 

ILOAO SEARCH INDICATOR 

1E0T DETECTED? 

I EOT DETECTED IF ZERO 

ILOAO SEARCH INDICATOR 

IWE KNOW ACCUMULATOR 19 ZERO 

IFILEMARK DETECTED? 

IFILEHARK DETECTED IF ZERO 

IONCE MORE! 



Finally, if there is no new command, the 
program is returned almost to the very 
beginning of the START sequence, re- 
taining only the format status infor- 
mation. In the START sequence, the pro- 
gram resets various control and indi- 
cator registers and advances to a point 
where it sits waitina for a new connnand. 
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DETAILED FLOW CHART: 




(drendT) 




00 ■* AE 

Reset 

Read contr. 



OB -+ Ace 



53 U Ace Ace 
NRZI/PE 



Ace -* A' 
Reset 
Read,FMK 



^ 



*S 



A0 -* A12< 3 



20 ps 
timing 



V 



V 



SF - SI 

set 

post-delay 



Call DELAY 
13 



t 



( NFILS:) 



search mode? 




00 ■*■ A9/^ 



Reset 
INREQ 



<c> 



DO ■* A12<3 / 
10 ys X 
timing 



J 



FF -* S6 
RAMP 
Delay 



01 + Ace 



S3 \J Ace 

-*■ Ace 



Ace ■+ A6/2^> 
Reset DBSY, 
Motion 



I 



(fdetcj) 



FILE MARK? 



(sETIO ^ 







^RAMPST) 



1 



02 -*■ SI 
short 
delay 



:all DELAY 
13 




YES 



Ml-INREQ=1 

Y 

I NO 



DECR. 
S6 




GEE) 



TERMINATING 



DREND 
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23.20 DELAY SUBROUTINE 



The DELAY subroutine will generate a 
delay determined by a preselected timer 
period generated by the timing counter 
(U120, 121, 3) and a multiplication 
factor normally stored in scratch pad 
registers SI and S2. The least signi- 
ficant part of the number (LSB) is 
stored in SI, and the most significant 
one (MSB) in S2. The time base, or 
timer period, is preset by using 
strobe A12. See also paragraph 22.3.4-3. 
In connection with the latter paragraph, 
a detailed description will be given: 

There are essentially two loops, one 
decrementing (SUB 0) the LSB part of the 
count number and the other decrementing 
the MSB. 

In the first loop the LSB byte is decre- 
mented after every timer period gene- 
rated by the timing counter U120-121. 
The timing counter sets timing latch 
U44 (see schematic 3) which is tested 
(M4-TIME) by instruction JNT. The LSB 
byte is returned (RUT 1) to location 
SI every time after having been decre- 
mented. Eventually, the LSB byte is 
reduced to zero, and the program 
branches into the second loop (JZE DECRS) 



In the second loop SI is first loaded 
with ones (SUT 1, FF) . The MSB byte in 
location S2 is decremented, and the 
program reenters first loop after only 
one cycle. This first loop must now be 
circulated 256 times before entering the 
second loop again, and the just des- 
cribed sequence in the second loop is 
repeated, each time decrementing the MSB. 

Every time the first loop is being 
circulated a test is being made in the 
ALU, OR'ing the MSB with the LS3 
stored in accumulator (INO S,2) . Only 
when both bytes have been reduced to 
zero will the program break out of the 
loops (JZE RETUR) and return to the main 
program. 

On every passage through the loops a 
test on EOT is made ( JEO) . If the EOT 
is detected, the search indicator is set 
(AA loaded into loacation S10) . 

If there is a File Search operation, 
the tape must stop in the next gap 
after having passed the EOT mark. 



tons 


VOW 


DELAY 1 


JNT 


0004 


7S00 




OUT 


0007 


4000 




CLR 


»0M 


5001 




INO 


000» 


80E0 




JZE 


•0OA 


4200 




sue 


oooe 


2900 




RUT 


00DC 


5002 




INO 


00DD 


80 OF 




JZE 


oooe 


8CE4 




JUN 


000F 


1000 


RETUR: 


RTN 


00E0 


4?FF 


0ECRS> 


SUT 


0OE1 


SD02 




INO 


Q0E2 


4200 




SUB 


0OE3 


2A00 




RUT 


wwE4 


ASE6 


DEOTTi 


JEO 


00ES 


BC05 




JUN 


0064 


7AAA 


0SIND! 


SUT 


00E7 


BCD5 




JUN 



DELAY 

D.00H 

A 

S,l 

0ECRS 



1 

S.2 

RETUR 

OEOTT 

1.0FFN 

S,2 



2 

DSINO 

DELAY 

A.0AAH 

DELAY 



(WAITING FOR TINE INTERRUPT 
I RESET TINE INTERRUPT 



1 DELAY OPERATION FINISHED IF ZERO 
(JUMP TO EOT TEST 



(REMEMBER, SI HAS ZERO 



IE0TT 

I0NCE MORE! 

iSET SEARCH INDICATOR 
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DETAILED FLOW CHART: 




2 Yl X 3 16 T7 18 T9 IlO 114 




Preset/preloaded: Timer period, by A12 

Multiplication factor 
in SI, S2 



(DELAY :} 



— <latch se 
M4-TIME=1 



00 •+ A13,3 
Reset 
time latch 




DELAY SUBROUTINE 
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23.21 IDWT2 SUBROUTINE 

The IDWT2 subroutine will generate "0"s 
and "l"s for the number of times which 
is stored in the SI and S2 scratch pad 
registers and is used for writing PE ID 
Bursts. The character period is deter- 
mined by the timer counter setting 
(strobed by A12) . The Si, S2 number is 
counted down in a way similar to the 
DELAY subroutine (Paragraph 23.20). 

The inverse polarity is used for the "0"s 
and "l"s, and the subroutine starts with 
writing a "0" in the P-channel, then 
proceeds to write a "1", to decrement the 
Si, S2 registers and finally to repeat 
the action until the registers are empty. 



004* 
0049 
004A 
004B 
004C 
004D 
004E 
004F 
0030 
0051 
0052 
0053 
0054 
00SS 
0056 
0057 
005* 



6102 
6000 
904A 
6100 
7S00 
9040 
75*0 
4000 
5001 
9058 
4200 
2900 
5002 
8057 
BC48 
1000 
49FF 



0059 5002 

005* 4200 

005B 2A00 

005C BC48 



1MIT2I OUT 
OUT 

VIRES 1 : JNT 
OUT 
OUT 

URE02 : JNT 
OUT 
CLR 
I NO 
JZE 
SUB 
RUT 
MO 
JZE 
J UN 

RETRNI RTN 

IDHTI : SUT 

INO 
SUB 

RUT 
J UN 



1.02H 

0.00N 

WREQ1 

1.00H 

D.00N 

WRE02 

O.0OH 

A 

S.l 

IDWT1 



1 

S.2 

RETRN 

I OUT! 

1.0FFH 

S,2 

2 
IDWT2 



1-0" DATA BIT IN P-CHANNEL 
(RESET ALL DATA CHANNELS ( NOT P 
(WAIT FOR TWINS INDICATOR 
l"l" DATA BIT IN P-CHANNEL 
i RESET TINE INDICATOR 
(WAITING FOR TIMING INDICATOR 
i RESET TINE IN01CATOR 



) DECREMENT ACC 
; STORE SI 
IOR UITH 32 



(THIS IS EQUIVALENT TO 
(DECREMENTING THE SI BY ONE 
;UE KNOW ACC IS ZERO NOW 
(DECREMENT S2 
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DETAILED FLOW CHART 




(IDWT2 : ") 



J 02 ■* Al,3 
00 -+ A0,3 
Write "0" 



(wREQlt) 



^ 



Time 



*latch set^> 
YES 



M4-^IME=1 NO 



00 -> Al,3 
Write "1" 



00 -► A13,3 

Reset 
time latch 



(wreqTT) 



y Time v 

<latch se£> 

M4-TIME=1 NO 

| YES 

j 00 *A13,3 I 

\ Reset j 

time latch ! 



T 



.-' S1=0? x . 



YES 



\ 



NO 



Preset/preloaded: Char, period by A12. 

Number of "0"s and 
"l"s in Sl f S2. 



I 

4 



(iDWTl : ) 




FF -* SI 
DECR S2 



ID BURST SUBROUTINE 



IDWT2 
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23.22 GPTST SUBROUTINE 



The GPTST subroutine will make a halt in 
the program (not the tape) until a gap 
(absence of noise and signals) is detec- 
ted which is of a certain minimum 
specified period (length) . This period 
is 6 times the timer period times the 
gap count number stored in scratch pad 
register SB. The timer period is half 
a character period. 

To preserve the SB value, it is trans- 
ferred to the SE register for the 
operational countdown. 

The subroutine operates by setting 
the GAPD flip-flop and then waits to see 
if signals or noise will reset it within 
6 timer periods. If so, it will try 
again. If not, it will, unless the SE 
gap count number has been decremented to 
zero, see if the flip- flop stays set an- 
other 6 timer periods. It will try as 
many 6 timer period loops as the SE 
number allows. When the gap count is 
zero, it returns to the main program. 



During this test, the presence of the 
EOT marker is being checked. There is 
no chance of missing the EOT marker 
since this check repeats within micro- 
seconds whereas the presence of the EOT 
marker, if passing, lasts for milli- 
seconds. If the EOT marker is detected, 
search indicator SA is set which in a 
File Search operation makes it possible 
to end the operation in the next gap. 

The read line is also being monitored 
since it would not be possible to de- 
tect a gap if this line is false. In 
that case the program is returned to the 
START sequence to avoid tape run-out. 



ooei 


♦ 000 


6PTST: 


CLR 


A 


0083 


5 DOB 




INO 


S.0BH 


008* 


3E0O 




RUT 


E 


0083 


4700 




OUT 


7.00H 


008* 


4000 


GPTS1 ■ 


CLR 


A 


00*7 


4S0S 


I 
GPT62I 


0RA 


OSH 


0088 


♦ 088 


JNT 


GPTS2 


008V 


7S00 




OUT 


D.00H 


008A 


4200 




sue 





0088 


80SD 




JZE 


6PTS3 


008C 


BC88 




JUN 


GPTS2 


0080 


AS»B 


6PTSJJ 


JEO 


SPTS4 


008E 


S307 


SPTSS: 


INO 


A, 7 


008F 


4420 




ANA 


20H 


ooto 


80*3 




JZE 


SPTS7 


oori 


7000 




OUT 


8,0 OH 



00?2 BC00 
00*3 4200 



00f4 

oo»s 

00*4 
00*7 
00*8 
00** 
00* A- 
00*B 

oo*c 
oovo 



A4*4 
HC92 
3 ME 
80*0 
4200 
1E00 
BC84 
7AAA 
BC8E 
1000 



SPTS7I 



JUN 
OUT 



J SO 
JUN 

SPTS4 ■ INO 
JZE 
SUB 
RUT 
JUN 

5PTS4I 9UT 
JUN 

SPRTNi RTN 



•TART 
2,00H 



(LOAD SAP COUNT REGISTER 
» STORE SAP COUNT NUMBER 
iSET SAP DETECTED SIGNAL 

iSET-UP FOR 2,3 CHARACTER PERIODS 

1UAIT1NG 

1UAIT FOR TIMING INDICATOR 

I RESET TIMING INDICATOR 

tOECREHENT ACC. 



I EOT? 

;UE KNOW THAT ACC. IS ZERO 

I MASK OUT ALL BITS EXCEPT BIT 3 

IREAD LINE IS SET IF ZERO, WHICH INDICATES 

ITHAT A GAP TEST IS A VALID 

I OPERATION. 

ISET HARD ERROR LINE. READ LINE 

IIS NOT SET, WHICH MEANS THAT UE 

I CANNOT PERFORM A GAP TEST OPE- 

IRATI0N. SOMETHING IS WRONG, AMD 

|TO AVOID RUN-OUT THE MOTION LINE 

•AND THE MAIN REGISTERS ARE RESET. 

IRESET REAO RERUEST. THIS IS 
(DONE TO AVOID LOCK-UP PROBLEMS IN 
INRZI MODE IF NOISE TRIGGERS THE READ 
(ELECTRONICS IN THE TAPE DRIVE AFTER 
(THE NORMAL READING IS FINISHED. 
(GAP DETECTED IF JUMP 
I TRY ONCE MORE 
(LOAD GAP TEST COUNTER 



SPTS4 

GPTST 

S.0EH 

6PRTN 

I DECREMENT SB 

E ISTORE SB 

SPTS1 

A.0AAH ILOA0 SEARCH INDICATOR 

6PTS3 
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DETAILED FLOW CHART: 




Preset/preloaded: Timer Period, by A12 

Gap count number in SB 





! 
i 

i 


00 ■*■ A7,4 
set GAPD 



(gptsTT) 



I 



06 -»■ Ace 
3 char, 
periods 



(gptsTT) 



Riming "S^ A 



(CTTS3j) 



(GPTS4 -\ 




latch set? 
M4-T}ME=1 
YES 



DECR Acc 



00 ■*■ A13,3 

reset 
Time latch 




YES 



AA •* SA 

Load EOT 

det. into 

search ind. 



(gPTSS z) 



s 



Read 



N. 



NO 



status set? 
bit v 5 x 



< ^GPTS7 



) 



YES 



— ^r 



00 ■> A2 
Reset RREQ 



NO < . M9-GAPD=1. 




\ 



00 -* A8,5 
Set Hard 
Error 



(GPTS67) 



(^STARt) 



NO 



6 



f~ \ GPTST 

( GPRTN J 

0GAP DETECT SUBROUTINE ((22) 
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23.23 DENST SUBROUTINE 



The DENST subroutine decodes the density 
command (TDDI) and the K, H strap con- 
figuration (Table 2, sch. 2) and selects 
appropriate time base for the bit rate 
timing counter. 

Whereas this time base is accurate for 
200, 800 and 1600 bpi, it deviates by 
0.77% for 556 bpi (to 551.8 bpi), due. 
to the fact that the system clock fre- 
quency is not an integral multiple of 
the 556 bpi bit rate, subject to frac- 
tional division. The 0.77% deviation, 
however, is neglible compared to other 
sources of timing errors in the trans- 
port itself. 



To provide sufficient timing resolution 
in NRZI and time slots for phase trans- 
itions in PE, the time base period 
chosen is half the character period. 

The DENST subroutine also selects the 
proper post-record delay value accord- 
ing to selected mode of operation and 
stores this value in the SF register 
for use later in the DREND sequence. 
The values are based on a timer period 
of 20 usee. 



»MEt 


7B0( 


DENST ■ 


BUT 


B,0»H 


tec* 


s*os 




JNZ 


BEVCH 


00EA 


74EC 




OUT 


C.OECH 


ooeb 


7F20 




OUT 


F.20H 


00EC 


4000 


DN8T7I 


CLR 


A 


ooed 


3000 




I MO 


s,o 


OOEE 


0002 




TAN 


02H 


00EF 


•0F4 




JZE 


DNBT1 


00F* 


0M0 




TAN 


■OH 


0OF1 


10FF 




JZE 


0NBT2 


oorc 


•001 




J7T 


ONBT3 


oofs 


1000 




RTN 




00F4 


0*01 


ONBTU 


TAN 


•IN 


OOFS 


I0FB 




JZE 


0N8T4 


OOF* 


7F01 




BUT 


F,01H 


00F7 


1000 




RTN 




00FI 


0*04 


0NBT4I 


TAN 


04H 


00F* 


•OFE 




JZE 


DN8T5 


00FA 


4000 




CLP 


A 


0OFB 


SO0F 




1NO 


S.OFH 


0OFC 


4353 




ADO 


53H 


O0FD 


3F00 


0NST*l 


RUT 


F 


00FE 


1000 


0NST5I 


RTN 




00FF 


7F32 


DN8T2I 


BUT 


F.32H 


0100 


1000 




RTN 




0101 


4000 


DNBT3I 


CLR 


A 


0102 


5 OOF 




INO 


S.OFH 


0103 


4252 




sua 


52H 


0104 


BCF0 


1 


J UN 


0N8T4 


0105 


■OOf 


SEVCHI 


J7T 


HASKP 


010* 


7F1C 




SOT 


F.1CH 


0107 


7408 


M00B ■ 


OUT 


C.ODOM 


0100 


BCEC 




JUN 


ONBT7 


010» 


4000 


MASKPl 


CLR 


A 


010A 


4570 




ORA 


7 OH 


0101 


3*04 


1 


INA 


:.h 


oioc 


04*0 




TXR 


0100 


• 118 




JZE 


SEV80 


010E 


0440 




TXR 


40H 


010F 


ilia 




JZE 


aevao 


0110 


04 so 




TXR 


SOH 


0111 


ant 




JZE 


D5548 


0112 


0400 




TXR 


00H 


011J 


•11* 




JZE 


D534B 


Dill 


7**0 




OUT 


C.S9H 


oiis 


7M4 




BUT 


S.04H 


on* 


7F5* 




BUT 


F,3*H 


0117 


■CEC 


1 

1 

DS3*a< 


JUN 


0NBT7 


out 


7F«« 


BUT 


F,**H 


tllf 


74C* 


1 


OUT 


C,0C*H 


QUA 


•CEC 


1 


JUN 


DNBT7 


011B 


7F4F 


SEvaoi 


BUT 


F.4FH 


one 


■007 




JUN 


twooa 



ISET SAP COUNTER 

INRZ1 HOOE? 

ISET-UP FOR 4,0*7 MICROSECONDS TIHINS 

ILOAO PE POST-OELAV 



(WRITE NODE < BIT 1 >T 

I READ NODE IF ZERO 

■ SINGLE STACK HOOE < BIT 1 >T 

■SINGLE STACK IF ZERO 

17-TRACKT 

IPOST-OELAV OK. 

•FORWARD NODE C BIT > T 
I REVERSE none IF ZERO 

iset MNinuH post-delay t c«u, to o > 

IE0IT HOOE ( BIT 2 )* 
INO EDIT IF ZERO 

ILOAO POST-OELAV 

IA0JU8T FOR EOIT NODE 

I STORE NEU POST-OELAV NUMBER 

I POST-OELAV, SIN6LE STACK WRITE 



ILOAO POST-OELAV 
IA0JUST FOR 7-TRACK DUAL 
! STACK WRITE OPERATION 



I 7 -TRACK OPERATIONT 

INRZJ »-TRACK REAO REVERSE 

I POST-OELAV 

ISET 8,333 MICROSECONDS TIHINS 



I THIS IS FOR MASKINS OUT 

(ALL BITS EXCEPT BIT 4, 5 * *. 

MASK OUT ALL BITS EXCEPT 4, 5 

I THIS IS A 800 BPI INDICATION 

17-TRACK 000 BPI IF ZERO 

I THIS IS A 800 BPI INDICATION 

17-TRACK 800 BPI IF ZERO 

I THIS IS A 55* SPI INDICATION 

17-TRACK 55* BPI IF ZERO 

I THIS IS A 55* BPI INDICATION 

17-TRACK 35* BPI IF ZERO 

ISET 23,33 MICROSECONDS TIHINS 

ISET SAP COUNT NUMBER 

ISET FOR 7-TRACK 200 BPI POST- 

I DELAY 



4 « 



ILOAO 7-TRACK SS* BPI POST-OELAV 
• SET 12,0* HICROSECONOB TIHINS. 
I THE CORRECT VALUE SHOULD HAVE 
(BEEN ABOUT 11, ft HICROSECONOB. 

ILOAO 7-TRACK 800 BPI P08TDELAV 
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DETAILED FLOW CHART: 




(SEVCH 7) j YES 



(maskpTj^ 



70 -+ Ace 
Mask out 
pattern 



B4<4)fl Ace 

-* Ace 



Preset/preloaded: Timer Period, by A12 




EC ■> A12 
4 . 166 Us 
timing 



2? 



28 ■* SF 
Post-rec. delky 



T 



PE 

1600 cni 




^D800B"j 



NRZI 
800 cpi 



60 -+ A12/3) 
33,33 ys^ 
timing 



T 



1 66 ^ SF 
ipost-record 
I delay 




C6 -> A12< 
12.08 us 



^ 



'timing 



'0.77^1 



NRZI 
556 cpi 



NRZI 
200 cpi 



iSF+53 -*■ Ace 
j Adjust delay 



jSF-53 ->■ Ace 
1 Adjust delay 



01 -»■ SF 
Post-record 
delay 




( jNST2 } 



YES 



32 ■+ SF 
Post-record 
delay 



J-*r 



Q 



DNST5 ^ 



(rtnJ 



DENST 
DENSITY SELECT SUBROUTINE I (23) 
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23.24 GPCNT SUBROUTINE 



The GPCNT subroutine will monitor the 
length (duration) of a gap, and if the gap 
exceeds a certain maximum, the tape will 
stop, preventing tape run-out . The 
program will return to the START sequ- 
ence (via the NFILS sequence) , ready for 
a new command as soon as the Formatter 
Busy signal FBSY goes false. Since it 
is actually time and not distance that 
is being monitored, this action will 
also prevent any hang-up in 'ie case 
of standing at BOT after a read reverse 
operation, in which no data has been 
detected . 

A test is first made to determine if 
the EOT has been detected and if the 
operation is a search-for-file mark 
operation. In that case the subroutine 
will abort the operation if data h.is not 
yet been detected. 



a maximum of 256 x 256 x 256 times, and 
the time elapsed is the time it takes to 
run through the sequence steps at the 
system clock frequency this many times. 

This represents a maximum of about 143 
meters (470 feet) if the S9 is allowed 
to reach a count of FF, but a maximum 
of 0.5 meters (1.6 feet) if the count 
allowed is only 01. In comparison, the 
Taximum gap length according to inter- 
national standards is 7.62 meters (25 
feet) . 

In the TDF4050, the maximum allowable 
gap length is programmed to be about 
4.92 meter (16 feet) by allowing a 
maximum S9 count of 09. This will give 
enough tape left, when passing EOT, to 
=ivoid a tape run-out. 



The GPCNT subroutine is normally used in 
a program loop and measures time by in- 
crementing scratch pad register S7, S8 
and S9 every time it is cycled through. 
Register S8 is incremented every time S7 
exceeds 255 counts, and S9 is incremented 
every time S8 exceeds 255 counts. The 
subroutine may thus be cycled through 



0141 
014C 
OHO 
014E 
01 4F 
0130 
0IS1 
0152 
01SJ 
0154 
0135 
0154 
0IS7 
0156 
0130 
015A 

oisa 
oisc 

015D 
01SE 
01SF 



4000 
SD0A 
44AA 
1142 
4000 
3007 
4101 
8133 
2F00 
1900 
2F00 
3008 
4101 
6158 
3800 
1000 
3800 
3D09 
4301 
0400 
0147 



0140 3000 

0141 1000 

0142 4508 

0143 SE00 



0144 4403 

0145 8147 



0144 B04F 
0147 9041 



01 49 BFAA 



GPCNT l 



6PCN2I 



GPCNH 



SPCN4 ■ 



GAPRN: 
6PCN1 l 



CLR 
1M0 
IRA 
JZE 
CLR 
INO 
AO0 
JZE 
RUT 
RTN 
ROT 
INO 
ADO 
JZE 
RUT 
RTN 
RUT 
INO 
ADO 
TXR 
JZE 

RUT 
RTN 
ORA 
INA 



XRA 
JZE 



J UN 
JOT 



A 
S.0AH 



6PCN1 

A 

S.7 

0IH 

6PCNJ 

7 

7 

S.8 

01H 

GPCN4 

8 

8 

6,9 

01H 

09H 

GPCN3 



09H 
S,0 



05H 
GPCN3 



SPCN2 
GAPRN 



NFILS 



ILOAO SEARCH INDICATOR REGISTER 

ISA - AA' 

ISA - AA IF ZERO 



I INC S7 



I MAXIMUM GAP NOT PASSED VET 
I STORE 87 



I INCH. SO 



(MAXIMUM GAP NOT YET 
(STORE 88 



ITEST WITH MAX. 6AP - 4,02 METERS 
I MAXIMUM LENGTH OF GAP HAS PASSED 
IIP ZERO 



IUE KN0U ACC. IS ZERO HERE 
(MASK OUT ALL BITS EXCEPT ( • 
IFORUARD HOBE 1- SIT ! C - HSITE 
(MODE > AND BIT*] ( -SEARCH MODE >. 
ITEST UPON FORUAR0 MODE, SEARCH MODE 
■ AND READ MODE. 

i FORWARD, SEARCH AND READ MOM 
I IF ZERO 

I OK IF DATA HAS BEEN DETECTED 

INOU. 

; OPERATION ABORTED 
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DETAILED FLOW CHART: 
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23.25 EOTCH SUBROUTINE 

The EOTCH subroutine loads search indi- 
cator register SA with AA if EOT is 
detected. 



0134 


A?34 


EOTCHJ 


JEO 


EOTDT 




0133 
0134 


1000 

7 AAA 


EOTDTs 


RTN 
SUT 


A.OAAH 


(LOAD SEARCH INDICATOR 


013? 


1000 




RTN 







23.26 COMWT SUBROUTINE 
(incl. COMMW) 



The COMWT subroutine contains one part 
generating a bit period delay and a sub- 
sequent part loading the output write 
register with an all "0"s byte followed 
by another bit period delay. It is 
primarily used for writing preamble or 
postamble all "l"s (of the inverse 
polarity) . 

If the write commands have been acti- 
vated, the subroutine will write an all 
"l"s data byte, and the bit period 
delay will serve to delay further action 
until the write strobe TWDS has been 
generated. The first bit period delay 
will serve the same purpose for write 
data which may have been loaded into 
the write register prior to calling the 
subroutine. 



The COMWT may be used to write phase 
transitions as well as data transitions, 
and the entry point COMMW makes it 
possible to skip the first part if a 
bit period delay is not needed. 

If the write commands are not acti- 
vated, the subroutine can be used to 
generate short delays. 

The decrement instruction is of use in 
writing file marks. A loop is included 
in the program, and the accumulator is 
used to specify the desired number of 
identical bits. 



oits 


7300 


COMMTi 


OUT 


D.00H 


0184 


9186 


URE04I 


JNT 


UREQ4 


0117 


4000 


COMMW: 


OUT 


0.00H 


0188 


4100 




OUT 


1.00H 


019* 


7S00 




OUT 


0,0014 


018A 


4200 




SUB 





019B 


VI 88 


URES7: 


JNT 


WRE87 


018C 


1000 




RTN 





(RESET TIMING INOICATOR 
(WAITING FOR TIRE INOICATOR 

ILOAO ALL "1™'S. 
(RESET TIMING INOICATOR 
(DECREMENT ACCUMULATOR 
(WAITING FOR TIMING INOICATOR 
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DETAILED FLOW CAHRTS: 




Preset/preloaded: VA? aOC 10 ^' 
Number of cycles in accum. ^ ^^r — '^~—' 



(eotdtj) 



MIO-EOT7I 
YES 



AA ■+ SA 

set search 

indicator 




© 



(cOMMW J 




! 00 -»■ A13,3 
Reset 

timing latch 
I 



•Time \ 



( wREQ6:J 



i^atch se^ 

M4 T TIME =1? 

YES 



st 



00 - A0,3 

00 -»■ Al , 3 



00 ■* A13,3 

Reset 
timing latch 



DECR 
Ace 




(WREQ7:") 



NO >^ Time 
'Match set 
M4-TIME=1 



YES 



( RTN ] 



EOT DETECT SUBROUTINE 



WRITE ONES SUBROUTINE 



EOTCH 




COMWT 
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23.27 PREMW SUBROUTINE 
(incl. PMIDL) 

The PREMW subroutine is similar to the 
COMWT subroutine and is used to write 
preamble and postamble all "0"s. The 
first part writes phase transitions and 
the second part, entry PMIDL, writes 
data transitions, using inverted polari- 
ties. Whereas COMWT for repetitive use 
depends on an outside program loop, 
such a loop has been included in the 
PREMW subroutine, which will write as 
many "0"s as the accumulator has been 
programmed to and then return to the 
main program. 

In addition, PREMW includes a routine, 
SETEN, which will activate the error 
detection circuits as soon as the read 
head begins reading data. 



01A6 
01A7 
01A8 
01A? 


6000 
4100 
7500 
?1A» 


PREHM1 
UREOe: 


OUT 
OUT 
OUT 
JNT 


0.00M 
1.00H 
D.OOH 
WREQ8 


01AA 
01AB 


40FF 
6102 


pmidli 


OUT 
OUT 


0.0FFH 
1.02H 


01AC 
01A0 


7500 
»DB3 


1 

; 


OUT 
JDT 


0.00H 
SETEN 


01AE 


VIAE 


i 
UREOfi 


JNT 


WREOf 


01AF 
01BO 
0181 
01B2 

01B3 
0IB4 


4200 
B1B2 
80A6 
1000 
6310 
BDAE 


PRETN« 
SETEN 1 


SUB 
JZE 
JUN 
RTN 
OUT 
JUN 




PRETN 
PREMW 

3.1DH 
WREST 



ISET PHASE TRANSITION 
< RESET TIMING INDICATOR 
;WA1TIN6 FOR THE PHASE 
(TRANSITION TO BE WRITTEN. 

| LOAD "0"-0ATA TO B€: 
(WRITTEN 

; RESET TIME INDICATOR 
I DATA DETECTED? 
I THIS MILL NORHAtXY ONLY 
•HAPPEN OURINS POSTAHMJE 
(WRITE OPERATION 
i WAITING FOR THE DATA TRAN- 
SITION TO BE WRITTEN. 
I DECREMENT ACC. 
••OPERATION FINISHED IF ZERO 



,SET ENFL, ENRST, ENHE * »CRCS 



23-44 



DETAILED FLOW CHART: 



(pmidl) 



© 



(premnT) 




Preset/preloaded : 



Number of 
cycles in 
accum. 



00 •+ A0 r 3 

00 ■* Al,3 

Phase 



00 ■* A13,3 
Reset 
time latch 

=S3 



NO /^Tinse 
<i a*-, 




( wREQ8:J 



latch sej 
M4-TIME=1 

lfc ' YES 




TsetenA 



(wREQ9:J 



i 

M7-DDET=1 
<^ Data ^ 
detected? 
V ' NO 



YES 



ID -* A5,2 

SET E NHE ,ENRST 

CRCG,ENFL 



^Times^ 



<atch set'*. 
M4-TIME=1 

V 

I YES 



NO 




PREMW 

PREAMBLE SUBROUTINE (faf) 
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23.28 DATWT SUBROUTINE 

The DATWT subroutine also resembles the 
COMWT subroutine to a certain degree, but 
is used to write PE data bits in gene- 
ral, not just "l"s. The first part of 
the subroutine generates the bit period 
delay which provides write strobe gene- 
ration for the phase transition byte 
previously loaded into the write regis- 
ters . In the second part this byte in 
inverted form is fetched from scratch 
pad register S4, S5 and transferred to 
the write registers to serve as the data 
transition byte . The bit period delay 
needed to secure the generation of write 
strobes is not present here, but in the 
main program. 



•in 


7300 


DATWT! 


OUT 


0,0 OH 


1 RESET TIME INDICATOR 


oia* 


♦ IB* 


UREOCi 

I 


JNT 


UREOC 


(WAITING FOR THE PHASE TRANSITION 
|TO BE WRITTEN. 


eiB7 


4700 




SET 


A 


iLOAO FF TO ACC. 


018* 


SCO* 




INK 


9.« 


ILOA0 COMPLEMENT OF 84 INTO ACC. 


OlBf 


2000 


1 


AUT 





(BIT PATTERN FOR DATA TRANSITION 
1 LOADED 


• IB* 


4700 




BET 


A 




01BB 


SC05 




IUX 


s.s 


ILOAO COMPLEMENT OF 89 INTO ACC. 


01BC 


2S00 


1 


AUT 


I 


1 CORRECT BIT FOR PARITY 
•TRANSIT ION LOADED. 


01BD 


1401 




OUT 


4,0JH 


1 RESET EFWDB 


OtBE 


7S0O 




OUT 


O.OOH 


1 RESET TIME INDICATOR 


01BF 


1000 




RTN 
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DETAILED FLOW CHART: 



Preset/preloaded : 
Bit period delay 
Data into S4, S5 



by A12 



© 



J'DATWT 

^?8 



V PATWT J 



00 ■* A13.3 
Reset 
time latch 



(wREQcT) 



6 



Time \ NO 



atch set, 
M4-TIME=1 



YES 



Writing 

Phase 



S4 ■* Ace 

Acc ■* A0.3 

"Data data" 



S5 -* Acc 

Acc ■* Al,3 

'Parity data" 



03 + A4,3 
Reset 
EFWDS 



00 ■* A13,: 
Reset 
time latch 



/ RTN j 



DATWT 
PE DATA WRITE SUBROUTINE ((28) 
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23,29 DROPT SUBROUTINE 

The DROPT subroutine is used to detect 
drop-outs during NRZI write operations. 
No distinction has been made in this 
respect for single stack write oper- 
ations, since the read circuitry in this 
case is not active anyway. 

The DROPT sequence is in effect by- 
passed until a data block has been 
detected. Then, a gap exceeding the 
time it takes to cycle through 3 DROPT 
calls in the program constitutes a drop- 
out. Since the DROPT subroutine 
normally is followed by a bit delay, this 
will in practice mean a gap of 3-4 bit 
periods. 



027* 


»E78 


0277 


1000 


027B 


A47C 


027» 


7B0O 


027A 


4700 


027S 


1000 


027C 


4000 


0270 


3 DOB 


027E 


0403 


027F 


8283 


0280 


4301 


0281 


3800 


0282 


1000 


0283 


7DFF 


0284 


1000 



DROPT i JOT SAPST 

RTN 

SAPST i JGO DROP1 I6AP DETECTED? 

SUT B.OOH | RESET SAP COUNT REGISTER 

OUT 7.00H (SET SAPD 

RTN 

DROP! : CLR A 

1NO S,0BH 

TXR 03H 

JZE 0MP2 IGAP DETECTED SIGNAL HAS BEEN ON 
I IFOR A TOO LOMS TINE IF ZERO MOM 

ADD 01H I INCREMENT ACC 

RUT B I STORE SAP TEST COUNT REGISTER 

RTN 

DR0P21 SUT D,0FFH ISET ERROR REGISTER 

RTN 
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DETAILED FLOW CHART: 




^DROPTA 



(gapstj) 



M7-DDET=l\NO 
*\ Data y 
detected? 
I YES 



M9-GAPD^ 
\ 1? 



00 -*■ SB 

Reset gap 

timing 



00 •♦ A7 , 4 
set GAPD 




Pre set /pre loaded: Number of gaps 

in SB 



( PROPI ; ) 




YES 



(dropTT) 



FF "*■ SD 

Set Error 

Reg. 



NRZI DROP-OUT TEST SUBROUTINE 



DROPT 
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23.30 RWDAT SUBROUTINE 



The RWDAT subroutine is used to transfer 
read data to the host computer during a 
NRZI write operation. During a NRZI 
read-only operation the RDATA subroutine 
is used. Only one byte at a time is 
transferred. 

Data is fetched from the tape transport 
bus (TRDx) and transferred to the read 
output register (FRDx) in two parts. 
The first part consists of channels P, 
1, 2 and 3 and is brought into the accu- 
mulator by strobe B4 and from there into 
the read register by strobe A2. The re- 
maining bits are brought in by strobe 
B5 and outputted by A3. These bits 
occupy lines DBO-4 on the Data Bus. 

Strobe B5 also inputs bits to the 
DB5-7 lines. These are the same bits as 
were inputted by B4 except that channels 
P and have been combined. The latter 
channels aredc-erased (i.e. "0") in 
NRZI file marks and shall both be false 
in the qualification for file mark de- 
tected. The complete byte strobed in by 
B5 will therefore suffice for file mark 
detection without the need for using the 
B4 in addition, thus simplifying such 
an operation later. 

Scratch pad registers S4 and S5 are used 
for accruing LRC parity information for 
each channel. These registers are ini- 
tially 0, but are exclusive-ored in the 
accumulator with the read data strobed 
in by B4, B5. The registers are then 
loaded with the result, every time RWDAT 
is cycled through, such that the bits in 
these registers at any moment indicate 
whether there has been an even or odd 
number of "l"s up to this moment. At the 



end of the data block these bits will 
constitute a computed LRC character which 
can be used to check the recorded LRC 
character. 

The unused bits DB4-DB7 in the B4 input 
operation, are filled in with "l"s in 
the accumulator and are being exclusive- 
ored with the corresponding contents of 
the S4 register which initially is 0. 
These bits will therefore alternate 
between and 1 every time RWDAT is 
cycled, and thus indicate whether there 
is an odd (if "l"s) or even (if "0"s) 
number of bytes in the block. 

One way the RWDAT sequence differs from 
the RDATA sequence is in the use of the 
SC register. The SC register is used in 
the RDATA subroutine to count the number 
of bytes in the data block which should 
be a minimum of 3 in order to distinguish 
the block from a file mark. The SC regi- 
ster is then tested later. In a read- 
after-write operation this distinction 
is not important, and the SC is in the 
RWDAT subroutine straight off loaded with 
the qualifying count of 3. Consequently, 
the system will in a read-after-write 
operation accept a block consisting of 
one data byte and one LRC byte, but in 
contrast to a read-only operation not 
recognize this as a file mark if the 
byte has the same pattern as a file 
mark. 

Vertical parity is being checked con- 
tinously by Parity Checker U139 whose 
output Mll-PARCK is being monitored by 
the RWDAT subroutine. If the computed 
parity deviates from the parity indicated 
by the P channel, error register SD is 
set. 
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022A 4000 

022B 5304 

022C 2200 

022D 4SF0 

022E SC04 



022F 2C00 

0230 4000 

0231 SS03 

0232 2300 

0233 SC05 

0234 2000 



023* AE38 

0237 B£3t 

0231 7DEE 

023» 1000 



CUR 
1N0 
AUT 
OR* 
INX 



RWOATj 



i 

I 
i 

I 

I 

f 

RUT 
CLR 
I NO 

I 

AUT 
INX 

I 

RUT 

I 

JPE 
J UN 

PARCH: SUT 

i 

BACKJI RTN 



A 

A,4 

2 

0F0H 

S,4 



4 
A 
A.5 

3 

S,5 



PARCH 
SACKJ 
D.0EEH 



ILOAO READ 0ATA, P 0, I * 2 
ILOAO REAO DATA TO REAO REGISTER 
IHASK OUT BIT 4 - 7 

IBY SEME RATING THE EXCLUSIVE-OB OF 
(THIS OATA BYTE AND THE PRECEEDIN6 
; BYTE I HE CAN AFTERWARDS DETERMINE 
IIF IT IS AN EVEN OR AN 000 NUMBER 
lOF BYTES IN THE BLOCK ( BY 
■ LOOKING AT BIT 4 - 7 >. 
I8ITS 0-3 ARE EMPLOYED FOR CRC 
;AN0 LRC CHECK ROUTINES LATER ON. 
ISTOHE INFORMATION INTO 84 

ILOAO BITS 3-7 AND FILEHAMK 

(PATTERN. 

ILOAO REAO OATA RE6I8TER 

(THIS IS THE SAME OPERATION 

IAS WITH S« 

ISTORE INFORMATION INTO SS 

lati bjVTE COwtVTcri TO 3 \ Jw 

•FILEHARK > 

•PARITY ERROR? 

INO PARITY ERROR 

ILOAO PARITY ERROR INTO 

IERR0* REGISTER 




Preset/preloaded : 
S4, S5 initially 



B4 , 4 -»■ ACC 
P, 0, 1 & 2 
Read data 



Ace ■+ A2,5 

F0 V Ace-* 

Ace 



S4 Ace 
Ace 

Ace •* S4 



1 


B5,4 ■* Ace 
Data or 
Filemark 



NO 




03 -»• SC 
set .byte 
count 



X 



Mll-PARCK 

X -1- 




(BACKJ:) f >k 

V / f RTN J 



R-A-W DATA TRANSFER SUBROUTINE 



RWDAT 
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23.31 RDATA SUBROUTINE 

The RDATA subroutine is used to transfer 
read data to the host computer during a 
NRZI read-only operation. During a 
NRZI read-after-write operation the 
RWDAT subroutine is used, and the RDATA 
subroutine is very similar to that one, 
see Paragraph 23.30. 

One difference is the omission of the A3 
output operation for the second part of 
the read data byte. This operation is 
left to the main program in the TRANS 
subroutine (Paragraph 23.32) later to 
avoid too early a generation of the read 
strobe FRSTR, which starts automatically 
when the A3 strobe is used. 

The number of bytes up to 3 is counted 
and stored in register SB for testing 
later. A one byte block is not allowed, 
and two bytes implies the possibility of 
a file mark. Three bytes or more 
qualifies as a data block. 

The last operation is to refresh the 
accumulator with the B5 input read data 
which was destroyed by the exclusive- 
or operation. This data must be ready 
for outputting by A3 in the main program. 

A vertical parity check is made in the 
TRANS subroutine. 



02A7 4000 

02M SS04 

02A» 2200 

02AA 43F0 

02MB 3C04 

02 AC 2 COO 

02AO 4000 

02AE S303 



02AF SC0S 

02B0 2000 

0211 4000 

02B2 SOOC 

0283 0403 

0204 82B7 

02B3 4301 

02U 3C00 

02B7 4000 

02BS 3303 

02B» 1000 



ROATAi CLR 

I NO 

tw 

0RA 
INX 
RUT 
CLR 
I NO 

I 

1 

INX 
RUT 

ftMTt I CLR 
MO 
TXR 
JZE 
AM 
RUT 

R0AT2I CLR 
M0 
RTN 



A 

A,4 

2 

0F0H 

8,4 

4 

A 

A, 3 



3 8 ' 

A 

S.0CH 

03H 

ROAT2 

01H 

C 

A 

A,3 



ILOAO REM DATA F,0,l 4 2 

MASK OUT BITS 4-7 
•fJCLUMVE-OR •« "™ A"- 
ISTORE INFORMATION 

♦t2SS THE " E8T v ▼« «EAD DATA 
4BVTE ANO THE FILEHARK RER06NIZE 
I PATTERN. 
IEXCLUSIVE-OR S3 HITH ACC. 



INO FILEHARK IF SC - 3 
ISC » 3 IF ZERO 
IMCREHENT BC 
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DETAILED FLOW CHART: 



(rdata^ 




Preset/preloaded: 
SC, S4, S5 initially 
SC indicates number of 
bytes less than 3 



B4,4 -*■ Ace 

P, 0, 1 & 2 

Read data 



Ace -*■ A2,5 
FO U Ace 



S4 Ace 

■+ Ace 
Ace ■*■ S4 



B5,4 ■+ Ace 
Data or 
filemark 



S5 Ace 

■+ Ace 
Ace ■+ S5 



V 



RDATl) 



YES 




INC SC 



B5,4 ■+ Ace 



( RTN J 



(rDAT2 :) 



RDATA 



NRZI DATA TRANSFER SUBROUTINE 
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23,32 TRANS SUBROUTINE 

The TRANS subroutine outputs the second 
part of the NRZI read data loaded into 
the accumulator in the RDATA subroutine. 
It also performs a check on vertical 
parity identical to the one in the 
RWDAT subroutine. 



02SA 2100 TRANBi AUT I I STORE RM DATA. START 

I GENERATION 
PEROT | PARI TV EVENT 

0.0EEH (LOAD ERROR RESISTED 




23.33 TRANB SUBROUTINE 

The TRANB subroutine is employed during 
a read reverse NRZI 7-track operation 
to provide the transfer of the first 
received data byte (if the LRC byte is 
all "0"s) or the LRC byte (if the first 
byte is not all "0"s) . 



0147 


4000 


TRAM ■ 


an 


A 




0J4i 


3 D04 




INO 


8,4 




034» 


2200 


i 


AUT 


2 


ILOAO P AMD 2 CHANNEL OF 


034A 


400S 




a.i 


A 




034B 


SD03 




INO 


s,s 




0J4C 


2300 


1 


AUT 


I 


ILOAO REST OP READ DATA BYTE 
1 START ROS GENERATION 



0I4D 1000 RTN 
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DETAILED FLOW CHARTS: 



/HYli^) Preset/preloaded: 
\_A- ' B4 data into accum. 



(TRANS:) 



: r 




Acc -*■ A3, 5 



NO Mll-PARCK 




EE •*■ SD 
set parity 
Error 



Shall be even for 
7- track file marks 



l l5 N \ Preset/preloaded: 
B4, B5 data into 
S4, S5 



Ttranb^ 



[ RTN J 



Ttretn^ 




S4 -*• Acc 
Acc ■* A2,5 
p, 2 data 



S5 -»• Acc 
Acc •* A3, 5 
3,4,5,6,7 



data 



I 



( RTN J 



NRZI LAST PART 



SUBROUTINE 



TRANS 




NRZI FIRST PART (REV) SUBROUTINE 



TRANB 
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23.34 NDLAY SUBROUTINE 

The NDLAY subroutine will generate a 
delay in a manner very similar to that 
in the DELAY subroutine (see Paragraph 
23.20), but it depends on a cycling 
loop in the main program outside the 
subroutine. In other words it must re- 
turn to the main program and repeatedly 
be called up again in order to complete 
the delay. 

This subroutine is used in NRZI opera- 
tions in which read operations are com- 
pletely under software control, and in 
which it is necessary to be able to 
branch out before the delay is completed, 
if circumstances so dictate. 



02BS 


9292 

7S00 


NDLAY 1 


JNT 
OUT 


SET AC 
0.00H 


(TIME INDICATOR SETT 


0284 




1 RESET TINE INDICATOR 


0287 


4000 




CLR 


A 




0288 


soot 




INO 


S,l 




0289 


828E 




J2E 


NOLVt 




028A 


4200 




SUB 





1 DECREMENT St 


0288 


2900 




RUT 


1 




028C 


5002 




INO 


3,2 




0280 


1000 




RTN 






028E 


49FF 


N0LV1! 


SUT 


J.0FFM 




028F 


3002 




INO 


S,2 




0290 


4200 




SUB 







0291 


2AO0 




RUT 


2 




0292 


4000 


SET AC > 


CLR 


A 




0293 


45AA 




ORA 


0AAH 


ILOAD ACCUMULATOR HIT! 


0294 


AA94 




JEO 


NS1ND 




0293 


1000 




RTN 






0296 


7AAA 


NSINOi 


SUT 


A.0AAH 


IEOT DETECTED 


0297 


tooo 




RTN 
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Preset/preloaded: Count period, by A12 

Multiplication factor in SI, S2 



(ndlayT) 



Tiie\NO 
-latch set> 
M4-TIME=1 

(tIMeIT) J 



00 ■* A13,3 
Reset 
time latch 




YES 




(hDLYI:) 



FF ■* SI 



DECR S2 



(SETAcT) [^ 



AA •*• Ace 



y\ 



M10-EOT=1 



YES 




NO 



(fcsiND: ^ 



AA •* SA 
set search 
indicator 



MDLAY 



AUX DELAY SUBROUTINE 
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23.35 CRCET SUBROUTINE 



The CRCET subroutine is used to make an 
extra exclusive-or operation on that 
part of the S4 register which keeps a 
tag on whether the number of bytes de- 
tected has been odd or even, cfr. Para- 
graph 23.30 on the RWDAT subroutine. 



However, for a CRC character of even 
polarity and an odd number of bytes, the 
S4 register would contain Ox and the 
next exclusive-or would make it Fx. For 
this case the CRCET executes an extra 
exclusive-or to obtain the desired Ox. 



It is desirable to have this tag show 
after the final LRC character has been 
detected, such that upon testing, a 
simple deviation from the expected 
will indicate an error. 

Now, if there has been an even, number of 
bytes by the time the CRC character has 
been detected, the CRC character will 
contain odd parity and the S4 register 
all "l"s, that is, Fx in hexadecimal 
notation (The 4 most significant bits) . 



For an all "0" CRC character, there is 
no exclusive-or operation taking place, 
and the Ox status in the S4 register 
for the last data byte is passed un- 
changed to the LRC character. 

Thus, if there has been no drop-outs 
or other errors, the S4 register should 
after a completed read operation contain 
Ox. 

The next exclusive-or will then give 
the desired Ox for the LRC character. 



034E 


7901 


CRCET J 


SUT 


y.oiH 


034F 


5008 




1N0 


S,8 


0350 


0401 




TXR 


01H 


0351 


S33B 




JZE 


CRCRN 


0352 


AF54 




JPE 


EVENP 


0353 


1000 




RTN 




0334 


4000 


EVENPl 


O.R 


A 


03SS 


45F0 




ORA 


0F0H 


035* 


5C04 




INI 


S.4 


0337 


2 COO 




RUT 


4 


0331 


1000 


CRCRNi 

1 


RTN 





I INDICATES ONE BYTE DETECTED 

;tEST UPON LRC/CRC OPERATION 

ILRC IF 01 

(LRC IF ZERO 

;EVEN PARITY ON THE LRC CHARACTER? 



IHASK OUT BIT 0-3. 
IEXCLUSIVE-OR ACCUMULATOR WITH 
;S4. THIS MEANS THAT THE 4 HOST 
ISI6NIFICANT BITS OF THE 54 
1 REGISTER HILL ALWAYS BE "F" 
(WHEN THE CRC CHARACTER HAS 
IBEEN READ. 



23.36 NOCKC SUBROUTINE 

The NOCKC subroutine is used to generate 
an all "0" byte in the time slot for a 
CRC character on the assumption that if 
a regular CRC byte has not been detected 
in this time slot, the CRC character 
must be an all "0"s byte. 



02FB 


4000 

3009 


NOCKC ! 


CLR 
I NO 


A 
S 5 9 




02FC 






02FO 
02FE 


B2FF 
1000 




JZE 
RTN 


NOCRC 


INO CHECK CHARACTER IF ZERO 


02FF 


4200 


NOCRC: 


OUT 


2.00H 




0300 
0301 


6300 
1000 




OUT 
RTN 


3.00H 


1 TRANSMIT ALL ZEROES CHARACTER 
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©© 



(cRCET:) 




01 ■* S9 
One byte 
detected 



LRC character? 
(CRC=all "0"s) 



Even parity s "v no 
for CRC char.? Mll-PARCK 



(eVENpT) 




YES 



*y 



YES 



F0 -*■ Ace 
Mask out 
bit 0-3 



Ace S4 
CRC parity 
mod. 



Ace ■* S4 



(CRCRN?) __ 

0\ 

j RTN ] 



(nockcT) 



Check character 
received? 



(nocrc A 




00 -* A2,5 
00 - A3 ,5 

Transfer 

"0" CRC/LRC 



( RTN A 



CRCET 




CRC TEST SUBROUTINE 

NOCKC 
CHECK CHAR. DETECT SUBROUTINE ((o6) 
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23.37 SDLAY SUBROUTINE 

The SDLAY subroutine is used to generate 
a short delay equal to about 18 system 
clock periods . 

The subroutine is employed during NRZI 
read reverse operations to ensure a mini- 
mum delay between the read strobes at 
the beginning of the block . 

It is also employed during NRZI read 
operations when an all "0"s byte is 
being transferred, to avoid a false pari- 
ty error indication, since it takes 12 
clock periods after the all "0"s byte is 
loaded before the parity check on it is 
finished . 



0320 


4000 


SDLAY! 


CLA 


A 




0321 


4503 




OR* 


03H 


ILOAO DELAY TIME 


0322 


4200 


SOLYl: 


sue 


00H 


;DECR. ACC. 


0323 


6325 




JZE 


SRETN 


(DELAY FINISHED IF ZERO 


0324 


BF22 




JUN 


SOLYl 




0325 


1000 


SRETHl: 


RTN 







23.38 ERTST SUBROUTINE 

The ERTST subroutine is used to load the 
accumulator with FF unless we have a 
space operation or a search/ignore data 
operation. In the latter case (when 
bit 4 is zero) the accumulator ends up 
with a 00. 



02BF 


4000 


ERTST! 


CLR 


A 


02C0 


sooo 




INO 


s.o 


02C1 


4610 




ANA 


10H 


02C2 


B2C4 




JZE 


RETBK 


02 C3 


4700 




SET 


A 


02 C* 


1000 


RETBKI 
! 


RTN 





(TEST UPON ERASE HO0E ( BIT •* ) 
(ERASE < SPACE > IF ZERO 
(FF TO ACC. 
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DETAILED FLOW CHARTS: 



(SPLAY : J 




03 -* Ace 

set short 

delay 



(sDLYlQ 



DECR 
Acc 




NO 



(sRETN:J 



YES 




©©© 



(£rTST:^) 
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23.39 DUALR SUBROUTINE 

The DUALR subroutine is used to enable 
read operations unless a single stack head 
is being used in a write operation and 
no reading is possible. The resultant bit 
pattern is placed in register SE, then 
mixed with the contents of S3, which 
contains the selected format bit, and 
finally placed in the accumulator. The 
main program may now mix in more control 
bits before strobing the complete byte 
into the A6 control register. 
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DETAILED FLOW CHART 
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FORMATTER CIRCUITRY 
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24.0 FORMATTER CIRCUITRY 



24.1 SCOPE 

This section contains the schematics 
for the formatter system exclusive of 
the microprocessor described in section 
22. The accompanying text provides 
details and supplementary information 
to each schematic, with reference to 
particular circuit areas on the 
schematic. Paragraph 24.5 gives a 
general description of the PE read 
hardware . 
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24.2.1 SYSTEM CLOCK 



The basic clock frequency is 14.4 MHz . 
This is divided down by U76 and U9 to 
obtain the final system clock frequency, 
see Table 1. The system clock pulse is 
about 70 nanosec wide, irrespective of the 
pulse periods listed in Table 1. 

U76 and U9 is preset by strapping to 
obtain the proper divisor. U9 can in 
addition be controlled remotely from 
the tape transport by. the TLSP signal 
if strap E is connected to ground, per- 
mitting two tape speeds in a multiple 
tape transport system, one speed being 
half the normal speed. 

The basic oscillator may be disabled 
by grounding the DISCL input, and an 
external frequency source may be intro- 
duced at input EXCLK. 

SUP is a pulse immediately following 
the system clock pulse. It is used to 
suppress effects of transients on the 
Data Bus. See wave forms Fig. 22.1. 
The SUP signal goes true at the trailing 
edge of the system clock signal, and 
false at the next basic clock pulse 
through the action of U10 . 



24.2.2 INPUT/OUTPUT CIRCUITS 



Tape Transport Selection Truth Table 



FTADO FTAD1 TSLTx 






1 
1 




1 


1 



3 

I 




The more important CPU command 
signals are strobed into suitable regi- 
sters when FGO goes true and the tape 
transport is ready (TRDY true) . At the 
same time, a latch is set, Ml-INREQ, 
which can be tested by the micro- 
processor program and reset by strobe 
A9 . Thus informed about the presence 
of a new command, the microprocessor 
may then proceed to input the command 
signals via the Data Bus by using strobe 
B7. 

Density information is introduced using 
strobe B4. The transport TDDI signal 
selects high or low density out of four 
possible combinations. The formatter 
is strapped for one of these combi- 
nations using the H and K straps, see 
Table 2. 



Signals Fzzz come from the CPU and 
signals Tzzz come from the tape tran- 
sport. See respective signal des- 
criptions in Paragraph 6.2, 6.3 and 
Paragraph 7.1, 7.2 in Part 1 of the 
manual. One more formatter can be 
connected to the CPU Bus. These are 
selected by the FADx signals, and strap 
S7 is used to assign either station 
number or 1 (as shown) to the for- 
matter . 

When addressed and enabled (FFEN true) , 
the SEL gate signal will enable tape 
transport input signals and formatter 
output signals. The tape transport 
signals are synchronized to the 
system clock as need be . 



Output formatter status signals to the 
CPU, and microprocessor control signals 
to the read and write circuitry, are 
strobed from the Data Bus into suitable 
registers by using strobes A5 and A6, 
among others. 

All registers are cleared initially by 
the power-on clear pulse POCP through 
master clear pulse CLEAR. They are 
also cleared when the formatter enable 
signal FFEN goes false. 
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24.3.1 WRITE DATA IN/OUT 



The write data is strobed into the Data 
Bus using strobes BO and Bl. The parity 
bit is generated internally, but the 
formatter can accept an external parity 
bit by restrapping Sll. 

Since the data byte is 9-bit and the 
Data Bus is 8-bit, tht data byte is 
handled in two parts. The first part 
consists of all the data bits. These 
bits are simultaneously available to 
the parity generator as long as the 
BO strobe is active, but will have 
left the Data Bus by the time Bl goes 
active, although still present on the 
FWDx bus. The parity generator out- 
put parity bit is therefore strobed 
into a flip-flop (U50) by BO and 
stored there until Bl goes active. 

The write input data goes from the 
Data Bus into the microprocessor accu- 
mulator and then from there right out 
onto the Data Bus again and into the 
Write output registers. First come 
the data bits, using strobe BO for 
inputting, as explained, and AO for 
loading the AO Write output register, 
and then comes the parity bit, using 
Bl , respectively Al. 

The complete byte is now present on 
the 9-bit TWDx bus. The actual writing, 
however, takes place when the Timer 
Circuit generates the TWDS write 
strobe. This occurs on the first 
clocking pulse out of the timer after 
the A4 strobe has passed the ETWDS 
Write enable signal. In NRZI mode, 
the ETWDS signal is used to disable 
every other timer clocking pulse, 
since the clocking rate is twice the 
bit rate. 

In PE mode, writing is complicated by 
the need to write phase transitions in 
between the data transitions, and the 
ETWDS signal is active all the time 
during the write operation. The input 
write data is processed in the accumu- 
lator and is also going into locations 
S4, S5 in the microprocessor scratch 
pad memory. Phase transition write 
data are loaded into the AO, Al output 
registers in between the data transition 
data. See PWBGN Sequence, Paragraph 
23.9. (NRZI writing is handled by 
the NZBGN sequence. Paragraph 23,10.) 

File mark and ID Burst Write data are 
generated internally and not appearing 
on the FWDx bus. 



In writing data, the FDWDS strobe is 
used to demand the next write data from 
the CPU. The EFWDS enable signal is 
used to select in the Write cycle the 
opportune clocking pulse for the FDWDS 
signal. 

The ENLRC (enable LRC) signal selects the 
final clocking pulse which results in 
the TWRS signal to the tape transport, 
resetting all write flip-flops and 
thereby generating the LRC character. 

The CRC character computed in the 
U117 CRC Generator is strobed into the 
microprocessor by Bl, B3 and processed 
further by software before eventually 
being loaded into the AO, Al registers 
(see Paragraph 23.11). Strobe Bl was 
also used for inputting the parity bit, 
but the CRC paiity bit is fed onto a 
Data Bus line (DBO) different from that 
of the FWDP bit (DB1) . 



24.3.2 TIMER CIRCUIT 

The Timer Circuit provides clocking and 
time base signals for the various 
strobing, timing and delay requirements 
of the formatter and aids in synchron- 
izing various software controlled 
operations . 

The timer circuit consists of a timing 
counter (U120, U121) clocked by the 
system clock, and a time base register 
(U142) which determines the clocking 
period by presetting the counter on 
every counting cycle. The frequency 
divisor is loaded into the time base 
register from the Data Bus by strobe 
A12. Normally, the clocking period is 
half the character period. For genera- 
tion of delays the clocking period is 
at 75 ips 10 or 20 usee. 

An output flip-flop U43 is used to 
generate a strobe signal which is five 
times the width of the system clock 
period (1.04 usee at 75 ips). The 
flip-flop is set when the A and C out- 
puts of the first counter section cause 
a high at the J input and is reset five 
system clock cycles later when the 
ripple count output goes low at the 
K input. 
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Another flip-flop (U44) is set at the 
trailing edge of the generated strobe, 
but depends on an external strobe A13 
for being reset. The output, M4-TIME, 
is tested extensively by the program 
to check the completion of a strobe or 
to detect the end of a clocking period. 

In the description on the Write Data 
In/Out circuitry, the TWDS, FDWDS and 
TWRS strobes were mentioned and how 
these strobes were generated by en- 
abling the timer circuit clocking sig- 
nals at about the right moment. 

The program will in these cases wait 
for the M4-TIME signal to indicate the 
completion of the associated instruc- 
tion before proceeding to the next in- 
struction in the program. For this 
reason the Q output is used, giving 
as it does, a U" as long as it remains 
in the reset state. A "l" is needed 
by the multiplexer test circuitry to 
qualify a jump. Upon detecting the "1" 
the program will be able to jump back 
one step and thereby repeat the test 
instruction. Thus, a waiting loop 
is obtained with only one instruction. 

When the clockingperiod is over and the 
M4-TIME output goes "0", the program 
will upon the first detection of this 
"0" advance to the next instruction. 

The flip-flop will remain in the set 
state until it is time to use it again. 
An instruciton tc reset the flip-flop, 
by generating the A13 strobe, must al- 
ways precede the M4-TIME test instruc- 
tion, but need not be immediately pre- 
ceding. 
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24.4.1 NRZI READ DATA IN 



In a NRZI read operation, the 9-bit 
read byte TRDx from the transport is 
strobed in two portions into the accu- 
mulator via the 8-bit Data Bus, using 
strobes B4 and B5. The read signals 
are thus handled exclusively by soft- 
ware and are loaded into the read out- 
put register A2, A3 (Schematic no. 5) 
almost as soon as they arrive, using 
output strobes A2 and A3. The latter 
strobe simultaneously starts the 
generation of an output read strobe 
FRSTR (Schematic no. 5) . 

The inputting strobes B4, B5 are not 
generated before the program has been 
advised of a new read data byte by the 
accompanying input read strobe TRDS. 
This strobe will set a flip-flop U25 
whose output M6-RREQ will be tested 
by the program. The flip-flop is re- 
set when the first portion of the read 
data byte is strobed A2 into the output 
read register, actually by the same 
strobe A2. 

The NRZI read data transfer operations 
are handled by the RWDAT (in read-after- 
write) and RDATA (read-only) subroutines 
(Paragraphs 23. 3C, 23.31). 

24.4.2 PE READ CHANNELS 

In a PE read operation, the handling of 
the PE read data bytes is done in hard- 
ware. While this process is going on, 
the program is almost at a standstill, 
from the moment it receives a "data 
block detected" signal (M7-DDET=1) un- 
til the moment it receives a "postamble 
detected" signal (Ml4-POSTD=l) . The 
program does little but check for the 
presence of a file mark in the PE read- 
only sequence PREAD (Paragraph 23.8), 
and even less in the reading- after- write 
activity of the PE write sequence PWBGN 
(Paragraph 23.9). 

It is mainly the microprocessor speed 
limitations and the necessity of 
deskewing the PE read data which pre- 
clude the handling of the PE read ope- 
ration in software . Each of the 9 read 
channels requires individual and inde- 
pendent processing which in practice 
means multiplexed, sequential handling. 
Furthermore, the bit rate is higher 
than for the NRZI format. This calls 
for high operating speeds, and the 
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operations are in the TOP 4050 at 75 
ips carried out at the system clock 
rate of 4.8 MHz. 

The PE read hardware consists of 9 read 
circuits and common processing circuitry 
which is time- shared between the 9 
channels. The time-sharing is controlled 
by a scan generator which multiplexes 
the read data information produced by 
the read channels and presents this in- 
formation sequentially to the processing 
circuitry. The resultant sequential 
read data is shifted serially into the 
read output register A2, A3 (Schematic 
no . 5 ) , and is on every completed scan 
cycle strobed out in parallell to the 
read output bus FRDx. In the NRZI mode, 
the read data is loaded in parallel in- 
to the same read output registers. 

The information obtained from each input 
PE read channel consists of the input 
read LEVEL signal and a 7-bit binary 
number CNTx which indicates the time 
elapsed between the last two level tran- 
sitions. A new number will be generated, 
and the level signal will change polar- 
ity, every time there has been an input 
level transition, but not necessarily 
on every scan, since each channel will 
be scanned several times in a character 
period (about 4 tiroes per character 
period, see Fig. 24.1). The read 

one character! 
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(= 1/4 character period) 

one clock period (CK) 
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Fig. 24. 1 SCANx signal sloh dative to read 
signal transitions. 



channel output signals are synchronized 
to the system clock, i.e. flux transi- 
tions actually occurring in between 
clock pulses, will appear to the system 
to occur at the clock pulse transitions. 

The CNTx number will be used later to 
check the correct spacing between flux 
transitions and to detect phase tran- 
sitions . Phase transitions can be dis- 
tinguished from data transitions by the 
fact that the spacing between data and 
phase transitions is half of what it is 
between two data transitions. 

A PE channel consists essentially of a 
spike-free edge detector circuit, e.g. 
U100 in channel TRDP, and a counter 
e.g. U13. The edge detector is syn- 
chronized to the system clock. The 
counter keeps counting at the system 
clock rate and is reset whenever there 
is a signal level reversal at the input 
as detected by the edge detector. The 
final count, before being reset to zero, 
is loaded into an output register, U143. 

The edge detector consists of two flip- 
flops. The first one, U100-19, follows 
the input read signal synchronized to 
the clock, see Fig. 24.2. The LEVEL 
signal is derived from this flip-flop. 
The other one, U100-12, follows one 
clock period later. By exclusive-oring 
the two outputs, a strobe pulse STRBP 
is obtained indicating the occurrence of 
a level transition. This signal is used 
for data block detection and interblock 
gap detection. In addition, it supp- 
resses the clock input to the counter 
U13, just before the counter is reset, 
permitting the counter to settle down 
before the final count is transferred 
to the output register U143. 

The strobe signal also triggers a third 
flip-flop U125, generating a pulse at 
U125-7, on the trailing edge of the 
STRBP pulse. This is the fast strobe 
signals which transfers the count to 
output register U143 and simultaneously 
resets counter U13. 

Counter U13 contains two counter units. 
The second unit is clocked (pin 13) by 
the last stage (pin 6) of the first 
counter. A phase transition will occur 
nominally at count 20 from the last data 
transition, whereas the next data trans- 
ition in the absence of a phase trans- 
ition will occur nominally at a count 
of 40. (In addition to effects of skew, 
the actual count will be 2 less due to 
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Fig. 24.2 PE Read Channel Waveforms 

clock pulses lost while the counter is 
being suppressed by the STRBx signal.) 

The counter itself is capable of running 
to 128. However, in the absence of any 
transitions, that is, in the case of a 
drop-out, the counter will reset itself 
at count 64 through the feedback of the 
7th bit (pin 9) to the reset flip-flop 
U125. The 7th bit, in the appearance of 
CNT6, is used later to indicate a drop- 
out. CTN0 to CTN5 is fed to the PE 
Timing Decoder PROM (Schematic 5) to 
represent the interval between two 
LEVEL transitions. 

The output register is edge-triggered, 
meaning that it is being set and 
latched already on the rising edge of 
the loading pulse . This property makes 
it possible to use the same pulse to 
reset the counter since there is here 
a finite delay before the clearing action 
takes effect. This ensures the safe 
transfer of the counter output to the 
register before the output count goes 
to zero. 

24.4.3 SCAN GENERATOR 

The scan generator consists of a decade 
counter U126 and a decoder U127,U26. 
Notice that there are two sets of out- 
puts, the SCAx, which are in a 4-bit 
binary form, and the SCANx, which in a 
decoded form are 10 separate, sequential 
strobe signals. SCAN0 and SCAN9 mark 
respectively the beginning and the end 
of the scanning cycle and are used also 
as enabling signals. The strobe sig- 
nals are at 75 ips about 0.2 usee wide, 
and a complete scan cycle takes about 
2 usee. See Fig. 24.3. 

The occurrence of scan strobes relative 
to read channel level transitions is 
illustrated in Fig. 24.1. The scan 
strobes occur relatively often, and 
there is not necessarily a LEVEL trans- 
ition in one channel from one scan to 
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the next. Also, because of skew, the 

LEVEL transitions in different channels 
will not necessarily occur at the same 
time . 

Note also that the PE read data strobed 
into the common processing circuitry in 
one scan cycle is processed further in 
the next scan cycle. At one stage there 
is a shift in strobe position relative 
to respective read channel such that 
channels P to 9, being initially re- 
presented by SCAN to S, later are 
represented by SCAN 1 to 9. 
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Fig. 24.3 Scan Generator Signals 



24.4.4 DATA BLOCK AND GAP DETECTOR 

The Data Detector is used to indicate 
the presence of a data block. This is 
manifested by the output flip-flop U6 
being set and the M7-DDET signal going 
true. 

In the NRZI mode, the flip-flop is set 
by the first arriving read strobe, via 
the RREQ flip-flop U25. 

In the PE mode, in which there are no 
read strobes, the STRBx signals from 
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the PE Read Channels are used. These 
are generated whenever there is a level 
transition, and in the preamble, each of 
the initial "0" bits will be accompanied 
by a phase transition as well as a data 
transition, and will produce two STRBx 
strobes. 

Two channels, STRBO and STRB2 , are used, 
in case one of them should have a drop- 
out. More than these two channels need 
not be sampled since more than one drop- 
out would invalidate the readings anyway. 

To prevent an incidental noise spike from 
triggering the M7-DDET flip-flop, a count 
by counter U32 of 16 strobes is required 
to qualify a data block. This means 
that, if the STRBO and STRB2 strobes are 
overlapping, the flip-flop will not be 
set until the 8th byte of the preamble 
have appeared. However, if these strobes 
appear separately, which will be the normal 
case, this will occur after 4 bytes. 

It is also required that the gap between 
successive strobes not exceed the bit 
period. If so, counter U32 will be re- 
set by a strobe gap detector circuit 
centered around counter 'J38. 

The input DCK signal clocks this 
counter at the double bit rate, and 
the counter is enabled if all the strobe 
signals STRBx are absent. If this ab- 
sence lasts for two clock periods, that 
is, one bit period, a reset pulse will 
be generated and prevent the setting of 
the M7-DDET flip-flop. The strobe gap 
detector will have no effect, however, 
once the flip-flop is set, since U6-7 
will keep clear -input U38-2 high. 

The M7-DDET flip-flop may be set by the 
program, using strobe A10. This is done 
in the ID Burst sequence IDWRT when the 
absence of signals in channels other 
than the P channel otherwise would have 
failed to set the flip-flop, which in 
turn is necessary in order to activate 
the PE read circuitry for ID Burst 
detection . 

Interblock Gap Detection is afforded by 
flip-flop U25. To perform a gap de- 
tection test, the program simply sets 
the flip-flop using strobe A7, generates 
a delay, and then, at the end of the de- 
lay, tests the M9-GAPD output to see if 
the flip-flop is still set. It will not 
remain in the set state if, in the 
delay period, there has been any signal 
present in any of the read channels 
capable of generating a STRBx strobe. 
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24.5 PE READ CIRCUITRY, 
GENERAL DESCRIPTION 

The program initiates the PE reading 
operation when the NRZS status signal 
goes false and the READ signal goes . 
true (strobe A6 register on schematic 
no. 2). The read data processing starts 
automatical ly when a data block is de- 
tected (M7-DDET = 1, on schematic no. 
4) and the enable signal PEDET goes true. 

PE read signals from the tape transport 
are applied to special PE Read Circuits, 
one for each channel (Schematic no. 4) . 
The outputs of these circuits are being 
sampled sequentially by the Scan Gene- 
rator. They supply read data parameters 
on bit spacing (CNTx) and bit logical 
level (LEVEL) . 



Registers. Upon this transferral, the 
Envelope Circuit will point to the drop- 
out channel if any, and help reconstruct 
the bits of the disqualified track. 

Error Detection Circuits will disqualify 
the whole block of data if there are 
drop-outs in more than one channel. 

The Postamble Detector will generate an 
output signal (M14-P0STD) when there is 
a postamble "10" sequence in all 
channels. This will enable the return 
of the reading operation to micro- 
processor program control. 

24.5.1 TIMING DECODER PROMS 



The bit sparing parameters are fed to 
the PE Timing Decoder PROMs (Schematic 
no. 5) , where they are examined for 
conformity to standards on bit spacing 
tolerances. The PROMs contain several 
look-up tables, and the Timing Selection 
Circuits aid in selecting the appro- 
priate table. 

The resultant bit spacing qualification 
data and the LEVEL signal are fed to the 
PE System Decoder Circuits. These 
circuits separate phase transition bits 
from data bits and forward the latter to 
the Skew Buffer. Drop out information 
is forwarded to the Envelope Circuit. 

The Skew Buffer deskews the data bits 
by feeding them serially into suitable 
registers (RAMs) . Skew Buffer circuits 
look out for preamble "l"s and feed 
them to a Data-ln-All-Channels Detector. 
As soon as the presence of a preamble 
"1" bit in all 9 channels have been 
established, notes are taken of the 
relative register positions to which the 
preamble "1" bits have reached. Read 
data is now being read out from the 
positions next to the noted positions, 
and new data is being shitted into these 
positions as ttiey arrive. The process 
ensures that bits from the same byte are 
collectively being read out during the 
same scan cycle. 

After the deskewing process, the data 
bits are shifted serially into shift 
registers, and transferred in parallel 
as a complete byte to the FRDx Output 



The PE read data processing starts out 
with interpretation of the bit spacing 
signals CNTx obtained in the PE Read 
Circuits. These signals are applied to 
two PROMs, U128 and U107, which contains 
eight timing tables, four each for read- 
only and read-after-write operations. 
Only one table of the eight is in use 
at any time, and a 3-bit selection sig- 
nal consists of WRITE, LOUR (low range) 
and SEL1 (select PROM1) : 



Selection 


Signals 


Table Selected 


WRITE 


SEL1 


LOMt 


Node PfKM no. Table Range 





a 


1 


Read-only 1 Lower 











1 Lou 





l 


1 


2 High 





l 





2 Higher 


L 





1 


R-ft-H 1 Later 


1 








1 Lou 


1 


1 


1 


2 High 


1 


1 





2 Higher 



The PROMs put out two sets of signals, 
one set S A reilecting on the quality of 
the signal, and the other set T^ reflec- 
ting on the appropriateness of the table 
selected: 



SO 


SI 


Spacing is 








Too short. Drop-in assumed 





1 


Satisfactory, data-to-phase 
and phase-to-data. 


1 





Satisfactory, data-to-data 


1 


1 


Too long. Drop-out assumed 
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23-17 



EFWDS 



EFDWS 



23-21 
23-26 
23-26 
23-26 



23-27 
23-31 



Set write only 



CALRC 



00011101 (19) 



The respective longi- 
tudinal parity bits 
shall be "0". 



NRNDZ 



Call DELAY 
13 



(Set write only) Reset ETWDS 



CHLRC 



00011001 (19) 



The respective longitudinal 
parity bits in S4, S5 shall 
be "0". (Because the calcu- 
lated LRC, when it is exclu- 
sive-ored with the recorded 
LRC, will result in if equal) 



NRND2 



Call DELAY 
20 



23-40 
23-41 
23-47 
23-48 

23-3 



0164 05H 



Ace = 05? 



EFWDS 



3-4 bits periods 



B7 



1 



0164 09H 

Ace = 09? 
EFDWS 



3 timer periods, i.e. 1.5 
character periods. 



B7 
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ENV0 



ENV0 



ENV7 (8 p±aces) 



ENV7 
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T o T l 





1 

1 

1 1 



Table range is 



Too high, select a lower 
range 

Satisfactory, somewhat on 
the high side 

Satisfactory, somewhat on 
the low side 

Too low, select a higher 
range 



The PROMs will in effect examine the 
bit spacing data, look up one table 
and determine whether the spacing falls 
within the tolerances of that required 
for a phase- to-data, data- to -phase or 
a data-to-data transition. Such toler- 
ances are specified for written records 
by international standards and must be 
rigidly controlled in the PE write 
operation. 

'''here are no such particular standard 
for the reading operation, since reading 
quality depends on the transport, for 
which there are no standards. However, 
in the read-only operation it is neces- 
sary to establish certain tolerances, 
however wide, to be able to distinguish 
the categories listed in the Si table 
from one another within safe margins. 
Naturally, a read-only table will be 
more lax than a corresponding R-A-W 
table. 

Spacing is measured by actually measu- 
ring time, assuming a nominal, constant 
tape speed. A table of spacing tole- 
rances based on a particular tape speed 
will therefore be less satisfactory if 
the actual tape speed deviates from the 
assumed speed. In the TDF 4050 for- 
matter this contingency has been met by 
providing several overlapping tolerance 
tables to cover the range of tape speeds 
allowed within the standards. 



A table range is defined as being low 
when the bit spacing is on the short 
side, as it would be for higher tape 
speeds. 

The selection of appropriate table is 
performed by the circuitry centered 
around the Timing Select PROM U101. 

In looking up a table in the PE Timing 
Decoder PROMs, it is necessary to know 
whether the last transition was a data 
transition or a phase transition. This 
is provided by the LVALID (last bit 
valid data) signal. In the former case, 
the expected spacing would be short for 
a data-to-phase transition and long for 
a data-to-data transition. In the 
latter case, the spacing would be 
expected to be short (within tolerances 
different from the other short spacing) 
for a phase- to-data transition, whereas 
a long spacing would be disqualifying 
and indicative of a drop-out. 

A typical table is indicated below. 

24.5.2 TIMING SELECTION 
CIRCUITS 

The Timing Selection Circuits are 
centered around the Timing Select 
PROM U101, and generate the signals 
LOWR and SEL1 which help select the 
appropriate timing table in the PE 
Timing Decoder PROMS. The inputs to 
the circuitry are the T Q , T^ signals 
from the latter PROM which indicate the 
suitability of the presently used timing 
table. 

Cumulative effects of bit crowding, tape 
sway, transient speed variations and 
other causes may result in occasional 
large deviations in bit spacing which 
are within tolerances, but cause Tq T, 
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to indicate that the presently used 
table is not suitable. Previously 
generated Tq T 7 signals are therefore . 
stored in a RAM and used to establish 
whether the disqualification was due to 
an isolated, incidental case or. to the 
culmination of a longer term trend. 
Thus both the current and the stored, 
previous states of the T Q , T.. and the 
LOWR, SEL1 signals are used as inputs 
to the Timing Select PROM. The previ- 
ous state signals are LTq, LT^, LLOWR 
and LSEL1. 

The finally resulting LOWR and SEL1 
signals are stored in another RAM for 
actual use in the selection of timing 
table in the next scan cycle. At the 
same time a TREND signal is developed, 
expressing a longer term upward (TREND 
= 0) or downward trend (TREND = 1) . 
The TREND signal is stored and also 
used as an input (LTREND) to the PROM, 
providing a still broader decision base. 

For each combination of the 9 inputs to 
the PROM, a 4-bit output configuration 
has been specified. Some input combi- 
nations are necessarily self-contradic- 
tory and should never occur in practice, 
but have been specified anyway. In 
such cases the fourth output bit, CHECK, 
is set true. This bit is not used in 
the formatter system, but is available 
for test purposes. 

In specifying the outputs, that is, 
programming the PROM, the following rules 
have been followed: 

1. A change of tables is always confined 
to the next higher or the next lower 
table. 

2. If the present Tq Ti indication is 01 
or 10 (satisfactory) , there is no 
change unless the previous indication 
LTq LT, is identical to the present 
one, and preferably the TREND signal 
points in the same direction. 

3. If the present Tq T-^ indication- is 00 
or 11, a move to the next lower, 
respectively the next higher table 
may be made. 

4. If the presently and previously 
selected tables instead of being next 
to each other are one table apart, 
85% importance is placed on the pre- 
sent selection, and a change is made 
only if the present and previous T fl 
T^ indications point in the same 
direction. This situation is one of 



those not anticipated, and the CHECK 
output is true in this case. 

5. If the presently and previously selec- 
ted tables are two tables apart, that 
is, on the opposite extremes, no im- 
portance is placed on the present 
selection, and a change is made in the 
direction pointed to by the Tq T^ in- 
dication. The CHECK output goes true. 

Example: 

Present and previous selection indicate 
that the table used is too low. This 
is a strong indication, and the TREND 
indication is ignored if it points in 
the opposite direction: 



PROM1 



PROM2 





LOWER 


LOW 






HIGH HIGHER 


SEL1 


1 


1 









LOWR 


1 




t 
Present 


1 
selection, Tq T-i 








= 11, 


too 


low. 



Previous selection, Tq T± = 11, 
also too low. 

Trend is to higher tables, TREND = 0. 
This gives a PROM input 10 11 11 11, 
which, with correct polarities, should be 
01 11 1 11 00 or in hexadecimal notation, 
OFC. The PROM output is 4, which gives 
selection signal SEL1 = and LOWR = 1, 
the next higher table. Now, if the trend 
had been reverse, TREND = 1, the input 
would have been 0EC. The PROM output is 
still 4, however, meaning that this indi- 
cation must be ignored in face of the 
others. 

An example of the trend indication being 
decisive is the case in which there has 
been no change of tables, out the present 
Tq Ti signals indicate that the table is 
not satisfactory and should move in a 
particular direction. If the trend is in 
the same direction, there will be a 
change of tables, e.g. D8 = 4. Rut not 
if the trend has been in the opposite 
direction, e.g. C8 = 2. 

The Timing Selection Circuits, as they 
stand, generate table selection signals 
independently for each channel. This, 
however, is a matter of convenience and 
carries no special significance, since 
the operating environment to which these 
circuits adapt the operation, is more or 
less common to all channels. 
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25.5.3 PE SYSTEM DECODING 
CIRCUITRY 

The PE System Decoding circuitry centers 
around the PE SYSTEM PROM U129, and 
carries further the operation performed 
by the PE Timing Decoder PROMs in 
decoding the PE Read Circuit output 
signals. 

The objective of the decoding operation 
is to separate data bits from phase bits 
and to develop signals (e.g. VALID) 
which indicate the occurrence and pre- 
sence of valid data bits. 

To this end the following input signals 
are needed: 



LLEVEL 



s o s i 



from the Timing Decoder gives 
information on bit spacing: 

00 Drop-in 

01 Bit Spacing is half a 
character period 

10 Bit Spacing is a full 
character period 

11 Drop-out 



LEVEL indicates present logical level 



CNT6 



id in rx ut. 



Tf 



*-H<: 



for- 



ward mode, the level goes from 
low to high, it must, in reverse 
mode, go from high to low, due 
to the nature of magnetic 
recording. Since in PE the bits 
are represented, not by the 
level, but by the direction of 
level change or transition, it 
becomes 'necessary to reverse 
the LEVEL polarity when going 
in the reverse mode. This is 
accomplished by exclusive-oring 
the LEVEL signal with the SFC 
signal (Synchronous Forward 
Command) . 

from the PE Read Circuits 
indicates a drop-out. 



PEDET indicates that a block of data 
has been detected in the PE 
mode. It goes true on the 4-8th 



LVALID 



t^voamVO o Vm 



indicates the previous LEVEL 
signal, which was stored in a 
RAM on the preceding scan cycle. 
If the present LEVEL signal is 
different from the previous 
LLEVEL signal, then obviously 
there must have occurred a level 
transition since last being 
scanned. This represents one of 
the conditions for generating a 
new VALID bit signal. 



indicates whether the last tran- 
sition was a data transition, 
and this signal was stored in 
the RAM on preceding scan cycle. 
If LVALID is true and the S Sj 
signal indicates a short bit 
spacing, then obviously the new 
transition detected by the LEVEL/ 
LLFVP:L comparison must be a 
phase transition, and the VALID 
signal goes false. A long bit 
spacing makes VALID true. Con- 
versely, if LVALID is false, then 
a short bit spacing makes VALID 
true. A long bit spacing 
(signifying a drop-out) is in 
this case not possible since 
this possibility has already 
been excluded by the presence of 
the LVALID signal in the PE 
Timing Decoder PROMs, which 
supply the Sq S, signal. In- 
stead the S n Sj_ signal indicates 
a drop-out in the first place. 



is used to make all outputs 
false in the 10th time slot 
when no read channel is being 
sampled. 



if false, indicates thst a drop- 
out has been detected in the 
present channel in previous scan 
cycles. It is used to stop 
further clocking of signal para- 
meters for that channel. 



In this description of the input signals 
an idea has been given as to the line of 
reasoning which has been followed in 
specifying the PE System PROM outputs 
and how the desired signals can be ob- 
tained. These signals include: 



SCAN9 



ENV 
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PIN 12, VALID. This signal goes true 

when a transition occuring since 
the channel was last scanned, 
proves to be a valid data tran- 
sition, it is stored in' the 
U159 RAM and used as LVALID in 
the next scan cycle. It is also 
synchronized to the system clock 
and emerges as the LOAD signal 
which is used to strobe the new 
data bit into the Skew Buffer. 
The logical level of the data 
bit is then given by the 
polarity of the DLEVEL signal, 
which is the LEVEL signal 
synchronized to the system clock 
and delayed one clock period. 
More specifically, VALID is true 
(Pin 12 = 0) when 

1) Data follows a phase transition 
after half a character period: 

s s L = 01 

LVALID = 



LEVEL = LLEVEL 

(There has been a transition) 

CNT6 = 

PEDET = 1 

SCAN9 = 

2) Data follows a data transition 
after a full character period: 

S S 1 =1 ° 
LVALID = 1 



LEVEL = LLEVEL 

CNT6 = 

PEDET = 1 

SCAN9 = 

3) In the very early phase of the 
preamble, the first transitions 
have produced a bit spacing 
count less than 64 (one-and-a- 
half character period) , and we 
know that the first data trans- 
ition bits are 0: 

CNT6 = 

(Count of less than 64) 

PEDET = 



Sq S^ is ignored to prevent 
disqualification because of early 
bit spacing deviations, which 
are assumed to be of a transient 
nature. Since this will be the 
first VALID signal, there is, of 
course, no previous valid LVALID 
signal to take into account. 



Pin 11, DROP-OUT. This signal goes true 
when a drop-out or. a drop-in 
has been detected, it is used 
to derive signals SENV and ENV 
(Envelope) which when true in- 
dicate the presence of a valid 
data bit, that is, the last 
data bit. The ENV signal is 
used as an input to the PE 
System PROM to allow clocking 
of valid signal parameters in 
the PE decoding circuits (see 
page 24 - 14) . The SENV signal 
is used for detection of errors 
in the Error Detection circuits, 
and for the identification of ID 
Bursts and file marks via the 
Envelope Circuit. 

More specifically, DROP-OUT is 
true (Pin 11 = 1) when 

1) Bit spacing exceeds the tole- 
rances : 

Sq Sj^ = 00 or 11 

CNT6 = 

(There has been a transition) 

PEDET = 1 



LEVEL = LLEVEL 

(There has been a transition) 

SCAN9 = 

2) No transition have been detected 
within one-and-a-half character 
period. 

CNT6 = 1 

(Count of more than 64) 



PEDET 
SCAN9 



= 1 
= 



LEVEL = LLEVEL = 
(Preamble "0") 

SCAN9 = 



Pin 10, CLOCK ENABLE. This signal is 
used to enable the clocking 
(ECK) of RAMs U86, U112 and 
U159 in the Decoding and Timing 
Select circuits and to up-date 
the stored parameter signals. 
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1) 



Such clocking shall normally- 
take place, not on every scan 
strobe, but on every detected 

transition. 

More specifically, the signal 
goes true (Pin 10 = 0) when 

There has as yet been no tran- 
sition, and it is desirable to 
define the initial logical level 
of the LLEVEL signal in the RAM: 



PEDET 



= 



CNT6 = 
SCAN9 = 

2) There has been a level tran- 
sition in the early phase of 
the preamble: 



LEVEL 


= LLEVEL 


PEDET 


= 


SCAN9 


= 



3) There has been a normal level 
transition: 



LEVEL = LLEVEL 

ENV = 1 

CNT6 = 

PEDET = 1 

SCAN9 = 



These are necessarily the same 
conditions as for the situ- 
ation which produced the false 
DROP-OUT indication, see case 2 
for Pin 11. 

24.5.4 ENVELOPE CIRCUIT 

The ENV signals from the PE System 
Decoder circuits indicate the presence 
of valid signals in the various channels 
being scanned. The ENV signals are 
shifted serially into a shift register 
(U152, U78) and are available as a 9- 
bit ENVx byte on every scan cycle when 
SCAN goes true. 

Through a gate U94 the byte can be 
strobed onto the Data Bus by the B6 
strobe and be examined for ID Burst or 
file mark identification in the micro- 
processor accumulator. For this pur- 
pose there need be no distinction 
between ENV3 and ENV4 (either one being 
true will disqualify identification) , and 
they are combined to obtain an 8-bit 
Data Bus word. 

The ENVx signals are also used in the PE 
correction circuits in the Read Data Out- 
put circuitry. By indicating the 
presence of a drop-out, an ENVx signal 
vi.ll enable the reconstruction of the 
data bit for that particular channel 
by passing the appropriate vertical 
parity check signal. 



4) 



Note that as soon as a drop-out 
occurs, ENV goes false and in- 
hibits further clocking of 
channel parameter signals, and 
that includes the ENV signal itself. 
Thus, ENV will stay false and 
maintain this frozen state in 
the following character periods, 
also in the presence of subse- 
quently generated valid tran- 
sition signals. 

In case of a drop-out in the 
absence of a detected tran- 
sition, it is desirable to per- 
form clocking in order to 
register the drop-out and stop 
further clocking: 



CNT6 



= 1 



PEDET = 1 
SCAN9 = 



24.5.5 SKEW BUFFER 

On the tape, bits on the various 
recording tracks, belonging to the same 
byte, cannot be expected to lie on a 
straight line across the tracks, or, 
upon reading, to be received by the 
formatter at the same time. This is 
due to head and tape path imperfections. 
The data is said to have skew, and for 
PE data the formatter must deskew the 
data such that the bits belonging to 
the same byte upon being transferred 
to the CPU, are all transmitted at the 
same time . 

This is accomplished in the formatter 
by storing and delaying the first 
arrived bits until all the bits 
belonginq to the same byte have 
arrived, and then transferring them 
collectively to the CPU. 
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Fig. 24.4 Skewed PE Read Data 



An illustration of PE data with skew 
is shown at left on Fig. 24.4. At 
right is shown the skew registers or 
skew buffer into which the data enters. 
The moment chosen for the illustration 
is the moment when all the preamble 
"l"s have just arrived. It is from this 
moment when there is "data in all 
channels" that data transfer can take 
place. A 4-bit skew buffer will 
normally suffice. (The track shown 
below the tape indicates what happens 
if there is exessive skew: The pre- 
amble "1" now lands outside the skew 
buffer, and we have a case of buffer 
overflow) . 

The skew pattern, exemplified by the con- 
figuration of the preamble "l"s, stays 
essentially fixed throughout the block, 
and the skew buffer circuitry, by initially 
taking note of the relative position of the 
preamble "l"s, can assemble the bytes by 
successively reading out bits from these 
same positions. 

In the TDF 4050, the skew buffer consi- 
sts of a RAM, a selector circuit and a 
PROM. The RAM is used to store the data 
while they are being deskewed, and to 
store the preamble "l"s. The latter 
are used as flags to indicate to the 
selector circuit which locations in the 
RAM it should select bits from. The 
PROM is used to control the bit and 
flag positions and to shift these 
positions as appropriate. 

In the RAM there are six positions for 
each of the 9 channels. When one 
channel is being sampled, the six 
positions are appearing at the output 
of the RAM and form, together with the 
three input signals LOAD, DIAC and 
SLEVEL the input address to the PROM. 
The output of the PROM is then, at the 
end of the same sampling period, being 
clocked into the six positions as new 
data. 

As explained before, the read channels 



are sampled in succession using suitable 
scan strobes, and there are about four 
such samplings per bit period. Hence, or. 
only one sampling in four will there 
have been a data transition which re- 
quires action and clocking of the ske* 
buffer. For this purpose the LOAD signa- 
ls used, whereas the SLEVEL signal -.di 
cates the bit value . 

Each time LOAD goes active, the PROM 
will shift the flag and the data, and 
place the newly arrived bit in the 
position occupied by the previous bit 

before the shift. Eventually, the flag 
enters an advanced position in which it 
is detectable by the selector circuit 
and signals the presence of a valid data 
bit. This process goes on for each 
channel until a flag has bee" detected 
in each channel. 

This condition is recognized by a spe- 
cial detector circuit, the Data- In- 
All-Channels detector, whose output, 
DIAC, then goes true. From this moment 
on, the PROM will advance the data bit 
positions as before, but not the flag. 
The flag will remain in essentially the 
same position and serve to indicate to 
the selector circuit the position 
where the next bit is to be read out. 
It will do so for the remainder of the 
block while the incoming data bits are 
moving up next to it. The relative 
flag positions, incidentally, will re- 
flect the tape skew pattern. 

The bits which are read out will dis- 
appear on the next shift and be replaced 
by the bits next in line. Obviously, 
it cannot be known until the end of a 
scan cycle, after all the channels have 
been scanned, whether there are flags 
in all channels qualifying a true DIAC 
signal. Hence, it is on the following 
scan cycle that DIAC goes true and 
that the data bits on the selected RAM 
lines are read out and transferred. 

These data bits, however, should only 
be read out once. Since it is the DIAC 
signal which enables the read-out, this 
signal must be made to go false on 
subsequent scan cycles until there is 
a set of new valid data bits. This is 
accomplished by having the PROM back- 
space all the flags one position. This 
will result in at least one flag be- 
coming non-detectable by the selector 
circuit. That will suffice to making 
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DIAC go false on the subsequent scan 
cycle. 

DIAC will go true again when, upon the 
entry of new bits, the flags for the 
channels in question again become 
detectable. Thus, once the preamble 
all "l"s have been detected, the flags 
will in effect rock back and forth one 
position while the data bits are 
shifting through all positions up next 
to the flag. The data bits are being 
read out when the flag is in the forward 
position, but making a halt when the flag 
is in the find position. This position 
is at such time vacant by virtue of being 
occupied by the bit just read out, which 
is no longer of any interest. 

In case of a dropout the logic will 
normally substitute for the missing 
flag (with SONE, explained later) and 
maintain normal operation of the skew 
buffer. Otherwise, new valid bits not 
being read out will cause overflow 
by eventually advancing the flag beyond 
the extreme position. 

Fig. 24.5 shows the skew buffer 
circuit together with details on the 
function and action going on. Only one 
channel is considered, and the RAM out- 
put lines represent the various posi- 
tions in the skew register for this 
channel. The outputs are inverted, and 
the "l"s shown, representing moment tj_, 
are all preamble "0"s. At time t2, the 
preamble "1" appears in the bottom posi- 
tion as a "0" . Then with each LOAD 
clocking, it advances upwards, with data 
bits in its wake. 

In between t]_ and t2, the other channels 
are being scanned, (see Fig. 24.1) but 
for the present description, only this 
one channel is being considered. 

The four upper position outputs are 
connected to a priority encoder. The 
purpose of this encoder is to generate 
an address for a selector circuit which 
selects the position in the RAM in which 
the data bit is to be read out of. The 
priority encoder is a circuit which will 
generate a 2 -bit binary number according 
to which of its increasingly higher 
ranking inputs receives a "0". Thus, 
the output signal is 00 if the top in- 
put is 0.- regardless of what, the other 
inputs are. If this input is "1", and 
the next highest input is "0", then the 
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address is 01, regardless of what the 
remaining inputs are. And so on. 

Since now the preamble all "0"s appear 
as 1, and the preamble all "l"s appear 
as 0, and since the data bit appears 
next to the preamble "1", the encoder 
will generate an address signal accor- 
ding to the position next to the pre- 
amble all "1" flag. 

In addition, the priority encoder is 
used to detect flags and to generate 
the desired detection signal to the 
Data-In-All-Channels Detector. This 
signal, FLAG, goes true whenever a flag, 
that is, a "0", appears on any one of 
the four input lines. 

The selector circuit is for illustrative 
purposes shown in Fig. 24.5 as a 2-pole 
4-position selector switch. The encoder 
output address determines which input 
position is connected to the selector 
(pole) output. Thus, a preamble "1" 
(now actually "0") on the top input to 
the encoder will connect the selector 
outputs (poles) to the top inputs of the 
selector circuits, and so on. 

One set of selector input lines is 
connected to the position for the 
current bit x^ next to the preamble "1" 
flag. The other set of selector input 
lines (used for postamble detection) , 
is connected to the bit positions X2, 
for the bit X2 following the current 
bit xj_. 

In this manner, the PED line, repre- 
senting the PE data bits being read out, 
is effectively being connected to the 
position in the RAM where the desired 
bits are to be found, wherever they are. 

This is shown in Fig. 24.5 by arrows on 
the selector circuit input lines. They 
indicate selected input line for each 
instant of time t i . If there are no 
"0"s out of the RAM, the address is 11, 
selecting the bottom input line. 

This is also the address when the "0" 
flag appears on the fourth RAM output 
line at time t.. The flag has become 
detectable, FLAG goes true, and the 
Selector circuit looks at x-, . At time 
t5, as the "0" move upwards, the address 
and the select line change, until FLAG 
has gone true also for ail the other 
channels (not shown) and the DIAC signal 
goes true, e.g. at time tg. The address 
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is now 01, and the selector is looking 
at the next highest position, but still 
looking at X]_, which has followed the 
flag to this position. When DIAC goes 
true, the selector is enabled and the 
xi bit is transferred via the output 
PED line. 

Simultaneously, the PROM reshuffles the 
RAM positions, the result of which is 
apparent at time t^. The data bit posi- 
tions are unchanged, but the flag is 
moved back one position and has re- 
placed xi which has now been dropped. 
A "1" is put in the previous flag 
position. The clocking of the RAM into 
the t 7 configuration was performed by 
the DIAC signal, not the LOAD signal 
this time. 

From now on, the flag appears on the 
same line on every LOAD cycle (and on 
the line below on every DIAC cycle) , but 
the data bits continue to advance, and 
appear on the output PED line in the 
proper sequence. New bits appear at the 
bottom RAM output line, current bits 
appear on the third line just below the 
flag bit, and old bits are removed as 
soon as they have been read out. 



24.5.5-1 SKEW REGISTER PROM 

As previously mentioned, it is the skew 
register PROM which controls the 
location of bits and flags in the RAM. 
The PROM receives as input the LOAD 
clocking signal, the SLEVEL data bit 
signal and the DIAC signal. In addition, 
it looks at the RAM positions being 
sampled. On this basis is generated the 
new RAM contents and the Overflow and 
SLLD signals. The latter signal is the 
SLEVEL signal AND'ed with the LOAD 
signal in the PROM and can be ignored 
In this connection. 

The conversion of PROM input signals in- 
to appropriate RAM input signals is just 
a matter of programming the PROM. The 
general principles will be shown, 
referring to bottom table of Fig. 24.5. 

As long as there is, in the absence of 
flux transitions on the tape, no LOAD 
signal, the output of the PROM will be 
000 (in hexadecimal notation) , regard- 
less of what the other PROM inputs are . 

This will also be the case during 
reading of a data block for those 2 out 
of 4 scanning cycles in which no tran- 
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sition (LOAD false) or data transfer 
(DIAC false) take place. The RAM input 
being 00, the inverted Ram output will 
be 3F. 

When the first preamble "0" is detected, 
the LOAD signal will go active, and the 
SLEVEL will be "0", of course. Since 
the PROM inputs from the RAM is 3F the 
total PROM input will be 07F. And 
since we want the RAM outputs to be 
all "1" for any preamble "0", the PROM 
output is programmed to be 000. At t2, 
when the preamble "1" has been detected, 
the SLEVEL which represents the value of 
detected bits, goes true. The PROM in- 
put becomes 17F, the RAM output still 
being 3F. Now we want the zero flag to 
appear in the bottom position of the 
RAM, and hence the corresponding PROM 
output is made to be A0. 

In general, in order to write the PROM 
program, we take the previous RAM out- 
puts and the new LOAD, DIAC and DLEVEL 
inputs as the new PROM address input, 
and program the PROM to produce an out- 
put which will give the desired next 
RAM output in inverted form. 

The next input bit (at t3) is a data bit 
which can be either a "0" or a "1". The 
PROM inputs are respectively 05F and 
15F, and for each of these inputs, we 
must specify a PROM output, in this case 
10 and B0 respectively. The bit is_ 
chosen to appear in inverted form (xj_ ) 
in the bottom position of the RAM out- 
put, whereas the flag has been planted 
in the next higher position. 

At t 4 there is another data bit which 
can be either "0" or "1". For each of 
the 05F and 15F cases above, we must 
specify two PROM output for the x 2 bit. 
Thus for inputs 06F, 16F, 04F and 14F, 
we specify outputs 08, A8, 18 and B8, 
accomplishing the desired shift in data 
and flag positions. In Fig. 24.5 only 
the 06F case is shown. 

For the next bit, at t 5 , we must now 
specify 8 PROM outputs, and so on, until 
we have covered all combinations of the 
four bit positions. 

At time tg, we assume that x 4 = 0, that 
a flag has appeared in all 9 channels 
and that DIAC consequently goes true on 
the subsequent scan cyle at t 7 . At t-j 
then, SLEVEL is "0", DIAC is true, and 
LOAD is false. The desired RAM output 
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shall contain a "0" in the previous x, 
position, a "1" in the previous flag 
position and x 2 X3 x 4 in the same 
positions. In other words, the PROM 

shall give a 14 output for.a.i 0AD input. 

If, by the 6th bit, DIAC is still false, 
we must specify in the seventh digit 
of the PROM output a "1" which signi- 
fies buffer overflow. This digit is the 
OVERFLOW signal. 

At t3, a new bit x^ = 1 is clocked in 
by LOAD. DIAC is false, since at least 
for one channel a step backwards brings 
the flag for that channel "out of sight" . 
"ur example, if in the present illu- 
stration DIAC Wifnt true already at t 4 , 
then no flag would appear on the input 
lines to the priority encoder, and DIAC 
would go false again even though the 
flag is present on these lines for the 
other channels, such as it is in Fig. 
24.5 at t ? . 

At t3 we want all data bits to move up 
one position, making room for X5 at the 
bottom. The flag is placed in its 
forward position, leaving its recent 
position to the advancing x 2 - Input 
16B must therefore eventuate as AA. 

The Skew Buffer has an output POST which 
is used for postamble detection. It is 
obtained by and'ing the current bit PED 
and the following bit in inverted form 
such that POST will go true when a "1" 
bit is followed by a "0" bit, such 
as is expected at the start of the post- 
amble. The POST signal is fed to the 
Postamble Detector circuit, which 
checks all the channels. 



24.5.6 DATA-IN-ALL-CHANNELS 
(DIAC) DETECTOR 

The DIAC Detector will produce an active 
output signal for one scan cycle 
following a preceding scan cycle in which 
the skew buffer FLAG signal has been 
found to be true for all the 9 channels, 
being scanned. In other words, a string 
of 9 true FLAG signals precedes the 
active DIAC signal . 

The detector consists essentially of 
two flip-flops. The first one, U34, is 
reset by SCAN0 at the beginning of each 
scan cycle, unless it is clamped in the 
set state through its preset input 
U34-11. Being clocked, the U34 is 
dependent on a continuous true FLAG 



signal to stay reset. 
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The second flip-flop, U30, stays set 
(DIAC false) as long as the first flip- 
flop, in the presence of false FLAG 
pulses, is incapable of staying reset. 
However, once the first flip-flop, in 
the absence of any false FLAG pulses, 
has managed to stay reset during a 
complete scan cycle, the second flip- 
flop becomes reset and locks the first 
flip-flop in the set state, thereby 
assuring that the second flip-flop will 
be set on the subsequent scan cycle. 
In other words, assuring that the DIAC 
signal is active for no more than one 
scan cycle at a time. See Fig. 24.6. 

Note that in the example of Fig. 24.6, 
channels represented by SCAN 2,3,6,7,8 
are among the first to receive signa] s 
(t^), SCAN 4 and 9 the last ones (t 2 ). 
Later, when the Skew Buffer PROM back- 
spaces the flags, it is affected channels 
4 and 9 (at tg) which keeps DIAC false 
until next LOAD pulse. 

The first DIAC signal sets the PREMD 
(preamble detected) flip-flop U22. 
Subsequent DIAC signals transfer read 
data out of the Skew Buffer and strobe 
thelm into the read output registers 
U137, U138 by enabling the CK clock 
signal. 

In the case of a drop-out in one 
channel, a replacement for the FLAG 
signal, SONE, is generated in the 
Logic PROM U158. This will maintain 
the operation of the circuit and enable 
the completion of the reading operation 
which will include corrective action for 
the drop-out channel. SONE is true 
whenever a drop-out is indicated 
(SENV = 0) after the preamble (PREMD = 1) . 

24.5-7 POSTAMBLE DETECTOR 

The Postamble Detector will produce an 
active output signal if, for one com- 
plete scan cycle, the POST signal from 



the Skew Buffer has been found to be 
true for all of the 9 channels being 
scanned. . . 

The detector consists essentially of 
two flip-flops which operate in a manner 
similar to the DIAC detector. The input 
logic involving signals POST, SCANO, 
etc. have been incorporated into the 
Logic PROM U158. More specifically, 
U158-10 = SCAN O and U158;2ll_= 1 only 
when all SCANO = SENV = POST = 1. 

The first flip-flop, U30, initially 
set by the PEDET signal is reset by the 
SCANO signal (U158-10) , and depends on 
the POST signal continuously being true 
during a scan cycle in order to stay 
reset. If it manages to do so, the 
second flip-flop U22, which was initi- 
ally reset by PEDET, will be set on the 
next SCANO strobe, and the M14-POSTD 
output signal will <jo true. 

If a drop-out occurs in one channel, the 
SENV signal will ir. effect replace the 
POST signal such as SONE did for the FLAG 
signal in the DIAC Detector. (If 
SENV = 0, U158-11 = independent of 
POST . ) 

24.5.8 READ DATA OUTPUT 
CIRCUITS 

In the NR2I mode, read data DBx from 
the Data Bus are strobed in parallel 
into shift registers U137, U138 by 
strobes A2 and A3. Strobe A3 will also, 
through U6, provide an input to the 
U148 shift register (down below) . The 
shift register will on the next clock 
pulse generate a clock pulse which will 
transfer the read data to the FRDx Out- 
put Registers U83, U50. The read data 
will pass unchanged through the passive 
PE correction circuits, but will be 
checked for vertical parity errors by 
the Parity Checker U139. Four clock 
pulses later the U6 flip-flop will be 
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reset, and after still three more clock 
pulses, the read strobe FRSTR will be 
generated. Finally, the REGCL signal 
will clear the shift registers U137, 
U138. 

In the PE mode, the read data repre- 
sented by PED, is strobed serially into 
shift registers U137, U138 by the clock, 
when SCANO is false and the read data is 
qualified by the DIAC signal. At the 
end of the scan cycle, when SCAN9 goes 
true, the U6 flip-flop enters a "1" into 
shift register U148 and causes a read 
strobe, FRSTR, to be generated in the 
same manner as for the NRZI mode. 

This time, however, the PE correction 
circuits will be active, and if the 
associated ENVx signal from the Envelope 
Circuit is false, indicating a drop- 
out, the Parity Checker output will, on 
the basis of the signal already present 
on the affected read data line, provide 
a corrective signal, if necessary, to 
the Exclusive-or gate of that channel, 
which will appropriately change the 
polarity of the read data bit fed into 
the FRDx Output Register. 



If there are more than one drop-out, the 
MULT output goes true and resets the 
Hard-Error flip-flop U34, making hard- 
error signal FHER go true. 

The Hard-Error flip-flop can also be set 
by the Logic prom (U158) which 
monitors various hard-error conditions. 
Some of these conditions must hold true 
for all cases of hardware error. 

Thus, the program must have enabled 
hard-error indication (ENHE = 1) , and 
the hard-error must occur in a data 
block (PEDET = 1) and in the active part 
of the scan cycle (SCANO = 0) . Then, a 
hard-error indication will ensue (U158-9 
=0) if there either is a 

1) Skew Buffer overflow: OVERFLOW=l 

2) A drop-out in the preamble: 
SENV =■ PREMD = 

3) Or an extraneous "1" bit in the 

postamble: 

ENV = SLLD = POSTD = 1 



24.5.9 ERROR DETECTION CIRCUITS 

The Parity Checker U139 will compute the 
vertical parity signals of the data part 
of the read data and compare the result 
with the parity bit of the read data. 
Any discrepances will constitute parity 
error and result in the PARE signal 
going true. This in turn will give a 
hard error indication, FHER = 1. 

In the 7- track mode, adjustments are 
made for the options of even or odd 
parity by exclusive-oring the Parity 
Checker output with the EPAR signal. 

Parity errors are ignored when the 
program sets CRCG true in expectation 
of reading the CRC character. They are 
also ignored when a drop-out has been 
detected and the parity bit is being 
used to reconstruct the remaining bytes. 
In this case the Sof't-Error_ flip-flop 
FCER (U43) is set and the Q output 
CORR is active. 



The latter flip-flop is set by drop-out 
counter U38 which counts the number of 
drop-outs in each scan cycle. If there 
is one drop-out the flip-flop is set. 
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25.0 SERVICE 

25.1 CORRECTIVE MAINTENANCE 

25.1.1 REQUIRED SERVICING EQUIPMENT 

Effective servicing of the complex 
circuitry of the TDF 4050 Formatter 
infers the use of advanced test 
equipment. This should include 

1. A two-channel 100 MHz oscillo- 
scope (Tektronix 465 or equivalent) . 

2. A logic state analyzer with a 
16-bit bus and a memory of minimum 
16 words (Hewlett-Packard 1600A, 
1670A, 1602A or equivalent.) 

3. A volt-ohm meter. 



A trigger probe at least 4 bits 
wide (Hewlett-Packard 10250A or 
equivalent) will give increased 
flexibility in the use of the logic 
state analyzer. 

Furthermore, a logic pulser (Hew- 
lett-Packard 546A or equivalent) 
and current tracer (Hewlett Packard 
547A or equivalent) will be useful 
for locating faults on an internal 
bus where two or more outputs are 
connected to the same line. 

It is assumed that the formatter 
is mounted in a TDI 1050 tape drive 
(from which it draws power and can 
receive read/status signals) and is 
connected to a computer, on which 
it is possible to write simple test 
programs and run various tape drive 
operations . 
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25.1.2 FAULT DIAGNOSTICS 



Check that the +5V supply voltage 
is between 4,75 and 5,25 volts. 



Enable the formatter (FFEN = 0) and test 
all four clock outputs from U80-16D. 
Check actual waveform and clock 
period against supposed value in the 
Speed Selection Table on the circuit 
schematic, /2V 



25.1.2-1 Formatter System 



ERROR TYPE 


CHECK THAT 






1. The tape drive starts running 
whenever it is placed on-line, even 
when the formatter is not enabled. 


A. CLEAR signal not high 

B. Motion signals TSFC or TSFR «£» 
not high * 




C. MOTION not low. 


2. When the formatter is enabled the 
tape drive starts running as soon as 
it is placed on-line. 


A. Reset the formatter for a moment, 
(momentarily disable) , keeping the tape 
drive on-line. If the tape drive starts 
running again when the formatter is 
enabled, check that the INREQ line is 
not high,^T> . 




B. MOTION line not low. 
If low, go to 25.1.2-2. 

C. Reset the formatter and perform 
checks 1A, IB above. 


3. The tape drive will not start 
running. 


A. Formatter is enabled, FFEN not 
high, CLEAR not low,<^>. 
Formatter is addressed; SEL not 
high. Tape drive is on-line, TOML 
not low. 

B. Tape drive is ready, TRDY not low. 

C. INREQ not high (but high after 
GO has been transmitted) . 




D. MOTION not high. If high, go to 
25.1.2-2. 

E. Motion line TSFC or TSRC is high. 



but not both high. If high, check tape 
drive . 
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ERROR TYPE 


CHECK THAT 


4. The tape drive starts running in 
a normal way, but won't stop until 
the formatter is reset. 


A. Same error occurs in both PE and 
NRZI. If in PE only, go to 25.1.2-3. 
If in NRZI only, go to 25.1.2-4. 

B. Same error occurs in both read and 
write mode. If in read only, go to 
25.1.2-2. If in write only, go to 
25.1.2-3.1 or 25.1.2-4.1. 

C. Go to 25.1.2-2 and follow opera- 
tion byte to byte. 


5. When reading PE tapes, errors occur 
frequently or constantly. 


A. Tape drive i§ not in NRZI mode, 
NRZS not low ^K. 

B. Tape being read is 1600 cpi PE tape. 

C. Go to 25.1.2-3.2. 


6. When writing a PE tape, errors 
occur frequently. 


A. Go to 25.1.2-3.1. 






7. When reading NRZI tapes, errors 
occur frequently or constantly. 


A. Tape drive is not in PE mode, NRZS 
is low. Tape drive has correct head, 
T7TR , Formatter density is correct, 

K, H etc. 

B. Tape being read is NRZI, proper 
density and number of tracks. 

C. Go to 25.1.2-4.2. 


8. When writing a NRZI tape, errors 
occur frequently. 


A. Go to 25.-1.2-4.1. 
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25.1.2-2 MICROPROCESSOR 



Connect the 10 outputs of the program 
counter, U71-73 \l}, to the logic 
state analyzer. The other inputs to 
the analyzer are connected to t^e- signal 
lines to be checked. The clock input 
line is connected to system clock 
signal CK . Ascertain that the program 
listing at hand actually represents the 
program ROM in use. 

Disable the formatter for a moment 
and set up the analyzer to trigger 
on number 001 (hex notation) . With the 
formatter enabled the analyser should 
display the following pattern. 



001 
002 
003 
004 
005 
006 
007 
008 
009 
00A 

oob' 

00A 
OOB 
00A 



command detected 



trigger word 



00A 
OOB 
00A 
OOB 
00C 
00D 
00E 
OOF 
010 



Proceed in this way through the complete 
program until deviant operation is de- 
tected and corrected. 

During this process the other analyzer 
input lines are used to test upon relevant 
signal lines. 



} 



waiting loop 



If the operation is normal, the program 
should now be waiting for a command. 
Note that because the program counter 
always indicates current instruction plus 
1, the address displayed on the ana- 
lyzer points to the next instruction 
and not to the one being currently exe- 
cuted. In this case the highest 
address actually being used is 00A, 
not OOB. 

If this sequence operates satisfac- 
torily, the analyzer is next set to 
trigger at some suitable address which 
will lay in the middle of the memory 
field of interest, such that operations 
both immidiately before and after the 
trigger address can be tested, e.g. at 
OOC. To break out of the above waiting 
loop, a command is now made to be trans- 
ferred from the host computer (or test 
box) . The analyzer should then present 
the following program steps: 
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25.1.2-3 FAULTY PE OPERATION 



25.1.2-3.1 PE Writing 

Errors during writing would be detected 
by the read circuitry. Therefore, the read 
circuitry must first be excluded as the 
source of errors. This can be accomp- 
lished by forcing through a write ope- 
ration without having the write ring 
mounted on the tape reel in the tape 
drive and using an already written 
tape known to be error-free. 

Program sequence errors can be 
tracked down by methods suggested 
in 25.1.2-2. Check at Ull5^T>that 
proper data are being received from 
the computer. Use a binary count bit 
pattern . 

Check that proper write data, including 
phase transition, appear at the output 
of U144. Check the parity bit, both at 
U95 and Mil , and check the TWDS, FDWDS 
and TWRS strobe signals. 

25.1.2-3.2 PE Reading 

In the TDF 4050 the PE reading operation 
is largely handled by hardware, which 
for fault detection places a corres- 
ponding emphasis on checking hareware. 

Signal presence in the PE Read Circuit< >N 

Trigger scope on a data input line, e.g. 
the P- channel. Observe the STRBx signal 
at the OR-gate and also the other input 
to the OR gate, that is, the CNT6- 
equivalent "reset" signal fed back to 
the OR-gate. In the absence of data 
signals, the "reset" signal shall occur 
every 64 clock counts. In the presence 
of data signals, there shall be no 
"reset" pulses. Check all 9 channels. 
(See Fig. 25.1} . 



Bit spacing check^y> : 



Monitor the PE Read Circuits output 
CNTx bus lines, using the SCANx 
signals to enable the analyzer 
one read channel at a time. To 
examine selected parts of the data 
block, trigger the analyzer on the 
respective PEDET, PREMD and POSTD 
signals,/^. 

The PEDET signal shall go high for the 
duration of the data block. The M13- 
PREMD and the M14-POSTD signal go high 
after respectively passing the preamble 
and postamble "1" and stay high until 
PEDET goes low. 

Ahead of PEDET, the CNTx signals 
signals shall indicate the count 
of 64 or 65. After PEDET, in the 
preamble, and after POSTD, in the 
postamble, the count shall range 
from about 10 to 25 , around the 
nominal count of 18. 
After PREMD, for >:■. bit pattern 
of alternative "C"s and "l"s, 
the count shall range from about 
25 to 50 around a nominal of 38. 

The LEVEL signal, which will shift 
between "0" and "1" according 
to read data level, will change 
every 2 to 4 scan cycles. 
The data-to-phase transition 
spacing may deviate somewhat 
from the phase-to-data transi- 
tion spacing, but the respective 
counts are expected to be fairly 
constant for short sequences of 
data. However, the counts shall 
not change from one scan cycle 
to the next as long as there has 
been no LEVEL shift. 
Typical signals are shown on 
Fig. 25.2 next page. 
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Fig. 25.1 Typical Read Circuit signals, P- channel (not to scale) 
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Preamble, PEDET = 
(It takes a few preamble "0"s before 
a data block is recognized as such and 
PEDET goes true). 



Trigger word 



Preamble, PEDET = 1 

(Only a few preamble bytes are included 

in this example) . 



Last 2 bytes of Preamble. 



1st data byte 



Fig. 25.2 Typical signals 



Skew Buffer< 



4^ 



Reading filemarkr. does not involve 
the Skew Buffer and should be 
checked first bo exclude circuitry 
external to the Skew Buffer as a 
source of errors. 

Use the SCANx signal to enable 
the analyzer and to observe 
individual read channels. Monitor 
inputs and outputs of the U134 
Skew Register PROM and check 
against respective PROM listing 
in Paragraph 25.3. 
Use a binary count read data bit 
pattern and sync on selected counts 
at the read input. 

Analyze Error Indications y!y. 

Observe the M12-HER signal. If 
pulsed, check for pari ty err ors. 
If set high, check the HERK out- 
put of the U158 Logic PROM. 
Monitor the PROM inputs on th e 
analyzer and trigger on HERK 
going low. For conditions of 
hard error, see Paragraph 24.4.9 
and trace error accordingly. 

iocs aj.su irai.a^ji.ayn i.u./ 

Also, check the various resetting 
inputs to the HARD ERROR PROM U34. 
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In general , trace error to sus- 
pect chip and monitor inputs and 
outputs of that chip using the 
analyzer. Use SCANx to check 
individual read channels and 
clock on system clock CKx. 
Use strategic bit patterns in 
the data block. 



25.1.2-4 FAULTY NRZI OPERATION 

25.1.2-4.1 NRZI Writing 

Use those error-checking 
procedures in Paragraph 25.1.2-3.1 
which are applicable to NRZI ope- 
rations. 

In addition, chock thf> CRC gene- 
rator circuitry U117 \V* Use 
data blocks having the following 
bit pattern. 

Channel P76543210 

1st byte 100000000 
2nd byte 000000001 
3rd byte 000000010 
4th byte 00 0000011 
etc. '. 

binary count up to and including 

17th byte 000010000 

Expected check characters are then 

CRC 010101010 
LRC 010111010 



25.1.2-4.2 NRZI Reading 

NRZI reading is primarily handled 
in software, and program sequence 
errors can be found by methods 
suggested in Paragraph 25.1.2-2. 
Check at U37 and U99 ^T> that 
proper read data are being received 
from the tape drive, using e.g. 
a binary count bit pattern. 



operl 



Check at the FRDx outputs 
that the read data are prop¥rly 
transferred, including the FRSTR 
strobe . 



Analyze error indications 
Observe the M12-HER signal, 
pulsed, check for parity errors. 
If set high, check HARD ERROR 
PROM U34 clear inputs. See 
Paragraph 2.6. 
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